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HE  preparation  of  a  book  suck  as  this  repre¬ 
sents  the  expenditure  of  a  great  amount  of 
time  and  money. 


4 


customers  quickly  and  he  must  be  thoroughly 
familiar  with  his  stock  so  that  he  can  serve  them 
efficiently. 


It  has  been  compiled  solely  for  the  purpose  of 
helping  the  employees  of  our  agents  to  become  better 
salesmen. 

Under  one  cover  is  collected  an  immense  amount 
of  information  on  paints  and  their  application.  A 
mastery  of  this  information  is  the  key  to  increased 
sales  for  our  agents  and  as  a  result,  increased  in¬ 
comes  to  their  retail  salesmen. 

It  is  not  difficult  for  a  paint  salesman,  with  a 
moderate  amount  of  study,  to  become  the  recognized 
“Paint  Doctor”  of  his  community.  We  hope  and 
trust  that  a  large  number  will  avail  themselves  of 
this  opportunity  and  then  apply  their  knowledge  to 
the  best  advantage  of  their  customers  and  them¬ 
selves. 

The  retail  salesman  has  two  duties;  to  serve  cus¬ 
tomers  and  to  please  them.  This  means  in  addition, 
of  course,  that  he  must  keep  the  stock  for  which  he 
is  responsible  in  good  order  so  that  he  can  serve 


If  the  average  customer  knew  all  about  paint  and 
brushes  he  could  serve  himself.  He  would  just  pick 
up  the  articles  he  needed  from  open  counters  and 
shelves,  give  them  to  the  wrapping  clerk  and  pay  the 
cashier  on  the  way  out.  There  would  be  no  need  for 
paying  a  salary  to  a  retail  salesman. 

But  the  average  customer  knows  very  little  about 
paint  so  it  is  your  job  to  find  out  what  the  customer 
wants  to  accomplish  with  the  paint  he  intends  to 
buy  and  then  tell  him  how  to  do  the  work  in  the 
easiest  way  to  gain  the  results  he  desires. 

Remember  also  that  many  customers  are  not 
sufficiently  familiar  with  paints  to  know  exactly 
what  they  want  or  even  to  explain  what  their  par¬ 
ticular  problems  are.  The  only  way  you  can  help 
these  customers  and  learn  their  problems,  so  you  can 
give  them  the  correct  paint  and  instructions,  is  to 
ask  them  questions  in  a  tactful  way. 
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AVERY  LIBRARY 


TO  THE  RETAIL  SALESMAN  — Continued 


There  are  four  important  things  you  must  learn  from  all  customers.  If 
they  do  not  tell  you,  you  must  find  out  by  questions. 

1.  We  have  many  kinds  of  paint.  Will  you  please  tell  me 
just  what  you  are  going  to  use  this  on.  so  I  can  be  sure  to 
give  you  the  correct  paint? 

2.  What  color  do  you  wish  and  do  you  prefer  a  shiny  or 
dull  finish,  or  something  in  between? 

3.  What  is  the  present  condition  of  the  surface  you  are 
going  to  paint  so  we  can  tell  whether  you  need  an  undercoat 
or  any  special  preparation? 

4.  Are  you  going  to  do  this  work  yourself?  Would  you  like 
me  to  give  you  more  detailed  instructions? 

When  you  have  learned  the  answers  to  these  four  questions,  you  are  then 
in  a  position  to  name  over  quickly  various  steps  necessary  to  completing  the 
work,  mentioning  all  materials  that  should  be  used.  This  is  the  only  way  you 
can  be  sure  that  the  customer  is  not  forgetting  some  item  such  as  sandpaper, 
a  scraper  or  a  brush;  and  you  are  not  serving  your  customer  well  if  you  let 
him  get  started  on  his  work  with  only  half  the  materials  he  needs. 


For  Best  Results  Use  A  Uevoe  Superkleen  Brush 


DEVOE  CIRCULARS 


•  WHY 

(Bay  State  Brick  &  Ce¬ 
ment  Coating)  Tells  how 
particular  the  Holland 
Tunnel  Engineers  were 
in  selecting  this  paint 
out  of  147  different 
paints  tested  and  how 
you  can  avoid  costly 
repair  hills. 

•  DEVOE  WAX 

Describes  the  simple  and 
inexpensive  process  of 
making  your  floors  wear 
resisting  and  attractive. 

•  ROSES  ARE  RED 

(Dustem)  If  you  are 
interested  in  Roses  this 
pamphlet  tells  how  to 
keep  them  from  being 
torn  to  pieces  by  insects. 

•OTHER  PEOPLE'S  EYES 

(Mirrolae  Enamel)  This 
handy  circular  tells  you 
how  to  express  your  per¬ 
sonality  and  obtain  good 
color  harmony  in  your 
home. 

•  YOUR  OWN  INTERIOR  DECORATOR 

(Artlac)  A  colorful  booklet  explaining  the  use 
of  Artlac  in  modernizing  your  furniture  and 
interiors. 

•  FLOORS  THAT  DEFY  FRICTION 

(Floor  and  Deck  Enamel)  Gives  practical 
information  on  the  refinishing  of  old  wood 
floors,  concrete  floors,  linoleum  etc.,  and  how 
to  obtain  best  results. 


•  A  SOLUTION  TO  A  DISTRESSING  PAINT 
PROBLEM 

(Lumilead  Primer)  Tells  in  detail  the  func¬ 
tions  of  a  real  primer  and  why  Lumilead  is 
the  answer  to  the  painter’s  prayer. 

•  IF  THE  BATHROOM  COULD  SPEAK 

(Cleanall)  Tells  how  this  marvelous  paste 
cleanser  removes  rust,  tarnish,  grease,  dirt 
and  finger  marks  from  paint,  porcelain,  metal 
and  wood. 


•  FOUR  WALLS 

(Velour  Finish)  Is  chock 
full  of  practical  ideas 
and  decorating  suggest¬ 
ions.  Consult  the  chart 
which  gives  in  a  jiffy 
the  best  colors  to  use  in 
each  room. 

•  LIKE  ALADDIN'S  LAMP 

(Renulac  Auto  Polish) 
Gives  you  practical  in¬ 
formation  on  how  to  re¬ 
juvenate  your  car. 

•  JUST  A  FEW  WORDS 

(House  Paint)  Throws 
light  on  a  new  kind  of 
insurance  and  w  h  y 
1  *  cheap  paint  ”  costs 
more  money  in  the  long 
run — just  a  few  words 
— stronger  than  one 
thousand  arguments. 

°  IT'S  EASY  TO  REFINISH 
A  CAR 

(Mirrolae  Enamel)  De¬ 
scribes  and  illustrates  the 
simple  steps  in  painting 
an  automobile. 

•  MARY-MARY  QUITE  CONTRARY 

(Sure  Noxem)  Tells  how  to  prevent  your  gar¬ 
den  from  being  infested  by  the  myriads  of  de¬ 
structive  pests. 

•  THAT  VITAL  4/1000  OF  AN  INCH 

(Varnish)  Shows  what  varnish  to  use  for  the 
right  job  and  explains  the  toughness  and 
durability  of  that  4/1000  inch  protective 
coating. 
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NO  MORE  "GUESSING”  HOW 
COLORS  WILL  "GO”  TOGETHER 


Just  look  in  the  New  Devoe  Decorative 
Color  Guide  an  d  SEE  exactly !  — 

TURN  THE  KNOBS  AND  SEE  WHAT 
CHARMING  AND  "DIFFERENT"  COLOR 
COMBINATIONS  YOU  CAN  GET. 


TRIM 

WALL 

FURNITURE 

CEILING 

FLOOR 

Mahogany 

French  Gray 

Mahogany 

Warm  Cream 

Mahogany 

Light  Oak 

Green  Tint 

Light  Oak 

Warm  Cream 

Walnut 

Varnish  Stain 

Light  Oak 

Bermuda 

Green 

Honey 

Ivory 

Light  Oak 

Honey 

Warm  Cream 

Honey 

Warm  Cream 

Walnut 

Varnish  Stain 

Mahogany 

Pink 

Mahogany 

Flesh 

Airplane  Gray 

Honey 

Ivory 

Honey 

White 

Sandstone 

Buff 

Mahogany 

Maize 

Mahogany 

Warm  Cream 

Mahogany 

Light  Oak 

Warm  Cream 

Light  Oak 

Warm  Cream 

Light  Oak 

N  ickel  Gray 

F reneh  Gray 

Old  Ivory 

Warm  Cream 

Flagstone 

Drab 

Light  Oak 

Flesh 

Light  Oak 

Warm  Cream 

English 

Walnut 

Walnut 

Tan 

Walnut 

Ivory 

Walnut 

Varnish  Stain 

Walnut 

Buff 

Walnut 

Flesh 

English  Walnut 

For  Best  Results  Use  A 


TRIM 

WALL 

FURNITURE 

CEILING 

FLOOR 

Light  Oak 

Ivory 

Light  Oak 

White 

Light  Oak 

Honey 

Pale  Blue 

Honey 

Ivory 

Light  Oak 

Old  Ivory 

Flesh 

Honey 

Warm  Cream 

English 

Walnut 

Old  Ivory 

Pink 

Honey 

Warm  Cream 

Light  Oak 

Old  Ivory 

Green  Tint 

Honey 

Warm  Cream 

Sandstone 

Buff 

Light  Oak 

Tan 

Mahogany 

Warm  Cream 

English 

Walnut 

Ivory 

Pale  Blue 

Azure 

White 

Flagstone 

Drab 

Honey 

Bermuda 

Green 

W  alnut 

White 

Walnut 

Varnish  Stain 

Ivory 

Warm  Cream 

Mahogany 

White 

Mahogany 

Light  Oak 

Buff 

Walnut 

Warm  Cream 

Walnut 

Varnish  Stain 

Jade 

Maize 

Jade 

Green  Tint 

English 

Walnut 

Honey 

Golden  Broun 

Walnut 

Ivory 

Walnut 

Varnish  Stain 

voe  Superkleen  Brush 
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DEVOE 

House  Paint 

( Two  Pigment  Paint) 

EVOE  House  Paint  is  put  up  iu  full  measure  and  is  guaranteed  to 
be  composed  of  50%  Pure  White  Lead  (Carbonate  of  Lead),  50% 
Pure  White  Zinc  (Oxide  of  Zinc),  with  the  proper  amounts  of  pure 
tinting  colors,  pure  linseed  oil,  pure  turpentine  dryer  and  nothing  else. 


The  only  exceptions  to  this  are  the  dark  colors,  such  as  Xo.  501,  Bottle  Green,  etc.,  which  cannot 
be  produced  with  White  Lead  and  White  Zinc.  Such  colors  are,  however.  manufactured  with  the  best 
materials  obtainable,  and  necessary  to  produce  the  exact  shade  required. 

All  of  the  selected  basic  materials  are  thoroughly  tested  for  standard  qualities  recognized  by  Peyoe  as 
essential,  and  then  combined  by  manufacturing  processes  that  only  generations  of  experience  can  develop. 


‘Wise  Devoe  Paint  according  to  directions,  with  the  understanding  that 
if  you  believe  it  faulty  at  the  time  you  put  it  on,  or  afterwards  in  the  wear,  we 
will  make  you  satisfactory  restitution.” 

Covering  Capacity :  One  gallon  of  Devoe  House  Paint,  properly  brushed 
out  and  applied  over  an  average  surface  will  cover  400  square  feet,  two  coats, 
or  600  square  feet,  one  coat. 
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DEVOE  HOUSE  PAINT 


D  I  R  EC 

1.  Pour  out  all  the  liquid  found  in  the  container  into  a  separate 
can. 

2.  Thoroughly  mix  the  remaining  pigment  with  a  very  little 
of  the  liquid,  stirring  with  a  wide  paddle.  As  the  liquid  is  ab¬ 
sorbed  by  the  pigment,  gradually  add  more  liquid  until  all  has 
been  re-added  to  the  paint.  Stir  until  it  is  apparently  right  to 
apply  and  then  stir  about  that  much  more. 

3.  Pour  the  paint  from  one  can  into  another  several  times. 
This  will  secure  an  even  mixture  which  is  essential.  Thick  paint 
will  peel,  and  real  thin  paint  will  not  cover. 

4.  Oil  and  water  will  not  mix.  Therefore,  do  not  paint  in  damp, 
foggy  or  frosty  weather,  as  under  these  conditions  the  pores  of  the 
wood  are  full  of  moisture  which  naturally  prevents  the  oil  from 
penetrating  the  wood  and  obtaining  a  firm  anchorage.  Paint  used 
under  these  conditions  will  peel.  Therefore,  apply  paint  in  dry 
weather,  always  allowing  time  for  any  moisture  to  dry  out  of  the 
wood. 

5.  It  is  also  unwise  to  paint  in  extremely  cold  or  hot  weather. 

In  cold  weather  paint  will  shrivel  up  in  drying.  In  hot  weather 
paint  is  apt  to  form  in  drops  or  tears,  after  it  is  brushed  on. 

6.  Do  not  paint  on  damp,  unseasoned,  sappy  or  pitchy  wood. 
Same  reasons  apply  as  noted  in  paragraph  4. 

7.  Do  not  paint  over  dirty,  dusty  or  greasy  surfaces.  Soft 
coal  produces  a  greasy  surface.  Paint  will  not  hold  on  such  a 
surface  and  will  sooner  or  later  peel  off.  Such  a  surface  should 
be  washed  off  with  soap  and  water,  and  allowed  to  dry  thoroughly, 
before  applying  paint. 


For  Best  Results  Use  A 


TIONS 

8.  Do  not  prime  or  apply  any  paint  until  new  plastering  is 
thoroughly  dried  out.  Plaster  contains  water  and  in  drying 
much  of  the  water  goes  through  the  clap-boarding  and  a  condition 
exists  the  same  as  in  paragraph  4. 

9.  Do  not  use  a  cheap  primer  made  of  sandy  Yellow  Ochre, 
which  is  often  ground  in  petroleum  oil.  This  is  absolutely  the 
worst  kind  of  an  undercoat  and  paint  applied  over  such  a  surface 
will  surely  peel. 

10.  When  paint  has  been  on  the  house  for  a  long  time ,  it  some¬ 
times  becomes  dead  and  full  of  minute  cracks,  or  alligatored. 
Moisture  goes  through  the  cracks  and  works  under  the  paint 
which  soon  rots  out  the  priming  coat.  The  paint  is  then  only 
loosely  attached  to  the  woodwork. 

11.  If  a  new  coat  of  paint  is  applied  to  this  old  paint,  the  new 
paint  will  shrink  in  drying  and  will  pull  off  the  old  loosely  at¬ 
tached  paint  causing  the  paint  to  peel. 

12.  Note  carefully  that  all  Linseed  Oil  paints  shrink  in  drying 
(we  are  not  talking  about  Devoe  Paint  especially).  Therefore, 
do  not  blame  the  new  coat  for  peeling;  but  put  the  blame  on  the 
house  which  has  remained  unpainted  too  long. 

13.  Before  repainting  a  house,  the  old  paint  should  be  care¬ 
fully  examined  to  see  if  it  has  lost  its  hold.  A  penknife  should 
be  slipped  under  the  old  paint  in  various  places  and  if  same  comes 
off  easily  in  flakes,  something  must  be  done  to  the  house  before 
new  paint  is  put  on. 

14.  We  recommend  when  you  find  that  the  old  paint  is  loosely 
attached  to  the  woodwork,  that  the  old  paint  be  removed  before 


( Continued  on  Page  6) 
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DEVOE  HOUSE  PAINT 


Mitis  Green  M  565  Light  Cream 


No.  518  531  Ivory 


No.  527  598  Cream  Tint 


No.  565  516  Manila 


No.  595  561  Light  Leather 


No.  587  527  Buff 


No.  555  566  Pompeian  Red 


No.  598  587  Indian  Red 
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No.  594  579  Light  Gray 


528  Ceiling  Blue 


No.  544  591  Neutral  Gray 


No.  531  535  Steel  Gray 


No.  578  522  Slate 
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DEVOE  HOUSE  PA  I  N  T  -  Continued 


repainting.  If  this  is  not  done  no  paint  will  stay  on  the  building. 
It  will  surely  peel. 

15.  Paint  in  this  condition  can  generally  be  removed  by  using 
a  good  wire  brush.  If  it  is  too  far  gone  best  results  will  be  ob¬ 
tained  by  burning  the  old  paint  off  with  a  paint  burner. 

16.  Special  attention  is  called  to  the  fact  that  dark  shades  of 
paint  cover  or  hide  better  than  light  shades.  Consequently  one 
coat  of  dark  paint  is  ofttimes  apparently  satisfactory  and  the 
application  of  a  second  or  third  coat  is  postponed.  Frequently, 
in  such  cases  after  a  year  or  so  the  paint  apparently  fades.  This 
however  is  not  really  a  fact  as  the  color  is  still  there  in  full 
strength,  but  owing  to  the  disappearance  of  the  Linseed  Oil,  part 
of  which  has  been  absorbed  by  the  wood  an  excess  quantity  of  the 
pigment  which  is  always  dull  in  appearance  —  remains  on  the 
surface. 

Therefore,  if  possible,  always  use  two  or  three  coats  of  paint, 
especially  in  dark  colors.  This  will  insure  a  larger  proportion  of 
Linseed  Oil  remaining  in  the  paint  film,  thereby  resulting  in  a 
far  more  satisfactory'  job. 

17.  AVe  recommend  that  you  employ  a  good  painter  for  paint¬ 
ing  any'  large  surface. 

18.  Lise  a  Devoe  Superkleen  Brush. 

DIRECTIONS  FOR  APPLICATION 

19.  For  new  woodwork  outside  apply  Devoe  House  Paint  as 
follows : 

(a)  Coat  all  knots,  pitchy  and  sappy  places  with  Shellac,  to 
prevent  the  pitch  from  coming  through  the  paint.  Use  White 


Shellac  under  light  colored  paints  and  Orange  Shellac  under  dark 
colored  paints. 

(b)  Priming  coat  or  first  coat. 

For  good  lumber,  apply  Devoe  House  Paint  reduced  in 
the  proportion  of  one-half  gallon  of  pure  raw  Linseed  Oil  and 
one  pint  of  Turpentine  to  each  gallon  of  paint. 

For  fair  or  poor  lumber  which  contains  resinous,  oily',  or 
water  soluble,  extractive  organic  matter,  apply  Devoe  Lumilead 
Primer  tinted  to  the  approximate  shade  of  the  finishing  coat  or 
to  a  suitable  ground  shade  with  Devoe  Best  Colors  in  Oil.  Use  in 
the  consistency  as  furnished  without  any  further  reduction  with 
Linseed  Oil.  If  Devoe  Lumilead  Primer  becomes  slightly  heavy 
while  working,  thin  sparingly  with  Turpentine,  and  not  to  exceed 
the  proportion  of  one  pint  to  a  gallon. 

(c)  Seams  and  nailholes  should  be  puttied  after  the  priming 
coat  is  dry.  For  this  purpose,  we  recommend  Devoe  Super  D 
putty'. 

( d )  Second  coat :  Apply  Devoe  House  paint  reduced  in  the 
proportion  of  one  pint  of  pure  Turpentine  to  each  gallon  of  paint. 

(e)  Third  coat:  Apply'  Devoe  House  Paint  as  it  comes  from 
the  can.  If  paint  seems  too  thick  while  using,  thin  with  pure 
Linseed  Oil  only. 

20.  Two  Coat  Work.  It  is  not  economy'  to  be  satisfied  with 
merely  two  coats  over  new  woodwork.  Always  use  two  coats  over 
the  priming  coat ;  in  other  words,  a  three  coat  job — it  will  look 
better  and  wear  longer.  However,  if  it  is  deemed  expedient  to 
apply  but  one  coat  over  the  priming  coat,  or  two  coats  in  all, 
Devoe  House  Paint  should  be  used  as  follows: 


( Continued  on  Page  8) 
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DEVOE  HOUSE  PA  I  N  T  -  continued 


No.  533  567  Pearl 


No.  527  533  Light  Brown 


No.  531  505  Seal  Brown 


No.  504  578  Greenish  Gray 


No.  579  594  Light  Lead 


No.  522  532  Pure  Gray 


No.  565  5  1  4  Moss  Green 


No.  504  510  Green  Tint 


No.  598  507  Sea  Green 


No.  510  504  Olive  Green 


No.  518  *581  Blind  Green 


No.  561  506  Dark  Brown 


No.  567  *544  Dark  Green 
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No.  507  *501  Bottle  Green 
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DEVOE  HOUSE  PAINT  —  Continued 


(a)  Priming  coat:  For  good  lumber,  apply  Devoe  House 
Paint  reduced  in  the  proportion  of  one  quart  of  raw  Linseed  Oil 
and  one  pint  of  Turpentine  to  each  gallon  of  paint. 

For  fair  or  poor  lumber,  apply  Devoe  Lumilead  Primer  as 
prescribed  under  19  (b). 

( b )  Finishing  coat:  Apply  Devoe  House  Paint  as  prescribed 
under  19  (e). 

21.  One  Coat  Work  will  rarely  be  satisfactory.  The  surface 
must  be  in  most  excellent  condition.  If  the  surface  is  porous, 
chalking  badly,  checked  or  peeling,  one  coat  of  paint  of  any  sort 
will  not  properly  protect  the  surface  or  give  satisfactory  results. 

22.  Always  use  pure  Linseed  Oil  in  thinning  Devoe  House 
Paint.  Raw  Linseed  Oil  is  preferable. 

23.  Always  use  a  good  bristle  brush.  Devoe  Brushes  are  guar¬ 
anteed  “All  Pure  Bristle”. 

24.  Never  put  on  a  coat  of  paint  until  the  preceding  coat  is 
thoroughly  dry.  Allow  at  least  a  week  between  coats  where 
possible. 

25.  In  repainting  an  old  house  considerable  judgment  should 
be  used  in  adapting  the  paint  to  the  condition  of  the  old  surface. 


26.  Where  the  surface  is  in  fairly  good  condition  to  receive  the 
new  coats  of  paint,  we  recommend  that  Devoe  House  Paint  be 
applied  as  follows : 

(a)  First  coat :  If  the  old  film  has  entirely  lost  its  gloss  and  is 
thoroughly  dried  out — Apply  Devoe  House  Paint  reduced  in  the 
proportion  of  one  pint  of  raw  Linseed  Oil  and  one  pint  of  Tur¬ 
pentine  to  each  gallon  of  paint.  If  the  old  film  is  glossy  and 
hard  as  under  the  cornice  or  porch  protected  from  the  weather — 
roughen  the  surface  with  coarse  sandpaper  and  apply  Devoe 
House  Paint  reduced  in  the  proportion  of  one  pint  of  Turpentine 
to  each  gallon  of  paint. 

( b )  Second  coat:  Apply  Devoe  House  Paint  as  prescribed 
under  19  (e). 

27.  Where  the  surface  is  in  poor  condition  to  receive  the  paint, 
we  recommend  that  Devoe  House  Paint  be  applied  as  follows : 

(a)  First  coat:  Apply  Devoe  Lumilead  Primer  as  prescribed 
under  19  (b)  but  adding  one  pint  of  raw  Linseed  Oil  to 
each  gallon  of  paint. 

(b) .  Second  coat:  Apply  Devoe  House  Paint  as  prescribed 
under  19  ( e ). 


os 


Is 


COST 
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SELLING  PRICE 

Is  1/oS 


V±S 


y8s 


Lumilead  Primer . 

Ordinary  Shades . . . . . 

Outside  White,  No.  547 _ _ _ 

Inside  White,  No.  548  (Full  Gloss) . 

Inside  W  hite,  No.  546  (Eggshell  or  Semi  Gloss) 

Cardinal  Red,  No.  515 . . . 

Blind  Green,  No.  581 . . . 

Dark  Green,  No.  544.. . 

Bottle  Green,  No.  501 . . . 

Black  No.  583  (A  Full  Oil  Gloss  Black)  . 

Store  Front  Black . . . . . . 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  HOUSE  PAIN  T — Continued 
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*515  Cardinal  Red 


No.  566 


572  Special  Light  Lead 


584  Dark  Blue 


DEVOE  LUMILEAD  PRIMER 


Lumilead  Primer  has  been  especially  made  for 
priming  inferior  grades  of  lumber  which  are  often 
used  for  house  siding. 

Lumilead  Primer  is  the  answer  to  the  prayer 
of  painters,  architects,  contractors  and  lumber 
dealers,  who  for  years  have  been  dividing  the 
responsibility  of  house  paint  failures. 

Body — A  full  bodied  oil  paint  resembling  in 
consistency  lead  and  oil  ready  mixed  for  finishing 
coat  work. 


Color — A  very  delicate  tint  of  oyster  -white; 
just  off  pure  white.  It  may,  therefore,  be  con¬ 
sidered  as  a  white  base  priming  material.  Lumilead  should  be  tinted  with 
Best  Colors  in  Oil  to  the  approximate  shade  of  the  finishing  coat  of  paint,  if 
this  be  a  reasonably  light  shade  rather  than  a  solid  color.  For  use  under  solid 
colors  Lumilead  may  be  tinted  to  a  neutral  shade  if  desired.  Do  not  use 
House  Paint  for  the  purpose  of  tinting  Lumilead  as  this  will  throw  the 
pigment — fixed  oil  volume  ratio  out  of  balance  thereby  rendering  the  primer 
less  effective.  Two  coat  work,  on  new  wood  surfaces  is  possible  with 
Lumilead  as  a  primer,  although  we  should  not  specifically  recommend  this 
procedure  or  place  a  blanket  guarantee  on  the  results  of  two  coat  work 
over  refractory  wooden  surfaces. 

Brushing  Quality — It  -works  well  under  the  brush.  Although  it  sets 
up  a  little  more  quickly  than  House  Paint  which  has  been  reduced  to 


Chip  showing  opacity  Lumilead  Primer 
over  Black. 


a  priming  consistency,  it  is,  nevertheless,  a  prac¬ 
tical  and  free-working  paint. 

Drying  Behavior — Lumilead  dries  for  recoat¬ 
ing  under  normal  conditions  in  18  hours,  although, 
when  used  over  Yellow  Pine  and  Cypress,  we 
should  recommend  at  least  48  hours  for  firm  hard 
drying  before  the  subsequent  coat  of  House  Paint 
is  applied. 

Hiding  Power — Lumilead  has  exceptional 
hiding  power  and  is  equivalent  in  this  respect 
to  2 y2  coats  of  House  Paint  applied  according  to 
recommended  thinning  instructions  for  priming 
new  wooden  surfaces.  Accordingly,  2  coat  work 
-with  Lumilead  as  a  primer  is  not  quite  equal  to 
3  coats  of  House  Paint  applied  according  to  our  recommended  thinning 
directions,  but  is  superior  to  a  2-coat  House  Paint  job  on  new  work  and 
applied  in  accordance  with  reeommeded  thinning  directions. 

A  dhesion — Excellent. 

Lustre — Lumilead  flattens  down  to  about  an  egg-shell  finish  and  thus 
provides  a  surface  to  which  the  subsequent  gloss  coat  will  properly  adhere. 

Film  Structure — Lumilead  differs  from  primers  made  by  reducing  ready 
mixed  house  paint  in  that  it  is  a  highly  pigmented  paint  and  forms  a  very 
dense  film  structure,  yet  one  that  retains  its  elastic  quality  for  a  much 
greater  period  of  time. 

Spreading  Capacity — 550  square  feet  per  gallon. 
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There’s  the  proof,  Colonel! 
Devoe  Mitis  Green  does  not  fade. 


NE  of  the  most  beautiful  features  on  the  face  of 
Mother  Earth  is  Southern  France. 

What  a  glorious  panorama  it  is,  with  its  vineclad,  olive 
mantled  hills,  dotted  with  sunburnt  villages,  and  pretty  white 
stucco  villas  with  red-tiled  roofs  and  beautiful  green  blinds. 

Mitis  Green  colors  play  an  important  part  in  this  inspiring 
scene,  as  they  are  the  colors  used  for  painting  the  blinds  which 
emphasize  the  beauty  of  the  villas. 

Mitis  Green  is  a  strictly  permanent  color  and  is  especially 
desirable  for  blinds,  lattice  work  and  trimmings. 


Is 


Mitis  Green  . . 

Undercoat  for  Mitis  Green. 


DEVOE 

M  itis  Green 


First  Coat — On  soft  wood  and  over  old  dull  paint  coats,  thin 
the  ground  color  with  1  quart  raw  oil  and  1  pint  of  turpentine 
to  the  gallon. 

On  hard  resinous  wood  and  over  old  glossy  paint  thin  ground 
color  with  1  pint  of  turpentine  only  to  the  gallon. 

Second  Coat — Apply  Mitis  Green  of  desired  shade,  thinned 
with  1  quart  of  turpentine  only  to  the  gallon. 

Third  Coat — Apply  Mitis  Green  as  it  comes  from  can.  If  too 
thick,  thin  with  a  little  raw  oil  only. 

One  gallon  of  Devoe  Mitis  Green  will  cover  600  square  feet, 
one  coat,  or  350  square  feet,  two  coats. 


COST 

Ms 


Ms 


SELLING  PRICE 

is  Ms  Ms 


For  Best  Results  Lise  A  Devoe  Superkleen  Brush 
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DEVOE  MITIS  GREEN 


M 


Medium 
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DEVOE 

Floor  and  Deck  Enamel 


VEW  development  in  floor  treatment  for  inside  and  outside  use  on 
rood,  concrete  or  linoleum  covered  floors  and  wood  or  canvas  boat  decks. 

s  and  decks  are  subjected  to  very  hard  wear,  changing  weather 
frequent  scrubbing  with  dilute  alkaline  solutions,  etc. 

If  these  surfaces  are  not  properly  protected  they  accumulate  and  retain  dirt,  become  discolored  and 
unsightly,  require  a  great  deal  of  labor  to  clean  and  wear  away,  rapidly  making  costly  replacements 
necessary. 

Devoe  Floor  and  Deck  Enamel  applied  to  floors  and  decks  makes  attractive,  sanitary,  renewable  sur¬ 
faces,  which  require  a  minimum  of  labor  to  maintain  in  most  sanitary  condition. 

Devoe  Floor  and  Deck  Enamel  is  exceedingly  elastic,  tough  and  durable.  It  can  withstand  repeated 
washing  without  injury  to  its  high  gloss,  porcelain-like  finish.  It  is  likewise  remarkably  water  and  alkali- 
resisting  and  can  successfully  endure  the  temperature  stresses  induced  by  wide  climatic  changes. 

Devoe  Floor  and  Deck  Enamel,  under  normal  conditions, 
dries  dust  free  in  less  than  two  hours,  and  hard  in  7  to  8  hours ; 
fast  enough  for  convenience,  slow  enough  for  precision  of  work¬ 
manship.  It  spreads  easily,  smoothly  and  evenly. 

Spreading  Capacity:  One  gallon  of  Devoe  Floor  and  Deck 
Enamel  will  spread  600  square  feet,  one  coat;  or  350  square  feet, 
two  coats. 

(Continued  on  Page  14J 


For  Best  Results  IJse  A  Devoe  Superhleen  Brush 


Floor 

conditions, 


DEVOE  FLOOR  and  DECK  ENAMEL 


Pewter 
Gray 
No.  I 


Mosaic 
Oak 
No.  80 


Airplane 
Gray 
No.  2 


Circassian 
Walnut 
No.  87 
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Blue 
Steel 
Gray 
No.  3 


English 
Walnut 
No.  85 
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DEVOE  FLOOR  and  DECK  ENAMEL  —  Continued 


DIRECTIONS  FOR  USE 


1.  The  surface  should  be  free  of  dust,  dirt,  grease  and  loose  paint. 
Grease  and  oil  may  be  removed  with  gasoline.  For  best  results 
wash  the  surface  with  soap  and  water,  then  rinse  with  dear  water 
and  allow  to  dry  (24  hours  is  usually  sufficient).  Fill  pits,  nail 
holes  and  cracks  with  Devoe  Crack  and  Seam  Filler  (on  new 
work  this  should  be  done  after  the  first  coat). 

2.  Green  and  unseasoned  concrete  floors  contain  lime  salts 
which  unless  neutralized  are  reactive  and  damaging  to  all  floor 
enamels.  Accordingly  such  surfaces  must  be  treated  with  a  wash 
coat  application  of  a  solution  made  by  dissolving  3l/>  pounds  of 
commercial  zinc  sulphate  crystals  in  one  gallon  of  water.  Allow 
this  application  at  least  24  hours  in  which  to  thoroughly  dry  out 
before  applying  the  enamel. 


5.  Allow  sufficient  time  for  the  enamel  to  harden  between  the 
coats.  Under  normal  conditions,  7  to  8  hours  is  ample. 

6.  Wood,  Concrete  or  Linoleum  Covered  Floors — New  Work — 
Inside — At  least  two  coats  are  necessary.  Apply  first  coat  re¬ 
duced  with  one  pint  of  turpentine  to  the  gallon  of  enamel;  the 
second  coat  as  it  comes  from  the  can. 

7.  Wood  and  Concrete  Floors  and  Wood  or  Canvas  Decks — 
New  Work — Outside — At  least  3  coats  are  necessary.  Apply  the 
first  coat  reduced  with  one  pint  to  one  quart  of  turpentine  to  the 
gallon  of  enamel.  Second  coat  reduced  with  one  pint  of  turpen¬ 
tine  to  the  gallon  of  enamel,  and  third  coat  as  it  comes  from  the 
can. 


3.  Stir  the  enamel  well  before  using. 

4.  Brush  out  in  thin  even  coats  with  a  Devoe  Superkleen 
Varnish  Brush,  working  the  enamel  well  into  the  pores  of  the 
wood,  concrete  or  canvas. 

When  coating  wood,  work  with  the  grain. 


Is 


COST 

i/2s  V. 


qs 


%s 


8.  Wood,  Concrete,  Linoleum  Covered  Floors  and  Wood  or 
Canvas  Decks — Old  Work — Inside  or  Outside — If  the  surface  is 
iu  good  condition,  one  coat  may  suffice.  If  two  coats  are  applied, 
thin  first  coat  with  one  pint  of  turpentine  to  the  gallon  of  enamel, 
and  apply  second  coat  as  it  comes  from  the  can. 


SELLING  PRICE 
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For  Best  Results  Use  A  Devoe  Superkleen  Brush 


[ Page  14] 


DEVOE  FLOOR  and  DECK  ENAMEL 


Sandstone 

Buff 

No.  26D 


London 

Gray 

No.22K 


Flagstone 
Drab 
No.  5 


ALSO  MADE  IN  BLACK  No.  8  AND  WHITE  No.  7 

<> 
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BAY  STATE 

Brick  and  Cement  Coating 

DIRECTIONS 

AY  STATE  Brick  and  Cement  Coating  is  a  protective  coating  for  use  on  stucco,  poured 
or  troweled  cement,  porous  brick,  cement  tile,  artificial  stone,  and  limestone.  It  is  water¬ 
proof  under  ordinary  atmospheric  pressure  above  grade.  It  is  equally  successful  for 
exterior  or  interior  use,  and  on  new  or  old  surfaces.  ( For  cement  floors  use  Floor  and  Beck  Enamel). 

Bay  State  Brick  and  Cement  Coating  is  especially  recommended  for  use  on  cement  and 
concrete  swimming  pools. 

PREPARATION  OF  SURFACE  AND  APPLICATION 


New  11  ork — The  surface  to  be  coated  should  be  reasonably 
dry  and  free  from  dust,  dirt  or  loose  particles.  Salts  or  alkalis 
that  may  appear  on  the  work  form  false  surfaces  that  prevent 
Bay  State  Brick  and  Cement  Coating  from  bonding  properly. 
Such  salts  should  be  removed  from  brick  with  a  solution  of 
one  part  muriatic  acid  to  ten  parts  water  and  from  cement  with 
a  solution  of  four  pounds  sulphate  of  zinc  to  a  gallon  of  water. 
A  ash  off  excess  acid  with  clear  water  and  apply  Brick  and 
Cement  Coating  as  soon  as  surface  is  sufficiently  dry  and  before 
further  dampness  can  create  more  salts. 

Old  1 York — Prepare  surface  as  directed  for  new  work  being 
sure  that  all  grease,  oil,  or  salts  have  been  removed,  and  that 
the  pores  in  the  surface  are  brushed  free  of  dust  or  loose 
material.  To  give  entire  satisfaction  on  exterior  surfaces,  Bay 
State  Brick  and  Cement  coating  must  be  allowed  to  bond  direct¬ 
ly  with  the  uncoated  surface  to  which  it  is  to  be  applied. 


One  coat  of  Bay  State  Brick  and  Cement  Coating  will 
cover  as  well  as  two  coats  of  lead  and  oil  or  ordinary  cement 
paints.  Apply  freely  as  it  comes  from  the  can  with  a  super- 
kleen  brush.  Do  not  try  to  brush  out  too  far  as  that  greatly 
reduces  its  protective  and  hiding  qualities.  Where  two  coats 
are  to  be  used,  thin  first  coat  with  one  pint  of  Bay  State  Brick 
and  Cement  Coating  Reducer  to  the  gallon.  Bay  State  Brick 
and  Cement  Coating  should  never  be  thinned  with  anything 
but  Bay  State  Cement  Coating  Reducer.  Apply  second  coat  as 
it  comes  from  the  can,  allowing  forty-eight  hours  drying  time 
between  coats. 

Bay  State  Brick  and  Cement  Coating  may  be  satisfactorily 
applied  with  a  pneumatic  spray  gun  providing  air  pressure  is 
kept  at  minimum  to  prevent  “dusting”  and  nozzle  close  enough 
to  the  surface  to  insure  a  perfect  bond. 

Stir  contents  thoroughly  before  and  during  use 


COVERING  CAPACITY 

The  .  following  table  shows  the  covering  capacity  of  Bay  State  Brick  and  Cement  Coating 
for  the  first  coat  under  different  conditions;  subsequent  coats  cover  about  10%  more  surface. 
On  brick,  hard  finish,  one  gallon  of  Coating  will  cover  from  150  to  175  square  feet. 

On  brick,  rough  and  porous,  one  gallon  will  cover  from  130  to  140  square  feet. 

On  concrete,  hard  finish,  one  gallon  will  cover  from  150  to  175  square  feet. 

On  concrete,  rough  and  porous,  one  gallon  will  cover  from  130  to  140  square  feet. 

On  stucco,  exterior  rough,  one  gallon  will  cover  from  130  to  140  square  feet. 


BAY  STATE  Brick  and  Cement  Coating . . 

BAT  STATE  Brick  and  Cement  Coating  Reducer.. 
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For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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BAY  STATE  BRICK  AND  CEMENT  COATING 


Old  Ivory 


Cream 


Parchment 

Also  made  in  White 


Spanish  Buff 


Normandy  Gray 


Oasis  Tan 


Pyramid  Gray 


Granada  Red 


Cobalt  Blue 


Almond  Green 


Cement  Gray 


Mole  Gray 


White  may  be  tinted  any  desired  shade  with  oil  colors 
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DE  VOE 

Velo  ur  Finish 

E VOE  Velour  Finish  is  a  flat,  washable  oil  paint  manufactured  for  use  on  interior 
walls  and  ceilings.  The  use  of  this  product  results  in  an  artistic  and  durable  deco¬ 
rative  effect  which  adds  greatly  to  the  beauty  of  the  home. 

Devoe  Velour  Finish  goes  on  smoothly,  leaving  no  streaks  or  brush  marks,  and  owing  to  the  fact  that 
it  is  an  oil  paint  overcomes  the  danger  of  cracking  and  chipping  ofttimes  noticed  in  many  walls. 

One  of  the  greatest  advantages  of  the  use  of  this  product  is  that  it  can  be  washed  with  soap 
and  water  without  affecting  the  finish.  This  is  naturally  of  vital  importance  when  the  walls 
became  dusty  or  spotted. 

PREPARATION  FOR  USE 

First — Fill  all  cracks  and  uneven  places  with  a  mixture  of  plaster  of  paris,  whiting  and  water.  Allow  to  dry  thoroughly. 

Second — Open  the  can  of  Velour  Finish  and  pour  the  liquid  found  in  the  package  into  a  separate  pail.  Thoroughly  mix  the 
pigment  found  in  the  bottom  of  the  can  with  a  very  little  of  the  liquid  using  a  wide  paddle.  Gradually  add  more  of  the  liquid 

until  the  entire  amount  has  been  re-added  and  then  pour  the  paint  from  one  can  into  another  several  times. 

Third — If  the  paint  becomes  too  thick,  after  remaining  open  for  some  time,  it  may  be  thinned  with  a  very  little  turpentine. 

Fourth — Always  apply  Devoe  Velour  Finish  with  a  Wall  Paint  Brush,  preferably  Devoe. 

Fifth — Remember  all  colors  of  Devoe  Velour  Finish  are  intermixable  so  that  any  shade  can  be  easily  obtained. 

COVERING  CAPACITY 

One  gallon  of  Devoe  Velour  Finish  will  cover  from  500  to  600  square  feet,  one  coat.  However,  always  remember  that  covering 

capacity  naturally  varies  according  to  the  character  and  porosity  of  the  surface.  On  a  smooth,  plaster  wall,  for  instance,  it  will 

generally  run  close  to  the  above  amount  but  may  amount  to  700  or  more  square  feet.  On  rough  sand  finished  walls  its  covering 
capacity  may  not  exceed  300  to  400  square  feet. 


DIRECTIONS  FOR  USE 

New  Walls — Apply  a  priming  coat  of  Devoe  Velour  Undercoating,  adding  a 
small  quantity  of  Velour  Finish  of  the  shade  desired  for  the  finishing  coat.  Al¬ 
low  to  dry  thoroughly  and  then  apply  one  or  more  coats  of  Devoe  Velour  Finish  of 
the  shade  desired. 

Old  Walls — Old  walls  in  good  condition  that  have  been  previously  painted 
require  only  one  coat,  unless  a  light  color  is  to  be  used  over  a  dark  color  and  in 
that  event  two  coats  will  probably  be  necessary.  However,  -walls  that  have  to 
be  patched  require  one  coat  of  Devoe  Velour  Undercoating  over  the  patched  spots 
and  after  that  is  dry,  one  solid  coat  of  a  mixture  of  equal  parts  of  Devoe  Velour 


( Continued  on  Page  SO) 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  VELOUR  FINISH  —  Continued 


CEILING 

WALL 

CEILING 

WALL 

CEILING 

WALL 

459 

859 

893 

898 

459 

863 

White 

Light  Cream 

Chamois 

Caen  Stone 

White 

Extra  Light 

Ivory 


CEILING  WALL 

898  894 

Caen  Stone  Rosetan 

The  chips  on  this  page  represent  plastered  walls  finished  with 
one  coat  of  Velour  Undercoat  and  two  coats  of  Velour  Finish. 


CEILING 

859 

Light  Cream 


WALL 

891 

Silverwing 


“ Employ  a  Reputable  Painter — Specify  I)evoe,, 


CEILING 

863 

Extra  Light 
Ivory 

459  WHITE 


WALL 

896 

Surf  Green 


460  BLACK 
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DEVOE  VELOUR  FINISH  —  Continued 


Undercoating  and  Devoe  Velour  Finish  over  the  entire  surface. 
Allow  this  coat  to  dry  thoroughly  and  then  apply  the  shade  of 
Devoe  Velour  Finish  selected  for  the  finishing  coat. 

Woodwork — Apply  Devoe  Velour  Finish  the  same  as  any 
other  oil  paint,  giving  plenty  of  time  to  dry  between  coats. 

Burlap  or  Canvas — Treat  as  you  would  a  new  wall. 
See  above. 

Iron  Work — Treat  as  you  would  woodwork. 

Wallpaper — See  that  the  wallpaper  is  firmly  attached  to 
the  wall.  Apply  a  coat  of  Devoe  Velour  Undercoating  and  then 
treat  as  you  would  a  new  wall. 

HOW  TO  MOTTLETONE  YOUR  WALLS  WITH 
DEVOE  VELOUR  FINISH 

New  Walls — Apply  a  priming  coat  of  Devoe  Velour  Under- 
coating.  Allow  to  dry  thoroughly  and  then  apply  Devoe  Velour 
Finish  thinned  one  quarter  with  pure  turpentine  and  before 
the  Velour  Finish  sets,  Mottletone  with  the  use  of  ordinary 
wrapping  paper. 

The  best  way  to  handle  this  is  to  simply  apply  Devoe 
Velour  Finish  to  a  4  foot  space  from  top  to  bottom.  Mottletone 
same  and  then  apply  Velour  Finish  to  the  adjoining  space. 
Of  course,  where  two  people  are  working  on  the  same  room 
a  larger  space  may  be  handled  at  one  time. 

The  paper  used  should  he  ordinary  wrapping  paper  about 
18  inches  square.  Wrinkle  well  by  squeezing  in  your  hand  as  you 
would  when  making  a  snow  ball.  Then  loosen  up  and  re¬ 


wrinkle  again,  after  which  it  should  be  spread  out  and  when 
used  regathered  in  a  loose  manner. 

With  this  large  handful  of  wrinkled  paper  the  wet  paint 
should  be  tapped  lightly  but  firmly,  covering  the  entire  section 
by  going  back  and  forth  and  up  and  down.  Don’t  try  to  be  too 
systematic,  as  the  less  plan  or  system  used  the  more  artistic 
and  prettier  will  be  the  effect  secured.  Turn  the  wrinkled  paper 
around  from  time  to  time  to  present  a  new  surface  to  the  wall. 

The  wrinkled  paper,  as  can  be  readily  noted,  picks  off  the 
paint  in  spots,  giving  the  Mottletone  effect.  If  it  takes  too 
much  paint  off  in  places,  brush  it  out  and  start  over. 

The  greatest  virtue  of  the  Devoe  Mottletone  system  is  that 
it  is  not  only  beautiful,  but  a  new  tone  and  color  scheme  may 
be  obtained  at  any  time  by  simply  applying  one  coat  of  Devoe 
Velour  Finish  over  the  previous  color  and  Mottletoneing  as 
instructed.  Devoe  Velour  Finish  walls  can  be  repainted  as 
often  as  is  desired. 

Here  are  some  excellent  Mottletone  color  combinations : 

Surf  Green  over  Light  Cream 
Chamois  over  White 
Silverwing  over  Chamois 
Brittany  Blue  over  White 
Rosetan  over  Warm  Cream 
French  Gray  over  White 
Bermuda  Green  over  Warm  Cream 
Golden  Brown  over  Light  Cream 

There  is  hardly  a  limit  to  the  number  of  mottletone  com- 

( Continued  on  Page  22) 


For  Best  Results  llse  A  Devoe  Superkleen  Brush 
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CEILING 

863 

Extra  Light 
Ivory 


WALL 

893 

Chamois 


CEILING 

863 

Extra  Light 
Ivory 


WALL 

896  Surf  Green 
Mottletoned  on 
859  Light  Cream 


CEILING 

459 


WALL 

893  Chamois 


White 


Mottletoned  on 
459  White 


CEILING 

WALL 

CEILING 

WALL 

CEILING 

WALL 

856 

884 

859 

891  Silverwing 

459 

895  Brittany  Blue 

Warm  Cream 

Pale  Blue 

Light  Cream 

Mottletoned  on 

893  Chamois 

White 

Mottletoned  on 
459  White 

The  chips  on  this  page  represent  plastered  walls  finished  with  459  WHITE  460  BLACK 

one  coat  of  Velour  Undercoat  and  two  coats  of  Velour  Finish. 
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DEVOE  VELOUR  FINISH  —  Continued 


binations  that  can  be  obtained  in  this  manner.  Consult  chart  as 
a  guide  to  determine  the  correct,  dominant  mottletone  color. 

PROPER  COLOR  SELECTION  FOR  EACH  ROOM 

The  ideal  color  for  a  room  is  best  determined  by  the  ex¬ 
posure — North,  South,  East  or  West.  The  amount  of  light  and 
number  and  size  of  windows  is  also  a  determining  factor,  hence, 
if  a  room  faces  North  with  poor  light  we  should  make  up  for 


We  gratefully  acknowledge  the  assistance  of  the  following 
in  selecting  colors  for  Velour  Finish: 

Richard  E.  Thibaut,  Inc.  .  Good  Housekeeping  Studio 
of  Architecture  and  Furnishings  .  Cheney  Brothers 
House  &  Garden  Magazine  .  B.  Altman  &  Co.  .  Delano 
&  Aldrich  .  Woman’s  Home  Companion  .  W.  &  J. 
Sloane  .  North  American  Society  of  Arts,  Inc. 


the  cold  light  by  using  a  warm  color  and  for  the  poor  light  we 
must  have  a  light  color. 

Of  course,  in  a  Southern  exposure  with  strong  light  we 
would  naturally  resort  to  a  cool  restful  color  and  use  a  deeper 
tone  to  subdue  the  strong  light. 

The  following  chart  gives  you  the  best  Velour  Colors  to 
use  in  each  room. 


Exposure 
and  Light 

WALLS 

CEILING* 

NORTH 

(Velour) 

(Velour) 

GOOD 

(  Tan 
;  Buff 
^  Rosetan 
v  Caen  Stone 

Ivory 

Warm  Cream 
Caen  Stone 
Light  Cream 

POOR 

/  Maize 

J  Flesh 

1  Pink 

\  Warm  Cream 

Warm  Cream 
Ex.  Lt.  Ivory 
Warm  Cream 
White 

EAST 

GOOD 

(  Tan 
■j  Buff 
f  Pink 

Ivory 

Light  Cream 
Ex.  Lt.  Ivory 

POOR 

(  Warm  Cream 
-j  Flesh 
(  Ivory 

White 

Ex.  Lt.  Ivory 
White 

SOUTH 

GOOD 

/  Brittany  Blue 
)  French  Gray 
\  Bermuda  Green 
k  Silverwing 

White 

Flesh 

Caen  Stone 
Light  Cream 

POOR 

(  Green  Tint 
■<  Pale  Blue 
(  Surf  Green 

Ex.  Lt.  Ivory 
Light  Cream 
Ex.  Lt.  Ivory 

WEST 

GOOD 

(  French  Gray 
•J  Green  Tint 
l  Surf  Green 

Warm  Cream 
Flesh 

Ex.  Lt.  Ivory 

POOR 

(  Caen  Stone 
■j  Chamois 
(  Light  Cream 

Ex.  Lt.  Ivory 
White 

White 

*  Ceiling:  It  is  also  proper  to  use  the  same 
color  on  ceilings  as  used  on  walls,  cutting 
it  50%  with  Velour  White. 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 


CEILING 

WALL 

CEILING 

WALL 

CEILING 

WALL 

459 

833 

459 

856 

459 

850 

White 

Ivory 

White 

Warm  Cream 

White 

Green  Tint 

—  Continued 


CEILING 

856 

Warm  Cream 
459  WHITE 


WALL 

853 

Golden  Brown 
460  BLACK 


DEVOE  VELOUR  FINISH 


The  chips  on  this  page  represent  plastered  walls  finished  with 
one  coat  of  Velour  Undercoat  and  two  coats  of  Velour  Finish. 
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CEILING  WALL 

856  866 

Warm  Cream  Buff 


CEILING 

459 

White 


WALL 

890 

Bermuda  Green 
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VELOUR  UNDERCOATING 


A  high  grade  varnish  and  pigment  undercoat  which  sizes  the  surface  and  gives  a  coat  of  paint  at  the  same  time. 

COST  SELLING  PRICE 

Bbls.  V2  Bbls.  5s  Is  X/2S  14s  Bbls.  V2  Bbls.  5s  Is  14s 


ViS 


No.  6-C  LIME  RESISTING  UNDERCOAT 

The  safest  undercoat  for  plaster  walls  when  the  presence  of  lime  spots  is  suspected. 

COST  SELLING  PRICE 

5s  Is  ^As  i/4s  5s  Is  ^s  14  s 


DEVOE  No.  300  PIGMENTED  FIRST  COATER 


A  High-Grade  Pigmented  Undercoat — For  new,  previously  unpainted  (and  particularly  unseasoned) 

Interior  Plaster,  Cement  and  Concrete 

Exceptionally  alkali-and-moisture  resistant.  A  perfect 
suction-eliminator.  In  coverage,  equivalent  to  one  coat  of  paint. 

Dries  hard;  forms  an  intimate  bond  to  the  surface.  Gives  a 
dull,  eggshell  finish  with  an  excellent  “tooth”,  to  which  sub¬ 
sequent  coats  adhere  tenaciously. 


Brush  or  spray.  Very  free-working.  Dries  for  recoating 
overnight.  Thin  sparingly,  if  necessary,  with  turpentine,  tur¬ 
pentine  substitute  or  a  mixture  of  either  of  these  volatile  thinners 
and  boiled  linseed  oil. 

Spreading  Capacity :  450  to  600  sq.  ft.  per  gallon,  one  coat, 
depending  upon  density  and  texture  of  surface. 


DEVOE  FIRST  COATER  FOR  WALLS 


Wherever  a  sizing  coat  is  needed  to  prevent  lime  burning 
and  to  stop  suction,  Devoe  First  Coater  will  prove  to  be  an 
ideal  size  when  rased  under  Velour  Finish.  Devoe  First  Coater  is 
slightly  pigmented  and  furnishes  an  excellent  bond  between 


the  plaster  wall  and  the  finishing  coat  of  paint.  Devoe  First 
Coater  also  makes  an  excellent  undercoat  on  new  woodwork 
which  is  to  be  painted  with  Velour  Finish. 


Bbls.  y2  Bbls. 


COST 

5s  Is 


y2s 


1/4S 


Bbls.  1/2  Bbls. 


SELLING  PRICE 

5s  Is 


!/4s 


DEVOE  GLAZING  LIQUID 


Is 


For  glazing,  blending  and  antiquing.  Does  not  sag. 

COST  SELLING  PRICE 

VsS  Is  !/4s  V&S 


%S 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  VELOUR  FINISH  —  Continued 


CEILING 

WALL 

CEILING 

WALL 

CEILING 

WALL 

856 

892 

856 

875 

856 

857 

Warm  Cream 

Maize 

Warm  Cream 

French  Gray 

(Oyster  White) 

Warm  Cream 

Flesh 
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CEILING 

459 

White 


WALL 

895 

Brittany  Blue 


459  White 


460  Black 
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DEVOE 

Velour  Finish 

AVAILABLE  IN  GLOSS  OR  SEMI-GLOSS 

ASHABLE,  durable  and  beautiful  finishes  for  ceilings,  walls,  woodwork  and  iron¬ 
work.  They  will  not  crack,  chip  or  scale,  and  are  not  discolored  or  injured  by 
water  or  heat. 

Each  color  can  be  obtained  for  either  a  Gloss  or  Serai-Gloss  effect.  Devoe  Velour  Finish  Gloss 
dries  with  a  highly  glossy  finish  of  great  beauty  and  durability.  Velour  Finish  Semi-Gloss  is  equally 
as  durable  and  washable  as  the  Gloss,  but  provides  a  less  glossy  egg-shell  finish. 

PREPARATION  FOR  USE 

Fill  all  cracks  and  uneven  places  with  a  mixture  of  plaster  of  paris,  whiting  and  water,  or  with  patching  plaster.  Allow  to 
dry  thoroughly. 

Stir  Velour  Finish  thoroughly,  being  sure  that  any  pigment  that  may  have  settled  to  the  bottom  is  completely  broken  up. 

If  Velour  Finish  becomes  too  thick  after  remaining  open  for  some  time,  it  can  be  thinned  with  a  very  little  turpentine. 
All  colors  are  intermixable  so  that  any  desired  shade  can  be  easily  obtained. 

DIRECTIONS  FOR  USING  DEVOE  VELOUR  FINISH  GLOSS 

New  Walls  and  Woodwork — Be  sure  the  walls  are  thoroughly  dry.  Apply  a  priming  coat  of  Devoe  Velour  Finish  Semi-Gloss 
of  same  shade  as  finish  coat.  No  other  undercoat  is  required.  Allow  to  dry,  and  then  apply  one  coat  of  Devoe  Velour  Finish  Gloss. 
Old  Walls  and  Woodwork — Best  results  will  usually  be  obtained  by  applying  first  a  coat  of  Devoe  Velour  Finish  Semi-Gloss 
of  the  same  shade  as  finish  coat,  followed  by  a  coat  of  Devoe  Velour  Finish  Gloss.  If,  however,  the  surface  to  be  re-paint. ed 
is  clean,  in  good  condition  without  need  of  patching,  and  light  in  tone,  a  darker  tone  of  Devoe  Velour  Finish  Gloss  can  be  applied 
at  once  without  any  undercoat. 

Burlap  or  Canvas — Treat  as  you  would  new  wall. 

Ironwork — Treat  as  you  would  woodwork.  An  undercoat  of  Devoe  Velour  Finish  Semi- 
Gloss  is  usually  desirable. 


DIRECTIONS  FOR  USING  DEVOE  VELOUR  FINISH  SEMI-GLOSS 

New  Walls  and  Woodwork — Be  sure  walls  are  thoroughly  dry.  Use  two  coats  of  Devoe 
Velour  Finish  Semi-Gloss,  both  of  the  same  color.  No  undercoat  or  priming  coat  is  needed. 

Old  Walls  and  Woodwork — No  undercoat  is  necessary.  Two  coats  of  Devoe  Velour  Fin¬ 
ish  Semi-Gloss  will  usually  give  best  results.  If,  however,  the  surface  to  be  re-painted  is  clean, 
in  good  condition  without  need  of  patching,  and  light  in  tone,  a  single  coat  of  a  darker  tone 
of  Velour  Finish  Semi-Gloss,  without  undercoat,  will  be  adequate. 

Burlap  or  Canvas — Treat  as  you  would  new  wall. 

Ironwork — Treat  as  you  would  woodwork.  Two  coats  of  Devoe  Velour  Semi-Gloss,  with¬ 
out  undercoat,  will  give  satisfactory  results. 

( Continued  on  Page  28) 
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FINISH 


For  Best  Results  llse  A  Devoe  Superkleen  Brush 
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810  Cream 


825  Dove 

All  colors  are  available  in  Gloss  and  Semi-Gloss.  Top  chips,  Semi-Gloss — Bottom,  Gloss 
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822  Nile  Green 

ALSO  821  WHITE 


812  Peach 


819  Sea  Green 
ALSO  820  BLACK 

:-==  = 


DEVOE  VELOUR  FINISH 

GLOSS  and  SEMI-GLOSS 
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DEVOE  VELOUR  FINISH  —  Continued 


XTERIOR  decorators  are  as  one  in  assign¬ 
ing  to  walls  a  position  of  first  importance 
in  any  scheme  of  interior  decoration. 


must  support  and  enrich  a  definite  scheme.  When 
the  right  background  is  discovered,  a  good  gen¬ 
eral  effect  is  within  easy  reach.” 


W.  Shaw  Sparrow,  the  famous  English  decorator 
says : 

“Walls  are  a  background  to  a  picture  and  this 
picture  is  a  room,  with  furniture  to  occupy  the 
middle  distance,  and  the  foreground  peopled  by 
living  men,  women,  and  children.” 

“What  are  the  qualities  of  a  good  background? 
The  first  one  is  repose,  for  a  background  must 
keep  behind  the  rest  of  the  picture,  and  yet,  while 
never  asserting  itself  in  a  troublesome  way,  it 


Velour  finished  walls  have  many  advantages : 

Water  will  not  injure  them.  Even  where  the  risk 
of  accident  is  great,  as  in  kitchens  and  bath-rooms, 
Devoe  Velour  Finish  will  give  long  and  satisfactory 
service. 

A  Devoe  Velour  Finished  wall  is  readily  cleaned. 
Only  soap,  water,  and  a  piece  of  cloth  are  needed  to 
remove  finger  prints,  grease,  soot,  or  pencil  marks. 
A  Velour  Finished  wall  can  be  washed  many  times 
without  impairing  the  beauty  of  the  finish. 


We  gratefully  acknowledge  the  assistance  of  the  following  in 
selecting  colors  for  Velour  Finish: 

Richard  E.  Thibaut,  Inc.  .  Good  Housekeeping  Studio  of  Architect¬ 
ure  and  Furnishings  .  Cheney  Brothers  .  House  &  Garden  Magazine 
B.  Altman  &  Co.  .  Delano  &  Aldrich  .  Woman’s  Home  Companion 
W.  &  J.  Sloane  .  North  American  Society  of  Arts,  Inc. 


Flat  . 
Gloss 
Semi 


Bbls.  MjBbls.  5s 


COST 

Is 


y2s  vs  y8s 


SELLING  PRICE 

Bbls.  i/obbls.  5s  Is  i/2s 


Vns 


y8s 


=  For  Best  Results  Use  A  Devoe  Superkleen  Brush 


DEVOE  VELOUR  FINISH—  Continued 
GLOSS  and  SEMI-GLOSS 


827  Sunflower 


824  Hydrangea 


828  Pekin  Blue 
ALSO  820  BLACK 


813  Beige 

All  colors  are  available  in  Gloss  and  Semi-Gloss.  Top  chips,  Semi-Gloss — Bottom,  Gloss 
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ALSO  821  WHITE 
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PRIMER  FOR  CELOTEX 


r  RIMER  for  Celotex  is  economical,  easily  applied  by 
anyone,  and  dries  sufficiently  hard  overnight  to  permit  of 
light  sanding,  if  desired.  It  gives  in  a  single  coat  an 
even,  non-porous  neutral  gray  surface  ideally  suitable  for  the 
further  application  of  any  type  paint  or  enamel. 

The  neutral  gray  color  shows  instantly  whether  or  not  the 
entire  surface  of  the  Celotex  is  thoroughly  covered  and  lessens 
the  possibility  of  “holidays”  or  small  unpainted  surfaces.  These 
“holidays”  are  quite  unconsciously  formed  with  a  primer  of 
no  opacity. 

The  polished  flake  aluminum  powder  incorporated  in 
Primer  For  Celotex  adds  greatly  to  its  sealing  properties  due 
to  the  leafing  quality  of  aluminum. 

The  neutral  gray  color  imparted  by  the  aluminum  is  readily 
covered  by  any  color  paint.  Should  the  user  so  desire,  however, 


DEVOE  FIRST  COATER  FOR 

A  Primer,  Filler  and  Sealer  for  Masonite,  Insulite,  and 

Wall  Boards  of  the  insulating  type  are  of  loosely  textured 
structure  and  are  inherently  porous.  Special  attention  must 
therefore  be  given  to  the  priming  material  when  these  surfaces 
are  to  be  given  a  decorative  finish  with  paint.  Ordinary  wall 
primer  may  (and  frequently  does)  result  in  a  poor  finish.  It 
also  entails  considerable  needless  expense  for  additional  coats  and 
extra  material  required. 

Devoe  First  Coater  for  Fibre  Insulation  Boards  is  specifi¬ 
cally  adapted  to  filling  and  sealing  all  types  of  fibre  and  com¬ 
position  Avail  boards.  It  is  economical,  free-working  and  dries 
hard  for  recoating  over  night,  giving  a  uniformly  non-porous, 
neutral  gray  surface,  over  which  the  subsequent  finishing  paints 
hold  out  uniformly  and  with  an  even  sheen  and  color. 

-=  For  Best  Results  Use  A 


Primer  For  Celotex  can  be  tinted  with  a  small  amount  of 
Colors  in  Oil  to  any  desired  shade. 

SPREADING  CAPACITY :  The  heavy  consistency  in  which 
this  primer  is  supplied  permits  of  varying  reductions.  For 
general  usage,  however,  the  proportion  of  6  quarts  Turpentine 
or  Mineral  Spirits  to  5  gallons  Primer  For  Celotex  is  recom¬ 
mended.  The  average  spreading  capacity  on  Celotex  Standard 
Building  Board  is  175  square  feet  per  gallon  of  Primer.  On 
Sanded  Surface  Celotex,  it  will  average  200  square  feet. 

For  Celotex  Hard  Panel  Board,  Primer  For  Celotex  can 
be  thinned  with  7  or  8  quarts  to  5  gallons  and  will  spread 
about  400  square  feet  per  gallon. 

The  spreading  rate  of  finishing  coats  on  Celotex  thoroughly 
primed  can  be  figured  from  the  manufacturer’s  specifications 
for  spreading  on  sanded  plaster  walls. 


FIBRE  INSULATION  BOARDS 

all  other  Fibre  and  Composition  Insulation  Walls  Boards 

The  application  of  Devoe  First  Coater  for  Fibre  Insulation 
Boards  raises  the  acoustics  somewhat.  The  sound  transfer  and 
insulating  qualities  are  not,  however,  materially  affected  by 
primer  and  finishing  coats. 

The  heavy  consistency  in  which  the  Primer  is  supplied 
permits  of  varying  reductions.  For  average  purposes,  approxi¬ 
mately  one  quart  of  volatile  thinner  is  recommended  to  a  gallon 
of  Primer.  For  hard-pressed  wall  boards,  a  slightly  greater 
amount  of  thinner  may  be  used,  if  desired. 

Spreading  Capacity :  Loosely-Textured  Wall  Boai’ds,  ap¬ 
proximately  150  square  feet  per  gallon,  one  coat.  Hard-Pressed 
AYall  Boards,  approximately  300  square  feet  per  gallon,  one  coat. 

Devoe  Superkleen  Brush  i 


[ Page  30 ] 


DEVOE  ROOF,  BARN  and  BRIDGE  PAINT 


T  is  a  fact  that  unprotected  or  poorly  painted 
wooden  surfaces  are  gradually  destroyed  through 
action  of  the  elements. 

This  is  true  of  barns,  silos,  outbuildings,  mills  and  factories, 
despite  the  fact  that  many  people  forget  that  buildings  of  this 
nature  cost  real  dollars  the  same  as  any  other  type  of  building. 

This  loss  can  be  prevented  by  the  proper  application  of 
Devoe  Roof,  Barm  and  Bridge  Paint,  as  into  the  manufacture 
of  this  product  goes  only  a  combination  of  basic  materials  in 
proportions  proven  to  be  the  best  by  years  of  experience  and 
experiment. 


Devoe  Roof,  Barn  and  Bridge  Paint  gives  a  bright,  durable 
finish,  thoroughly  protecting  the  wooden  surface  for  years,  pre¬ 
venting  deterioration. 

The  use  of  this  product  is  a  wise  business  investment 
because  it  lengthens  the  life,  improves  the  appearance,  and 
increases  the  value  of  the  property. 

Covering  Capacity:  One  gallon  of  Devoe  Roof,  Barn  and 
Bridge  Paint  will  cover  450  square  feet,  one  coat,  or  250  square 
feet,  two  coats. 


DIRECTIONS  FOR  USE 


Do  not  use  Devoe  Roof,  Barn  and  Bridge  Paint  on  any 
surface  which  is  damp.  Be  sure  that  the  wood  is  thoroughly 
dry.  Use  Devoe  Roof,  Barn  and  Bridge  Paint  as  follows : 

1.  Pour  off  all  liquid  found  in  the  container  into  a 
separate  pail. 

2.  Thoroughly  mix  the  pigment  with  a  very  little  of  the 
liquid  using  a  wide  paddle. 

3.  Add  the  remainder  of  the  liquid  in  small  amounts, 
stirring  and  completely  mixing  each  time  the  liquid 
is  added. 


Venetian  Red,  No.  96. 

Green,  No.  94. . 

Slate,  No.  93 . 


4.  Pour  the  entire  contents  of  the  package  from  one  can 
into  another,  duplicating  this  procedure  several  times. 


5. 


Thin  Devoe  Roof,  Barn  and  Bridge  Paint,  for  the  first 
coat,  to  the  proper  consistency,  depending  upon  the 
surface  to  be  painted,  with  Pure  Boiled  Linseed  Oil. 
Allow  plenty  of  time  for  the  first  coat  to  dry. 

Apply  the  second  coat  as  it  comes  from  the  can,  brush¬ 
ing  out  in  a  thin  even  coat. 


COST 


Is 


y4s 


SELLING  PRICE 

Is  i/is 


Slate  No.  93 


Venetian  Red  No.  96 
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Green  No.  94 
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DEVOE 

Artlac  Enamel 


MAGTNE  a  finish  that  your  brush  spreads  as  smoothly  and  evenly 
as  if  it  were  sprayed  on!  That  has  no  disagreeable  smell,  and  dries 
in  only  four  hours.  A  short  time  but  long  enough  to  prevent  treacherous 
drying  while  you  work. 

Add  to  this  the  smartest  and  most  beautiful  array  of  colors  ever  offered, 
selected  by  a  committee  of  the  country’s  leading  interior  decorators. 

In  artlac  such  a  marvel  becomes  an  actuality.  Its  colors  set  every 
ambitious  woman’s  paint  brush  swishing.  The  joyous  ease  with  which  she 
obtains  charming  results  makes  her  revise  her  notions  of  the  decorative 
possibilities  of  every  room  in  her  house. 

DIRECTIONS  FOR  USE 

Make  sure  the  surface  is  free  of  dust,  and  perfectly  dry.  Oil  or  grease  can  be  removed  with 
turpentine.  If  the  surface  is  rough  sand  with  00  sandpaper  and  dust  off  clean. 

Stir  ivell  before  using. 

Brush  out  well  to  an  even,  thin  coat,  preferably  with  a  bristle  varnish  brush. 

artlac  may  be  applied  without  undercoating.  However,  it  is  preferable,  for  unfinished  furni¬ 
ture  of  soft  wood,  or  where  a  very  light  color  is  used  over  a  very  dark  color,  to  build  a  founda¬ 
tion  with  artlac  flat  white  undercoat,  tinting  it  with  the  artlac  chosen  for  the  finish. 
Often  one  coat  of  undercoat  and  one  coat  of  artlac  will  bring  the  desired  result.  Permit 
at  least  four  hours  drying  time;  sand  lightly  and  dust  off  clean  between  successive  coats. 


If  artlac  becomes  too  thick,  thin  sparingly  with  pure  turpentine. 


( Continued  on  Page  34) 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 


[Page  32] 


Jonquil  941 


Wisteria  951 


Alabaster  920 


Dove  935 


DEVOE  ARTLAC 


Alabaster  920 


Bittersweet  926 


Arbutus  923 


Porphyry  944 


BLACK  927 


Grotto  936 
FLAT  WHITE  UNDERCOAT 
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Apple  921 


Jade  938 


Parrot  942 


Arbutus  923 


Chamois  929 


Jonquil  941 


WHITE  950 
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DEVOE  ARTLAC  ENAMEL  —  Continuer1 


HESE  attractive  color  combinations  have  been  selected  by  a 
committee  of  the  country’s  leading  interior  decorators.  Of 
course  other  delightful  combinations  can  be  developed  to 
meet  individual  tastes. 

DELIGHTFUL  HARMONIES  WITH  ARTLAC  COLORS 


BLAZE  A  TRAIL  OF  BEAUTY  WITH  ARTLAC 

Here  is  a  list  of  articles  you  can  renew  with  artlac.  In  it  you 
will  find  countless  suggestions  for  adding  touches  of  beauty  through¬ 
out  your  home.  If  you’ve  an  eye  for  color,  with  artlac  you  don’t 
need  a  knack  for  painting. 


When  you  use  one  of  the  Then  use  one  of  the 


following  colors  for  your 
LARGER  AREA 

following  for  the 

SMALLER  AREA 

Baby  Buggies 

Closets 

Radiators 

APPLE 

Alabaster,  Jonquil,  Arbutus 

Baby  Pens 

Cradles 

Radios 

JADE 

Chamois,  Jonquil,  Arbutus,  Alabaster 

Baskets 

Curtain  Poles 

Railings 

PARROT 

Apple,  Jonquil,  Alabaster 

Beds 

Desks 

Refrigerators 

PORPHYRY 

Arbutus,  Alabaster,  Dove,  Chamois 

Benches 

Doors 

Screens 

BITTERSWEET 

Chamois,  Japoniea,  Jonquil,  Alabaster 

Bicycles 

Dressers 

Sewing  Tables 

ALABASTER 

Wisteria,  Parrot,  Porphyry,  Bittersweet 

Book  Cases 

Furniture 

Shelves 

JONQUIL 

Apple,  Wisteria,  Parrot,  Bittersweet 

Brackets 

Go-carts 

Smoking  Cabinets 

SUN  FLOWER 

Jonquil,  Bittersweet,  Grotto 

Bric-a-brac 

Hat  Racks 

Stove  Pipe 

JAPONIC  A 

Bittersweet,  Jonquil,  Chamois,  Alabaster 

Broom  Handles 

Ice  Boxes 

Tea  Wagons 

CHAMOIS 

Jade,  Wisteria,  Apple,  Porphyry,  Bittersweet 

Buffets 

Kitchen  Cabinets 

Tool  Chests 

ARBUTUS 

Jonquil,  Alabaster,  Wisteria,  Apple,  Porphyry 

Cabinets 

Letter  Files 

Towel  Racks 

WISTERIA 

Jonquil,  Arbutus,  Chamois 

Candlesticks 

Mirror  Frames 

Water  Pipes 

DOVE 

Arbutus,  Porphyry,  Grotto 

Cellarettes 

Mouldings 

Wicker  Furniture 

GROTTO 

Arbutus,  Alabaster,  Jonquil,  Chamois 

Chairs 

Picture  Frames 

Window  Boxes 

Wad:  looks  well 

with  most  colors  especially  the  brighter  ones 

Closet  Seats 

Porch  Furniture 

Woodwork 

For  Best  Results  Lise  -1  Devoe  Superkleen  Brush 
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Chamois  929 


Wisteria  951 


DEVOE  ARTLAC  —  Continued 


Parrot  942 


Bittersweet  926 


Chamois  929 


Artlac 


Dove  935 


Porphyry  944 


<> 


COST 

%s  y8s  y16s  yV2s  is 


Arbutus  923 


Grotto  936 


Alabaster  920 


SELLING  PRICE 

y4s  y8S  y16s  %sS 


Artlac  Flat  White 
Undercoat 
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DEVOE  ELASTIC  STEEL  COATING 


Devoe  Elastic  Steel  Coating  is  manufactured  for  use  on 
tin  roofs  of  houses  and  manufacturing  establishments,  and  for 
any  iron  work  inside  and  out. 

The  ordinary  paint  used  on  metal  roofs  dries  very  hard 
and  loses  its  elasticity.  The  contraction  and  expansion  of  the 
metal  of  the  roof,  due  to  heat  and  cold,  will  then  loosen  the 
paint,  causing  the  roof  to  become  unprotected  in  a  short  time. 

Devoe  Elastic  Steel  Coating  will  expand  and  contract  with 
the  metal,  and  will  not  scale  or  chip  off.  It  is  without  doubt 
the  very  best  material  that  can  be  used  for  protecting  a  tin  roof. 


DIRECTIONS  FOR  USE 

When  applying,  thin  the  first  coat  with  not  more  than  one 
pint  of  Turpentine.  Allow  plenty  of  time  for  first  coat  to  dry 
and  apply  second  coat  as  it  comes  from  the  can.  Dries  with 
full  gloss  film  in  36  hours. 

Covering  Capacity :  One  gallon  of  Devoe  Elastic  Steel 
Coating  will  cover  700  square  feet  one  coat,  400  square  feet  two 
coats. 


COST 

Bbls.  i/oBbls.  5s  Is 
Red,  Brown,  Black . . . . . 


SELLING  PRICE 

Bbls.  y»  Bbls.  5s  Is 


DEVOE  METALLIC  PAINT  (No.  888) 

(BROWN) 


Unprotected  or  poorly  painted  metal  surfaces  are  gradually 
destroyed  through  the  action  of  the  elements. 

This  loss  can  be  prevented  by  the  proper  application  of 
Devoe  Metallic  Paint  which  is  manufactured  of  basic  materials 
in  the  proportions  proven  to  be  the  best  by  years  of  experience. 

Devoe  Metallic  Paint  not  only  lengthens  the  life  of  the 
surface  to  which  it  is  applied,  but  it  also  greatly  improves  its 
appearance. 

COST 

Bbls.  y2  Bbls.  5s  Is  y±s 


DIRECTIONS  FOR  USE 

When  applying,  thin  the  first  coat  with  not  more  than  one 
pint  of  Turpentine.  Allow  plenty  of  time  for  the  first  coat 
to  dry  and  apply  the  second  coat  as  it  comes  from  the  can. 

Dries  with  a  full  gloss  film  in  36  hours. 

Covering  Capacity.  One  gallon  of  Devoe  Metallic  Paint 
will  cover  TOO  square  feet  one  coat,  400  square  feet  two  coats. 

SELLING  PRICE 

Bbls.  y>  Bbls.  5s  Is  y±s 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  ELASTIC  STEEL  COATING 


RED  BROWN 

DEVOE  ASBESTOS  ROOF  COATING  (Patch-it-AH) 

Paste  mid  Liquid 

(BLACK) 


BLACK 


Devoe  Asbestos  Roof  Coating  (Patcli-It-All)  which  is  made 
for  roofs  of  every  type  should  be  applied  in  a  heavy  film  which 
will  not  dry  out  but  remain  elastic.  It  is  a  pure  asphaltum 
paint,  reinforced  with  long  fibre  Canadian  Asbestos,  which 

COST 

Bbls.  5s  Is 


serves  to  bind  the  film.  This  product  is  available  in  liquid 
form  to  apply  with  a  roof  brush  and  in  plastic  form  for  use 
as  a  roof  cement. 

SELLING  PRICE 

Bbls.  5s  Is 


DEVOE  BLACK  ROOF  PAINT  (Anti  -Corrosive) 


Devoe  Anti-Corrosive  Black  is  a  ready  mixed  black  elastic 
roof  paint,  to  be  used  on  practically  any  type  of  roof,  whether 
metal,  wood,  paper  or  composition.  Anti-Corrosive  Black  is 
a  pure  Asphaltum  product,  entirely  free  from  coal  tar  and  as 

COST 

Bbls.  5s  Is 


a  consequence  has  no  injurious  effect  when  used  upon  metal. 
Always  recommend  two  coats.  This  product  can  also  be  used 
as  a  heat  resisting  paint  on  smoke  stacks.  It  does  not  contain 
asbestos  fibre. 

SELLING  PRICE 

Bbls.  5s  Is 
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DEVOE 

Shingle  Stain 


EVOE  Shingle  Stain  is  manufactured  for  proper- 
fly  preserving  and  beautifying  shingled  surfaces. 

It  is  likewise  effective  when  used  on  dressed 
lumber,  although  it  was  originally  manufactured  for  use  on 
sawed  lumber.  In  fact,  the  coloring  effects  are  even  more 
striking  on  dressed  lumber  than  on  rough,  because  the  beauty 
of  the  grain  is  more  prominently  developed. 

The  artistic  shades  in  which  Devoe  Shingle  Stain  is  pro¬ 
duced  makes  it  possible  to  obtain  coloring  effects  which  are 
uniformly  soft,  velvety  and  rich,  thereby  offering  unusual  beauti¬ 
fying  possibilities. 

Devoe  Shingle  Stain  is  composed  of  the  purest  and  strong¬ 
est  pigment  colors  ground  in  linseed  oil,  which  in  turn  are 
thoroughly  combined  with  liquids  possessing  unusual  penetra¬ 
ting  and  preserving  qualities. 


of  the  wood  are  tilled  with  a  waterproof  stain  the  open  pores 
will  quickly  absorb  moisture  and  fungus  growths  which  soon 
result  in  rot  and  decay. 

Devoe  Shingle  Stain  will  penetrate  deeply  into  the  wood, 
shed  water,  and  keep  out  insects,  thereby  increasing  the  life  of 
the  surface  to  which  it  is  applied. 

Devoe  Shingle  Stain  has  in  reality  great  antiseptic  and 
sanitary  power.  It  can  be  used  with  good  effect  on  the  inside 
and  outside  of  stables,  poultry  houses  and  sheds,  as  it  will  not 
only  preserve  the  wood  but  will  likewise  destroy  insects,  para- 
sites  and  germs,  thereby  making  the  surface  finished  sanitary 
and  wholesome. 

Devoe  Shingle  Stain  should  be  applied  with  either  a  wide, 
Hat  brush,  a  spraying  machine,  or  by  dipping  the  bundles  of 
shingles  in  the  stain  before  laying. 


This  product  will  stain  the  wood  with  a  clear  transparent 
tone — as  a  dye  colors  cloth  without  covering  it — thereby  securing 
the  utmost  in  color  value,  and  at  the  same  time  enhancing  the 
beauty  of  the  grain. 

The  shades  in  which  Devoe  Shingle  Stain  is  manufactured 
will  blend  with  the  colors  ordinarily  used  on  the  siding  of  a 
house,  thereby  harmonizing  with  and  increasing  the  beauty 
of  the  entire  home. 

Devoe  Shingle  Stain  will  hold  its  color  for  an  unusual 
length  of  time,  and  will  not  rub  or  wash  off. 

When  shingles  are  first  put  on  they  are  usually  extremely 
dry  and  consequently  absorbent.  Therefore,  unless  the  pores 


Dipping  is  by  far  the  most  preferable  method  of  staining 
new  shingles,  because  the  shingles  are  thereby  more  completely 
preserved  than  when  the  stain  is  merely  brushed  on.  How¬ 
ever,  the  color  effect  is  the  same  in  all  cases. 

One  gallon  of  Devoe  Shingle  Stain  will  cover  150  square 
feet  one  coat,  or  100  square  feet  two  coats  when  applied  with 
a  brush. 

Two  and  a  half  gallons  of  Devoe  Shingle  Stain  will  stain 
1,000  shingles,  size  4  x  16  inches,  when  dipped.  It  is  only 
necessary  to  dip  shingles  two-thirds  of  their  length. 

Three  gallons  of  Devoe  Shingle  Stain  will  dip  and  brush- 
coat  1,000  shingles,  size  4  x  16  inches. 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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No.  88 


No.  81 


No.  77 


No.  89 


DEVOE  SHINGLE  STAIN 

The  chips  on  this  page  represent  wood 
finished  with  two  coats  of  this  material 


Colonial  White 


No.  92 


No.  82 


No.  91 


No.  90 


No.  79 


No.  83 
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DEVOE 

M  irrolac  Stains 


EVOE  Mirrolae  Stains  in  Varnish,  are  manufactured  for  use  on  floors,  furniture, 
interior  woodwork  and  bric-a-brac. 

It  is  really  surprising  the  large  number  of  scarred  surfaces  which  can  be 
restored  to  their  original  beauty  with  the  lustrous  tones  of  Mirrolae. 

Devoe  Mirrolae  is  easily  applied,  durable  and  sanitary,  will  not  turn  white,  or  chip  off  when 
applied  to  floors. 

On  old  surfaces,  or  on  new  or  old  unfinished  inexpensive  woods,  it  produces  that  beautiful 
finish  and  lustre  so  generally  desired,  and  likewise  imitates  remarkably  the  more  costly  woods,  such  as  Oak,  Walnut,  Mahogany,  etc. 

1.  Finishing  New  or  Old  Unfinished  Woods.  Open  grained  woods,  such  as  Ash,  Oak,  Walnut  or  Mahogany,  should  first  be 
filled  with  the  proper  shade  of  Devoe  Paste  AVood  Filler. 

2.  Close  grained  woods  require  only  Mirrolae  Stain  which  acts  as  a  filler. 

3.  Be  sure  that  the  surface  is  free  from  grease  and  dust  and  thoroughly  dry. 

4.  If  the  lightest  possible  tone  is  desired,  apply  Devoe  Mirrolae  Clear  for  the  first  coat.  Allow  to  dry  thoroughly.  Sand  lightly 
with  00  sandpaper  and  dust  off  clean. 

5.  Apply  the  second  coat  of  Devoe  Mirrolae  of  the  shade  desired  and  allow  to  dry  thoroughly. 

6.  If  a  still  higher  gloss  is  desired,  sand  lightly  with  00  sandpaper  and  dust  off  clean.  Apply  a  third  coat  of  Devoe  Mir¬ 
rolae,  using  clear  if  the  tone  developed  by  the  second  coat  is  satisfactory,  or  the  same  shade  used  for  the  second  coat  if  a  slightly 

darker  tone  is  desired. 

7.  If  it  is  desired  to  develop  the  natural  grain  of  the  wood,  apply  Devoe  Mirrolae  Stain  directly  to  the  wood  for  the  first 
coat.  Follow  with  the  succeeding  coats  as  above  directed. 

8.  If  the  surface  is  spotted  or  badly  stained  as  frequently  is  the  case  on  old  unfinished  surfaces,  it  is  advisable  to  apply  a 

first  coat  of  Devoe  Mirrolae  Ground  Color.  This  will  make  a  uniform  color  over  which  the  succeeding  coats  of  Devoe  Mirrolae 

may  be  applied  to  the  best  advantage.  One  coat  of  the  color  is  ordinarily  sufficient  over 

the  Mirrolae  Ground  Color,  though  two  coats  will  be  more  satisfactory. 

1A.  Renewing  Finished  Surfaces.  If  the  surface  is  in  extremely  bad  condition, 
it  is  advisable  to  remove  the  old  finish  with  Devoe  Paint  and  Varnish  Remover,  and  then 
treat,  in  the  manner  described  for  finishing  new  or  old  unfinished  wood. 

2A.  If  the  surface  is  only  in  fair  condition,  it  is  advisable  to  apply  a  first  coat  of 
Devoe  Mirrolae  Ground  Color  which  will  make  a  uniform  color  over  which  the  succeed¬ 
ing  coats  of  Devoe  Mirrolae  may  be  applied. 

( Continued  on  Page  42) 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  MIRROLAC  STAINS-IN-VARNISH 


Light  Oak 


Dark  Oak 


Golden  Oak 


Walnut 


Aluminum  Enamel 


Ground  Color — Graining  Compound 


CLEAR  VARNISH 


THE  CHIPS  ON  THIS  PAGE  REPRESENT  WOOD  FINISHED 
WITH  TWO  COATS  OF  THIS  MATERIAL 


“Employ  a  Reputable  Painter — Specify  Devoe ” 


Dark  Mahogany 


Mahogany 


Green  Screen  Enamel 


Black  Screen  Enamel 
STOVE  PIPE  ENAMEL 


DEVOE  MIRROLAC 


3A.  After  the  surface  has  been  properly  prepared,  apply 
a  first  coat  of  Devoe  Mirrolac  of  the  shade  desired.  Allow  to 
dry  thoroughly.  Sandpaper  lightly  with  00  sandpaper  and 
dust  off  clean. 

4A.  Apply  a  second  coat  of  Devoe  Mirrolac,  using  Clear 
if  the  tone  developed  by  the  first  coat  is  satisfactory,  or  the 
same  shade  used  for  the  first  coat  if  a  slightly  darker  tone 
is  desired. 

5A.  If  it  is  desired  to  change  the  color  from  dark  to 
light,  as  Mahogany  to  Light  Oak,  apply  one  coat  of  Devoe 
Mirrolac  Ground  Color,  and  then  apply  the  succeeding  coats 
of  Devoe  Mirrolac  as  above  directed. 

IB.  Grained  Effect.  Apply  a  first  coat  of  Devoe  Mirrolac 
Ground  Color  and  allow  to  dry  thoroughly.  Sandpaper  lightly 
with  00  sandpaper  and  dust  off  clean. 

2B.  Apply  a  thin  coat  of  Devoe  Mirrolac  Graining  Com¬ 
pound,  using  a  brush  not  used  before  in  paint,  varnish  or  oil. 

3B.  Grain  immediately  with  Mirrolac  Graining  Tool,  bjr 
drawing  it  forward  and  rocking  it  at  the  same  time. 

4B.  Allow  the  grained  surface  to  dry  for  40  minutes, 
and  proceed  as  in  paragraphs  3A  and  4A. 

De.oe  Mirrolac  Clear  Varnish.  An  extremely  high  grade 
floor  and  interior  varnish  of  great  durability.  A V i  1 1  not  turn 
white  under  water. 

IC.  General  Varnish  Directions.  Be  certain  that  the  sur¬ 


STAINS-IN-VARNISH  —  Continued 


face  to  be  finished  is  free  from  grease  and  dust  and  thorough¬ 
ly  dry. 

2C.  Apply  a  first  coat  of  Devoe  Mirrolac  Varnish  as  it 
comes  from  the  can.  Allow  to  dry  thoroughly,  sand  lightly 
with  00  sandpaper  and  dust  off  clean. 

3C.  Apply  a  second  coat  of  Devoe  Mirrolac  Varnish  and 
allow  to  dry  thoroughly.  If  a  still  higher  lustre  is  desired, 
sand  the  second  coat  lightly  with  00  sandpaper,  dust  off  clean 
and  apply  a  third  coat. 

Devoe  Stove  Pipe  Enamel.  A  jet  black,  brilliant,  elastic, 
heat  resisting  enamel  which  will  dry  over  night.  For  use  on 
any  interior  metal  surface. 

Devoe  Mirrolac  Gold  Enamel.  Produces  a  brilliant  gold 
finish,  for  use  on  furniture,  bric-a-brac,  beds,  chandeliers,  radia¬ 
tors  and  picture  frames  or  any  interior  surface.  It  dries  quickly. 

Devoe  Mirrolac  Aluminum  Enamel.  Lustrous  and  durable. 
For  use  on  stoves,  hot  water  tanks,  metal  surfaces,  or  any 
household  articles.  This  product  dries  quickly  and  while  it 
can  be  used  on  the  exterior,  it  will  be  more  satisfactory  if  pro¬ 
tected  with  a  coat  of  Devoe  Aquaspar  Varnish. 

ID.  General  Directions.  Be  sure  that  the  surface  to  be 
finished  is  free  from  grease  and  dust  and  is  thoroughly  dry. 

2D.  Apply  one  or  two  coats  as  desired,  allowing  to  dry 
thoroughly  between  coats. 

3D.  Apply  Mirrolac  Gold  and  Aluminum  with  a  Devoe 
Soft  Hair  Brush  and  flow  on  the  surface.  Do  not  brush  out. 


For  Best  Results  IJse  A  Devoe  Superkleen  Brush 


[Page  42~\ 


DEVOE  MIRROLAC  STAINS-IN-VARNISH  —  Continued 

COST  SELLING  PRICE 

is  y2s  y8s  Vie®  %2S  is  y2s  y±s  y8s  ycs  y32  s 

Mirrolac  Stains-in- Varnish .  .  . .  .  .  . 

Mirrolac  Varnish  . . . . .  . . . . .  . . 

Enamels  (Gloss  and  Semi-Gloss)  . .  . . . . . .  . .  . .  . 

Black  Enamel . . .  . . . 

Flat  Black . . .  . . 

Flat  White  Undercoat . .  .  . 

Green  Screen  Enamel...  . .  . .  . . . . 

Black  Screen  Enamel . .  . . .  . .  .  . . 

Stove  Pipe  Enamel. . . .  . . 

Ground  Color . .  . . . . .  . .  .  . .  . . 

Graining  Compound..., .  . . .  . . 

COST  SELLING  PRICE 

No.  1  No.  2  No.  3  No.  4  No.  5  No.  1  No.  2  No.  3  No.  4  No.  5 

Aluminum  Enamel  . . .  . —  . - . .  . 

Gold  Enamel . . . . . - . -  . .  . .  . . 

MIRROLAC  RUBBER  GRAINERS 

COST  SELLING  PRICE 


<> 
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DEVOE 

Mirrolac  Enamel 

For  Interior  or  Exterior  Use 

FOR  FURNITURE,  WOODWORK,  WALLS  AND  METAL  WORK 

(EVOE  Mirrolac  Enamel  can  be  used  outdoors  as  well  as  indoors,  for 
it  will  withstand  the  extremes  of  exterior  exposure.  There  are 
beautiful  soft  tints  for  interior  use  while  the  more  brilliant  or  deeper  colors  are 
just  right  for  porch  and  lawn  furniture,  exterior  trim,  iron  railings,  etc. 

FOR  AUTOMOBILES  AND  CANOES 

The  dark  conservative  hues  and  the  popular  tints  offer  a  complete  range  for  selection  of  solid  colors  or 
delightful  combinations  of  color  for  motor  cars,  trucks,  canoes  and  boats.  Mirrolac  does  not  crack  or  chip 
and  retains  its  beauty  and  original  color  for  an  unusual  length  of  time. 

HEAT  RESISTING 

I)evoe  Mirrolac  Enamel  in  all  colors  but  white  makes  an  excellent  ffnisli  for  radiators,  steam  pipes,  gaso¬ 
line  motors,  etc.  It  will  not  check  or  crack  when  subjected  to  temperatures  ordinarily  encountered  on  such 
surfaces. 

COLOR  MIXTURES 

An  infinite  variety  of  charming  colors  can  be  created  or  any  color  can  be 
matched  with  ease  by  intermixing  Mirrolac  Enamels. 

Make  a  small  sample  first  to  get  approximate  proportions.  Then  slowly  add 
the  darker  color  to  the  lighter,  stirring  constantly,  until  the  correct  depth  of 
color  is  reached.  ( Continued  on  Page  46) 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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Crea 


DEVOE  MIRROLAC  ENAMEL 

Dries  Dust  Free  in  an  Hour  and  Hard  in  Four  to  Six 

Mitis  Green  French  Gray 


Wisteria 


Old  Ivory 


Azure 


Honey 


Old  Ivory 


Hunter  Green 


Cream 


Brewster  Green 


Honey 


Italian  Pink 


Orange  Mitis  Green 

Also  Made  in  White  -  Flat  White  Undercoat  -  Gloss  Blade -Flat  Black  -  Gold  -  Aluminum 

A  FURNITURE  AND  WOODWORK  ENAMEL  •  AN  AUTOMOBILE  ENAMEL  ®  A  CANOE  ENAMEL  •  A  HEAT  RESISTING  ENAMEL 
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Ivory 
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DEVOE  MIRROLAC  E  N  A  M  E  L-Continued 


DIRECTIONS  FOR  USE 


Stir  well  before  use. 

If  Mirrolac  Enamel  becomes  too  thick  to  work 
freely,  thin  sparingly  with  turpentine. 

REFINISHING  OLD  PAINTED  SURFACES 

(A)  Furniture,  Woodwork  and  Walls.  Clean  sur¬ 
face  thoroughly.  Scrape  off  loose  paint  and  smooth 
with  sandpaper. 

Apply  one  or  two  coats  of  Mirrolac  Enamel,  sand¬ 
ing  lightly  between  coats.  (When  applying  a  light 
color  over  a  considerably  darker  one,  use  a  first,  coat 
of  Mirrolac  Flat  White  Undercoat  tinted  with  the 
Enamel  chosen  for  the  finish.) 

( B )  Automobiles  and  All  Metal  Surfaces.  Re¬ 
move  rust  and  dirt  with  sandpaper  or  wire  brush. 
Smooth  rough  edges  with  sandpaper  if  old  finish  has 


cracked.  Oil,  polish  and  grease  should  be  removed 
with  gasoline  or  naphtha. 

Apply  one  or  two  coats  of  Mirrolac  Enamel,  sand¬ 
ing  lightly  between  coats. 

UNPAINTED  SURFACES 

(C)  Furniture  and  Woodwork.  Remove  all  dirt. 

If  wood  is  open  grained,  fill  surface  with  Devoe 
Paste  Wood  Filler,  according  to  directions. 

Then  build  up  a  smooth  surface  with  one  or  two 
coats  of  Mirrolac  Flat  White  Undercoat,  tinting  it 
with  the  Mirrolac  Enamel  chosen  as  the  finish.  The 
undercoat  will  dry  in  four  to  six  hours,  after  which 
it  should  be  sanded  lightly.  Dust  off  the  surface  and 
apply  one  or  two  coats  of  Mirrolac  Enamel.  Sand 
lightly  between  coats. 


<> 

For  liest  Results  Use  A  Devoe  Superkleen  Brush 


Nickel  Gray 


DEVOE  MIRROLAC  ENAMEL 

Dries  Dust  Free  in  an  Hour  and  Hard  in  Four  to  Six 

Wisteria  Azure 


Holland  Blue 


Italian  Pink 


Chinese  Yellow 


Chinese  Red 


Hunter  Green 


French  Gray 


Maroon 


Orange 


Midnight  Blue 


Holland  Blue 


Cream 


Midnight  Blue 


Chinese  Red  Honey 

Also  Made  in  White  -  Flat  White  Undercoat  -  Gloss  Black  -  Flat  Black  -  Gold  -  Aluminum 
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DULTEEN 

The  Hot  Water  Wall  Finish 


jULTEEN — a  distinguished  new  product — has  several  outstand¬ 
ing  advantages  over  the  old  types  of  Kalsomine  wall  finishes. 
In  the  first  place  it  is  made  of  ingredients  so  extremely  fine  in 
texture  that  the  resulting  finish  has  the  lovely  smoothness  and  dull  sheen  of 
an  expensive  flat  wall  paint.  The  fine  particles  of  color  are  so  perfectly  dis¬ 
persed  that  with  Dulteen  you  obtain  no  milky  streaking  in  the  film  and  of  course 
the  smooth  surface  collects  less  dust  and  therefore  remains  clean  for  a  much 
longer  period. 


Ordinary  kalsomine  colors  are  apt  to  be  a  bit  harsh — the 
smart  new  Didteen  colors  are  clear  and  bright — and  at  the 
same  time,  delicately  lovely.  Chosen  from  a  palette  of  artists’ 
colors,  they  range  from  the  neutral  shades  of  Shell  Gray, 
Warm  Cream  and  Light  Cream  to  the  striking  decorative  tones 
of  Dogwood,  Light  Turquoise  and  Aquamarine.  Not  only  are 
there  twelve  regular  colors  available,  but  each  of  these  can  be 
mixed  with  equal  parts  of  white  to  make  additional  lovely  tints. 
In  fact,  Dulteen  offers  a  tint  or  shade  for  every  color  scheme, 
every  type  of  room  and  every  period  of  decorative  style. 


PEACH  (No.  1602) — Rooms  with  a  chilly  northern  ex¬ 
posure  and  poor  light  need  just  such  a  color  as  Dulteen  Peach. 
This  unusual  and  delicate  tint  manages  to  catch  every  bit  of 
light  that  enters  a  room.  Consequently,  walls  done  in  this  color 
reflect  a  faint,  warm  glow  that  more  than  makes  up  for  any 
lack  of  sunlight. 

PINK  (No.  1603) — Walls  painted  with  Dulteen  Pink  re¬ 
flect  a  rosy  glow  that  is  so  necessary  in  rooms  facing  north  or 
east.  Pink  always  suggests  health  and  warmth  and  makes  an 
ideal  color  for  bedrooms  and  children’s  playrooms. 


From  a  purely  practical  point  of  view,  it  is  interesting 
to  note  that  Dulteen  will  jell  in  two  to  three  hours  and  thus 
requires  no  overnight  standing.  If  mixed  and  stored  in  a  clean 
receptacle,  it  will  stand  for  several  days  without  souring  and 
gives  off  no  offensive  odor. 

With  this  new  product,  with  the  smartest  colors  to  choose 
from,  it  is  now  possible  for  homeowners  to  indulge  their  de¬ 
sire  for  freshly  redecorated  rooms  at  a  trifling  expense. 

LIGHT  CREAM  (No.  1600) — With  walls  painted  in  the 
delicate  tones  of  Light  Cream  Dulteen  you  have  free  rein  in 
the  choice  of  colors  for  furnishings.  Light  Cream  makes  an 
excellent  background  for  dark  walnut  or  mahogany  furniture. 
It  also  goes  extremely  well  with  touches  of  Mandarin  red  or 
jade  green  in  draperies  and  rugs. 

LEGHORN  (No.  1601) — Pale  yellow  walls  give  light  and 
color  to  a  room  that  does  not  receive  much  sunlight. 

A  living  room,  the  windows  of  which  are  darkened  by 
trees — or  a  bedroom  that  faces  North — can  be  brightened  and 
made  cheerful  by  finishing  the  walls  with  Dulteen  Leghorn. 

—  -  For  Best  Results  Use  A 


HYDRANGEA  (No.  1601/ ) — Painting  walls  the  smart  new 
shade,  Hydrangea,  is  the  first  step  toward  the  creation  of  a 
distinctive  interior — Woodwork  of  French  Gray  and  furnish¬ 
ings  in  which  deep  rose  predominates  complete  the  effective¬ 
ness  of  such  a  room. 

DOGAVOOD  BROWN  (No.  1605) — Dogwood  Brown  is  an 
ideal  color  for  stairways  where  beauty  and  utility  are  to  be 
combined — Very  often  used  for  wainscoting  and  trim.  It  makes 
an  interesting  contrast,  bringing  out  the  full  beauty  of  the 
lighter  colored  walls. 

WARM  CREAM  (No.  1606) — The  use  of  Warm  Cream 
Dulteen  on  a  ceiling  or  walls  produces  an  effect  of  warmth  and 
sunshine  even  on  the  gloomiest  days — This  delicate  tint  adds 
height  and  space  to  a  room  and  therefore  is  excellent  for  use 
in  small  rooms. 

SHELL  GRAY  (No.  1607) — This  subtle  shade  provides 
an  ideal  background  for  any  period  of  decoration.  French  and 
German  Provincial  furnishings  of  the  18th  century  are  es¬ 
pecially  effective  against  the  soft  tones  of  walls  done  in  Shell 
Gray. 

( Continued  on  Page  50) 

Devoe  Superkleen  Brush  - 
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1600  LIGHT  CREAM 


DULTEEN 

Also  Made  in  White  1612 


1614  GREEN  TINT 


1606  WARM  CREAM 


1607  SHELL  GRAY 


1608  AQUAMARINE 


1605  DOGWOOD  BROWN 


1604  HYDRANGEA 
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1609  FLESH 
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D  U  L  T  E  E  N  —  Continued 


AQUAMARINE  (No.  1608 ) — Aquamarine — the  soft  blue 
color  of  that  lovely  jewel — is  an  especially  good  wall  color  for 
rooms  with  southern  exposure.  A  southern  room,  with  walls 
of  Aquamarine  is  cool-looking,  light  and  restful. 

FLESH  (No.  1609) — A  cozy  room  can  easily  be  produced 
when  Flesh  Dulteen  is  used  on  the  walls.  This  soft  warm  color 
goes  well  with  any  color  scheme  and  makes  an  excellent  setting 
for  Early  American  furnishings.  Particularly  appropriate  for 
rooms  which  have  a  northern  exposure. 

PALE  JADE  (No.  1610 ) — This  clear,  light  green  is  ap¬ 
propriate  as  a  background  for  either  the  gilt  trimmed  furniture 
of  Louis  XIV  and  XVI  periods  or  the  smart  brightness  of 
modernistic  furnishings.  Pale  Jade  is  restful  to  the  eye  and 
is  ideal  for  southern  and  western  exposures. 

LIGHT  TURQUOISE  (No.  1611 ) — A  room  painted  in  the 
lovely  blue  green  of  Light  Turquoise  Dulteen  requires  little  else 
to  make  it  attractive.  Light  Turquoise  is  a  smart  color  to  use 
in  a  room  with  southern  exposure  and  makes  an  ideal  back¬ 
ground  for  furnishings  in  the  Spanish  or  Italian  Renaissance 
Style. 

HOW  TO  MIX  DULTEEN 

1.  To  each  5  lb.  package  add  four  pints  of  boiling  water  as 
follows :  Place  three  pints  of  boiling  water  in  a  clean  metal  mix¬ 
ing  receptacle.  Stir  in  the  5  lbs.  of  Dulteen.  Mix  thoroughly. 
Then  add  the  remaining  pint  of  boiling  water.  Let  this  stand 
for  thirty  minutes;  then  add  about  one-lialf  a  pint  of  cold  water 
to  adjust  the  mixture  to  proper  working  consistency.  Strain 
immediately  through  cheesecloth.  Following  this,  allow  the  mix 
to  stand  for  two  to  three  hours,  or  overnight.  It  will  then  be 
in  a  jelled  condition  ready  for  use. 

2.  When  making  a  tint  from  a  mixture  of  white  and  a 
standard  color,  always  mix  the  materials  dry  before  adding 
water. 

3.  If  the  air  temperature  is  below  normal,  or  if  a  second 
coat  is  to  be  applied,  a  slightly  greater  amount  of  water  may 
be  required  than  that  specified  above.  However,  the  amount 
of  water  specified  in  Item  1  applies  to  the  average  case,  and 
has,  from  experience,  proven  to  be  consistent  with  good  work¬ 
manship. 

4.  Any  wall  preparation  made  with  a  glue  binder  is  liable 
to  sag  and  run  if  used  in  warm  and  humid  weather  in  a  cold 
or  jelled  state.  To  avoid  this  difficulty,  mix  the  Dulteen  with 
the  boiling  water  as  above,  but  strain  immediately  and  apply 
while  warm,  or  before  the  mixture  has  jelled. 


HOW  TO  PREPARE  THE  SURFACE 

5.  New  or  Previously  Uncoated  Walls  and  Ceilings  of  wood, 
composition  boarding,  and  plaster  will  be  found  to  have  uneven 
or  excessive  suction.  Before  applying  Dulteen,  it  is  quite 
desirable  to  size  the  surface  with  First  Coater  for  Walls.  This 
material  not  only  stops  suction  but  neutralizes  reactive  lime 
salts,  kills  stain,  prevents  rust  spotting  when  used  over  metal 
ceilings,  and  gives  the  surface  a  “tooth”  on  which  the  Dulteen 
will  cover  perfectly. 

Old  or  Previously  Decorated  Walls  and  Ceilings  must  be 
clean  and  free  from  loose  paint,  kalsomine,  whitewash,  wall¬ 
paper,  etc.  Remove  old  kalsomine  by  sponging  with  warm  water. 
Whitewashed  walls  should  be  washed  with  a  solution  of  one 
part  muriatic  (builders’)  acid  and  5  parts  of  water,  followed 
by  a  sponging  with  clean  water.  Grease  should  be  removed 
with  soap  and  water,  adding  a  little  borax,  if  necessary;  after 
which,  the  surface  should  be  sponged  with  clean  water. 

6.  An  excellent  cement  for  filling  cracks  in  the  plastering 
can  be  made  by  mixing  four  parts  of  plaster  of  paris  with 
one  part  of  Dulteen.  (The  Dulteen  must  be  mixed  with  boiling 
water.  The  plaster  of  paris  should  then  be  added  and  enough 
cold  water  used  to  form  a  stiff  mixture.) 

After  the  patchwork  has  hardened,  it  should  be  sized  with 
White  Shellac  or  First  Coater  for  Walls.  The  entire  wall 
should  then  be  sized,  if  not  previously  sized,  with  First  Coater 
for  Walls. 

7.  The  First  Coater  for  Walls  must  be  thoroughly  dry  before 
Dulteen  is  applied.  Overnight  drying  is  usually  sufficient. 

HOW  TO  APPLY  DULTEEN 

8.  Dulteen  should  be  flowed  on  freely  with  a  good  kalsomine 
brush.  Keep  plenty  of  material  in  the  brush.  Smooth  it  off 
in  every  direction  with  the  tip  of  the  brush.  Do  not  brush 
it  out  like  an  oil  paint. 

9.  The  air  in  the  room  should  be  reasonably  dry  and  at  a 
moderate  temperature.  Close  windows  and  doors  during  appli¬ 
cation  to  prevent  draughts.  When  the  surfaces  have  been 
coated,  ventilate  the  rooms  to  hasten  drying. 

10.  For  best  results,  use  an  All-Bristle-Set-in-Rubber  Kalso¬ 
mine  Brush. 

11.  A  five  pound  package  of  Dulteen  will  cover  300  to  400 
square  feet  according  to  the  smoothness  and  density  of  the 
surface. 


h  or  Best  Results  Use  A  Devoe  Superkleen  Brush 


[Page  SOy 


DULTEEN 

COLORS  OBTAINABLE  BY  ADDING  WHITE 


POLAR  BEAR 


Equal  Parts  Warm  Cream  and  White 
LIGHT  GRAY 


Equal  Parts  Shell  Gray  and  White 
HORIZON  GRAY 


Equal  Parts  Aquamarine  and  White 


PALE  BLUE 


Equal  Parts  Hydrangea  and  White 


EXTRA  LIGHT  IVORY 


Equal  Parts  Light  Cream  and  White 
LIGHT  IVORY 


Equal  Parts  Leghorn  and  White 


Equal  Parts  Flesh  and  White 
MANILA 


Equal  Parts  Dogwood  Brown  and  White 
MIX  COLORS  DRY  BEFORE  ADDING  WATER 
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LIGHT  PINK 


Equal  Parts  Pink  and  White 
LIGHT  PEACH 


Equal  Parts  Peach  and  White 
ROBINS  EGG  LIGHT 


Equal  Parts  Pale  Jade  and  White 


SPRAY 


Equal  Parts  Light  Turquoise  and  White 
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DEVOE  DOUBLE  DAYLIGHT  GLOSS 


HE  gloss  finish  of  Devoe  Double  Daylite  is 
sanitary,  washable  and  durable. 


The  hard  porcelain-like  finish  of  Double  Daylite 
Gloss  makes  it  possible  to  give  interiors  a  white,  radiant 
surface  that  reflects  the  rays  of  light  from  wall  to  wall. 
Double  Daylite  Gloss  transforms  the  long,  gloomy 
interior  stretches  of  public  buildings,  factories,  and 
warehouses  into  avenues  of  outdoor  brilliance. 


The  smooth  non-porous  finish  of  Double  Daylite  Gloss  prevents 
the  collection  and  breeding  of  dangerous  germs.  It  assures  the 
cleanliness  and  sanitation  demanded  by  the  most  exacting  health 
boards  and  hospital  officials.  In  restaurants,  rest-rooms,  hotels,  fac¬ 
tories,  warehouses  —  wherever  public  health  is  to  be  guarded  — 
Double  Daylite  Gloss  is  the  indispensable  means  of  providing  bright, 
sanitary,  interior  surfaces. 


DIRECTIONS  FOR  USE 

For  new  work  or  repainting  dark  surfaces  use 
Velour  Finish  Semi-Gloss  as  an  undercoat.  Use  as  it 
comes  from  can.  If  it  becomes  too  thick,  or  drags  under 
the  brush  thin  with  a  very  small  amount  of  turpentine. 
No  other  thinner  should  be  used.  Stir  thoroughly 
before  using. 


Because  Double  Daylite  is  so  economical  it  is  recommended 
particularly  for  large  surfaces  in  factories,  warehouses,  hotels,  schools, 
hospitals,  office  buildings  and  theaters.  It  will  serve  equally  well 
in  restaurants,  showrooms,  garages,  bakeries,  laundries — in  fact  where- 
ever  a  durable  light-giving  finish  is  desired. 


Bbls.  i/2  Bbls. 


us 


COST 

Is  l/2s 


y4s 


VsS 


McS 


Bbls.  y2  Bbls.  5s 


SELLING  PRICE 

Is  i/2s 


y4s 


y8s 


KgS 


DEVOE  PUTTY 


COST 

Bbls.  100  lbs.  25  lbs.  121/2  lbs.  5  lbs.  lib. 


SELLING  PRICE 

Bbls.  100  lbs.  25  lbs.  1214  lbs.  5  lbs. 


1  lb. 


Devoe  Super  “D.”  Strictly 
Pure  Linseed  Oil  and 
Whiting . . . 

Devoe  Commercial . 


For  lies!  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  BEST  COLORS  IN  OIL 


Quality :  Devoe  Best  Colors  in  Oil  are  composed  of  the  strongest 
and  purest  tinting  colors  ground  to  a  flowing  consistency. 

Ease  of  Tinting :  After  slight  stirring  these  colors  can  either  be 
poured  from  the  can  or  run  off  the  mixing  knife  like  enamels  and  are 
added  directly  to  the  paint  to  be  tinted.  No  preliminary  need  of 
breaking  up  color  in  oil  or  turps. 

Speed  of  Tinting :  Dispersion  of  the  color  in  the  paint  to  be 
tinted  takes  place  almost  immediately.  Tests  show  that  a  tint  can  be 
made  in  about  half  the  time  it  took  with  the  paste  colors.  This  is  due 
to  the  use  of  specially  processed  oils  that  provide  excellent  wetting 
of  the  pigment. 

Non-Settling :  There  is  little  or  no  tendency  to  settle  in  the  can, 
mainly  due  to  the  peculiar  consistency  of  the  new  colors. 

Non-Skinning :  There  is  little  or  no  tendency  to  skin  over  in  the 
package  due  to  the  type  of  oils  used. 


BLACKS  1  gal. 

Drop  or  Ivory  Black .  . 

Lamp  Black . . . . .  . 

BLUES 

Cobalt  Blue .  . - 

C.  P.  Prussian  Blue .  . 

Ultramarine  Blue . — .  . 

BROWNS 

Raw  Umber,  Turkey . . .  . 

Burnt  Umber,  Turkey... . . . _ .  . 

Raw  Sienna,  Italian . .  . 

Burnt  Sienna,  Italian . . . 

Vandyke  Brown .  . 

•  “ Employ  a  Reputable 


Greater  Strength  and  Brighter  Colors :  The  percent  of  pigment 
has  remained  the  same  in  practically  every  color,  but  as  the  special  oils 
provide  better  wetting  and  allow  better  grinding,  most  of  the  new 
colors  show  greater  strength  and  brightness  than  was  possible  here- 
to-fore. 

Better  Levelling  of  Paint  Films The  bodied  oils  used  in  our 
formulae  have  great  How,  so  it  is  obvious  that  the  new  Oil  Colors 
should  impart  this  tendency  to  any  paint  to  which  they  are  added. 
This  flow  factor  will  tend  to  decrease  the  brush  marking  of  that  paint 
in  direct  proportion  to  the  amount  used  and  will  therefore  materially 
increase  the  life  of  that  film. 

Economical-.  The  flowing  consistency  enables  the  purchaser  to 
use  practically  the  entire  contents  of  the  can.  This  was  not  always 
possible  with  the  paste  colors. 

COST  SELLING  PRICE 

Tubes  Tubes 

Vi  gal  Vie  gal.  per  doz.  1  gal.  Vi  gal  Vm  gal.  per  doz. 


( Continued  on  Page  54) 

Painter — Specify  Devoe ” 


[ Page  53 ] 


DEVOE  BEST  COLORS  IN  OIL  —  Continued 


COST 

Tubes 

GREENS  1  gal.  1/4  gal.  yi6  gal.  per  doz. 

Chrome  Green,  L.  M.  &  D . . . . . . 

Mitis  Green,  L.  M.  &  D . . 

REDS 

English  Quicksilver,  Vermilion  Pale  and  Deep .  . . . . . 

Indian  Red  . . . . . . . .  .  . . . 

Rose  Lake . . . . . . . . 

Permanent  Red,  Xo.  1995L,  No.  1997D _  _ _ 

American-Scarlet  Vermilion . .  . . . . 

Rose  Pink . . . . .  . . 

Venetian  Red . . . . . . ..  . 

YELLOWS 

Chrome  Yellow,  L.  M.  &  D . . .  . . . 

Golden  Ochre . . . . . . . . . . 

French  Yellow  Ochre.... . . . . . . .  . . 


For  Best  Results  Lse  A  Devoe  Superkleen  Brush 


SELLING  PRICE 

Tubes 

1  gal.  14  gal.  yi0  gal.  per  doz. 


DEVOE  GRAINING  COLORS 

Light  Oak,  Dark  Oak, 

Mahogany,  W alnut 


COST  SELLING  PRICE 

1/16  gals.  1/16  gals. 


DEVOE  FLAT  BRICK  RED 

(For  Fainting  Outside  Brick  Work.  Paste  Form) 

Directions  for  Use :  On  new  brick  apply  first  coat  of  Devoe  Lead  and  Zinc  No.  566  thinned  with  an  equal  quantity  of  boiled 
linseed  oil.  After  48  hours  apply  second  coat  of  Devoe  Plat  Brick  Red  thinned  to  proper  consistency  with  turpentine  and  a 
small  amount  of  dryer.  When  repainting  old  brick  the  first  coat  of  Lead  and  Zinc  is  not  necessary  unless  the  old  surface  is  in 
bad  condition. 

COST  SELLING  PRICE 

gals.  ]/4  gals.  gals.  %  gals. 


gals. 


DEVOE  ROMAN  GREEN 

( Ground  in  Linseed  Oil.  Paste  Form) 
Shades  1,  2,  3,  4,  6 


COST 

%  gals.  V16  gals. 


SELLING  PRICE 

gals.  14  gals. 


Vic  gals. 


DEVOE  METALLIC  PAINT— BROWN 

(This  Metallic  Paint  contains  47  per  cent  of  Oxide  of  Iron.  Ground  in  Pure  Linseed  Oil.  Paste  Form) 

COST  SELLING  PRICE 

gals.  gals. 


DEVOE  GRAPHITE 

(Ground  in  Pure  Linseed  Oil) 

COST  SELLING  PRICE 

Gals.  Gals. 
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DEVOE  WHITE  LEAD  IN  OIL 


100  lb.  50  lb. 


COST 

251b.  12V,  lb. 


51b. 


SELLING  PRICE 

lib.  1001b.  501b.  251b.  12%  lb.  511). 


lib. 


Devoe  Pure  White  Lead 
(Heavy  Paste) . . . 

Devoe  Pure  White  Lead 
“All  Purpose”  Soft  Paste. 


Master  Painters’  Paste  White... . . . 

Riverside  Combination  Paste  White . . 

Mohawk  Combination  Paste  White..., . 

Stolberg-American  Combination  Paste  White. 


COST 

1  gal.  1/4  gal-  Vic,  gal. 


SELLING  PRICE 

1  gal.  %  gal.  Mr,  gal. 


80-20  PASTE  WHITE 


COST 

100  lb.  30  lb. 


SELLING  PRICE 

100  lb.  30  lb. 


DEVOE  FRENCH  ZINC  (Green  Seal) 


( Ground  in  Refined  Linseed  Oil) 


Is 


COST 

y4s 


Vl  6® 


Is 


SELLING  PRICE 

Ms  y1Gs 


DEVOE  FLATTING  OIL 


Manufactured  on  an  improved  formula  which  provides 
excellent  color,  body  and  drying  behavior.  Those  painters  who 
use  lead  and  flatting  oil  in  place  of  flat  wall  paints  will  find 
Devoe  Flatting  Oil  works  very  easily  and  maintains  a  wTet 


edge  which  prevents  laps  and  brush  marks. 

(To  be  used  in  proportion  of  2  to  3  gallons  to  100  pounds 
of  heavy  White  Lead  paste.) 

Gallons  and  5  Gallons. 


For  Hesl  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  PREMIUM  SNOW  WHITE  ZINC 

A  pure  zinc  oxide  ground  in  pure  refined  linseed  oil. 

COST  SELLING  PRICE 

Is  Is 


DEVOE  1754  SEMI-PASTE  WHITE 


Directions  for  Use :  On  new  wood  thin  the  first  coat  with 
one  and  one-half  gallons  raw  linseed  oil,  one  pint  turpentine  and 
one  half-pint  Japan  Dryer  to  each  gallon  of  1754  Semi-Paste 
White. 

For  the  second  coat  thin  with  one-half  gallon  raw  linseed  oil, 
one  quart  turpentine  and  one  half-pint  Japan  Dryer. 

For  the  finishing  coat  add  one  gallon  raw  linseed  oil,  one 


pint  turpentine  and  one-half  pint  Japan  Dryer  to  each  gallon 
of  1754  Semi-Paste  White. 

For  a  repainting  job  thin  the  first  coat  with  the  same 
amounts  as  used  for  the  second  coat  on  new  wood.  Thin  the 
finishing  coat  the  same  as  the  finishing  coat  on  new  wood. 

Covering  Capacity:  One  gallon  of  Devoe  1754  Semi-Paste 
White,  when  reduced  as  recommended,  will  cover  1200  square 
feet,  one  coat,  or  800  square  feet,  two  coats. 


COST  SELLING  PRICE 

5s  Is  5s  Is 


DEVOE  SOUTHERN  WHITE 

Southern  White  is  a  refined  creosote  paint  recommended  for  painting  fences,  trellises,  dairy  barns,  camps,  garages,  foundations 
and  poultry  houses,  wood,  brick,  or  concrete.  It  is  pure  white,  stays  white  and  is  cheaper  and  lasts  longer  than  whitewash.  One 
coat  covers  perfectly  on  rough  surfaces  but  two  coats  are  recommended  for  additional  durability.  Can  be  brushed  or  sprayed. 

5  gal.  cans  . . . 

1  gal.  cans  . . . 

14  gal.  cans  . 

DEVOE  SEMI-PASTE  PAINT 

One  gallon  of  this  product  reduced  according  to  directions  makes  two  gallons  of  excellent  ready-mixed  paint  for  exterior  use. 


COST 

5s  Is  y4s 


SELLING  PRICE 

5s  Is  14s 
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DEVOE 

Penetrating  Stain 


N  oil  penetrating  stain  of  the  highest  quality  used 
for  producing  distinctive  and  artistic  color  effects 
on  hard  and  soft  wood  surfaces  such  as  interior 


THE  USE  OF  FILLERS 

Close  grained  woods  such  as  pine,  fir,  cypress,  wliitewood, 
birch,  etc.,  do  not  require  the  use  of  filler.  Open  grained  woods 
such  as  oak,  ash,  chestnut,  mahogany,  etc.,  should  be  filled  with 
Devoe  Paste  Wood  filler  according  to  directions.  A  little  stain 
or  oil  color  may  be  added  to  the  filler,  if  desired,  to  darken  and 
accentuate  the  pores  of  the  wood. 


woodwork,  floors  and  furniture. 

COVERING  CAPACITY 

One  gallon  will  cover  approximately  500  Square  Feet  of 
surface,  depending  upon  the  nature  and  density  of  the  wood. 

DIRECTIONS  FOR  USE 

Sand  the  wood  with  fine  sandpaper  and  dust  off  clean.  Apply 
the  stain  freely  with  a  clean  flat  varnish  brush,  allowing  it  to  soak 
into  the  wood  for  three  to  five  minutes.  Then  wipe  off  the  surplus 
with  a  cloth.  The  depth  of  tone  may  be  regulated  by  the  freeness 
with  which  the  stain  is  applied;  also,  by  the  length  of  time  al¬ 
lowed  before  wiping  off  the  surplus.  Allow  the  stain  to  dry 
overnight  before  proceeding  with  the  finish. 

FOR  A  VARNISH  FINISH 

Apply  one  or  two  coats  of  Devoe  Pale  Interior  Varnish  for  a  high  gloss  finish.  If  desired,  the  final 
coat  may  be  hand  rubbed  after  48  hours  to  a  dull  soft  finish.  If  a  rubbed  effect  finish  is  desired 
without  the  labor  of  hand-rubbing,  then  apply  Devoe  Rubbed  Effect  Varnish  for  the  final  coat. 

CAUTION 

Never  apply  varnish  directly  over  penetrating  stain.  Always  use  a  sealer  coat  of  shellac  first. 

FOR  A  WAX  FINISH 

Apply  one  or  more  coats  of  Devoe  Wax  according  to  directions. 


THE  SEALING  COAT 

When  the  filler  coat  is  thoroughly  dry,  apply  a  coat  of  Devoe 
Shellac,  either  White  or  Orange,  depending  upon  effect  desired. 
Standard  practice  dictates  the  use  of  Orange  Shellac  over  Golden 
Oak,  Java  Oak  and  the  Mahogany  shades  of  stain.  When  the 
Shellac  coat  is  thoroughly  hard,  sand  lightly  with  fine  sandpaper 
and  dust  off  clean.  This  completes  the  foundation  work. 


h or  Best  Results  Use  A  Devoe  Superkleen  Brush 


DEVOE  PENETRATING  STAIN 


Unvarnished  Varnished 


No.  600  Light  Oak  on  Oak 


Unvarnished  Varnished 


No.  601  Golden  Oak  on  Oak 


Unvarnished  Varnished 


No.  602  Mahogany  on  Birch 


Unvarnished  Varnished 

No.  603  Mission  Oak  on  Oak 


Devoe  Penetrating  Stain  pleas¬ 
ingly  accentuates  Nature’s 
Artistry,  enabling  rich,  mellow, 
clear  and  selective  color  effects 
without  clouding  or  obscuring 
the  natural  markings  of  the 
wood.  It  penetrates  the  pores 
of  the  wood  deeply,  but  does  not 
raise  the  grain. 


The  chips  on  this  page  show  re¬ 
sults  of  applying  Devoe  Pene¬ 
trating  Stain  to  the  species  of 
wood  on  which  the  stains  are 
commonly  used. 


Unvarnished  Varnished 


No.  604  Walnut  on  Birch 


Unvarnished  Varnished 


No.  605  Circassian  Walnut  on  Gum 


Unvarnished  Varnished 

No.  607  Java  Oak  on  Pine 


Unvarnished  Varnished 


No.  606  Brown  Mahogany  on  Birch 


Unvarnished  Varnished  Unvarnished  Varnished 

No.  603  Mission  Oak  on  Pine  No.  607  Java  Oak  on  Oak 
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RUST  INHIBITIVE  PRIMER 


A  high  grade  primer  for  all  metal  surfaces — especially 
structural  steel  and  ornamental  iron. 

It  acts  not  only  to  prevent  the  formation  of  rust  but  also 
to  check  oxidation  once  started. 

Brushes  freely,  covers  solidly  in  one  coat,  forms  a  dense 


tough,  exceedingly  elastic,  adherent  film  giving  a  splendid 
foundation  for  succeeding  coats. 

Dries  dust  free  in  one  hour,  hard  in  eight  hours. 

SPREADING  CAPACITY :  700  square  feet  per  gallon. 


DEVOE  GRAPHITE  PAINT  No.  555 

( Ready  for  Use ) 


DEVOE  Graphite  Paint  is  manufactured  for  use  on  metal 
bridges,  structural  steel,  etc.  It  is  pure  graphite  ground  in 
Linseed  Oil.  It  does  not  contain  silica. 

The  consistent  use  of  Devoe  Graphite  Paint  is  a  wise  busi¬ 
ness  investment,  because  it  lengthens  the  life  and  increases  the 
value  of  any  surface  to  which  it  is  applied. 


It  is  manufactured  only  in  the  natural  graphite  shade. 

Covering  Capacity-.  One  gallon  of  Devoe  Graphite  Paint 
will  cover  700  square  feet,  one  coat;  400  square  feet,  two  coats. 

Use  as  it  comes  from  the  can  or  if  necessary  thin  with 
Pure  Linseed  Oil. 


COST 


Bbls. 


Vo  Bbls. 


Is 


y4s 


Bbls. 


SELLING  PRICE 

y2  Bbls.  5s 


Is 


y4s 


tor  lies I  Results  Lise  A  Devoe  Superhleen  Brush 


[ Page  60] 


DEVOE  PREPARER 

{For  Galvanized  Iron) 


Devoe  Preparer  is  manufactured  for  use  on  galvanized  iron. 

A  coat  of  this  material  prevents  the  peeling  and  the  loosen¬ 
ing  of  the  paint  which  often  occurs  when  the  paint  is  applied 
directly  to  the  iron. 

COST 

1  gal.  jugs 


Galvanized  iron  should  he  treated  by  applying  Devoe  Pre¬ 
parer  direct  to  the  metal.  Allow  to  dry  thoroughly  and  then 
follow  with  the  succeeding  coat  of  paint. 

Covering  Capacity :  One  gallon  of  Devoe  Preparer  will 
cover  1,000  square  feet,  one  coat. 

SELLING  PRICE 

1  gal.  jugs 


DEVOE  ATRAMENT  PA!NT  No.  444 


Devoe  Atrament  Paint  is  manufactured  for  use  on  structural 

iron. 

It  is  a  slow  drying  black  paint,  composed  of  lamp  black, 
from  which  has  been  eliminated  all  the  dead  oils  which  are 
always  a  detriment  to  the  paint,  and  which  are  found  in  ordinary 
lamp  black. 

This  black  is  ground  in  refined  linseed  oil  from  which  has 
been  extracted  all  the  albuminoid  matters  which  are  present 
in  usual  raw  linseed  oil,  and  which  being  soluble  in  water,  assist 
the  quick  disintegration  of  the  rubber-like  and  elastic  surface 
produced  by  the  drying  of  the  oil. 

Devoe  Atrament  Paint  remains  elastic  and  will  expand 


and  contract  under  the  influence  of  heat  and  cold  upon  the  iron. 

It  works  easily  under  the  brush,  spreads  well  and  produces 
a  smooth,  glossy  surface. 

Because  it  will  withstand  the  action  of  smoke,  fumes  and 
heat  from  locomotives,  it  is  very  desirable  paint  for  train  sheds. 

Covering  Capacity :  One  gallon  of  Devoe  Atrament  Paint 
will  cover  800  square  feet,  one  coat ;  or  600  square  feet,  two 
coats. 

Use  as  it  comes  from  the  can  or  if  necessary  thin  with  Pure 
Linseed  Oil. 


COST 

Bbls.  5s  Is  y±s 


iiF.m nhrv  n 


Reputable 


Bbls. 


Fainter — Specify  Devoe ” 


SELLING  PRICE 

5s  Is  !4s 
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DEVOE 

Oil  Stain 


|EVOE  Oil  Stain  is  manufactured  for  the  express 
purpose  of  staining  new  or  old  unfinished  hard 
or  soft  wood. 

It  also  accentuates  the  natural  grain  of  the  wood  owing  to 
the  fact  that  the  stain  penetrates  deeper  into  the  softer  portions 
of  the  wood  than  it  does  into  the  harder  portions,  which  naturally 
produces  the  artistic  high-light  effect  generally  desired. 

Devoe  Oil  Stain  is  manufactured  only  in  the  rich,  beautiful, 
effective  tones  prevalent  in  well  finished  expensive  woods. 

When  the  tones  of  unfinished  hardwoods  do  not  blend  in  with 
the  color  scheme  selected,  or  are  not  rich  enough  in  color  to  sat¬ 
isfy  the  demand  of  the  discriminating  home  owner,  they  can 
readily  be  tinted  up  to  the  desired  shade  with  the  application 
of  one  coat  of  Devoe  Oil  Stain. 

Ofttimes  when  the  cost  of  hardwoods,  such  as 
Oak,  Walnut  and  Mahogany,  makes  their  use  pro¬ 
hibitive  for  certain  kinds  of  work,  the  softer  woods, 
such  as  Pine,  Gum,  etc.,  are  used. 

Such  woods  when  properly  treated  with  one 
coat  of  Devoe  Oil  Stain  will  readily  develop  the  rich 
tone  effects  found  in  the  harder  and  more  expensive 
woods. 

Devoe  Oil  Stain  is  easy  to  apply,  and  its  use  will  certainly 
add  greatly  to  the  beauty  of  any  home. 

After  either  soft  or  hard  wood  has  been  treated  with  Devoe 
Oil  Stain,  the  application  of  Devoe  Varnish  or  Devoe  Wax  will, 
to  a  noticeable  extent,  enhance  the  beauty  of  the  color  produced. 

The  use  of  either  of  these  products  will  also  add  considerable 
to  the  durability  of  the  article  or  surface  finished. 

It  will  likewise  add  to  the  permanence  of  the  color  used,  as 


it  will  put  a  renewable  surface  on  top  of  the  wood  which,  when 
destroyed  by  natural  wear  can  be  easily  replaced  by  another 
application  of  the  same  material. 

This  treatment  is  very  desirable  on  interior  surfaces  and 
absolutely  necessary  on  exterior  surfaces  such  as  doors  which 
have  been  treated  with  Oil  Stain. 

For  the  purpose  of  securing  the  utmost  in  durability  and 
beauty  where  the  high,  brilliant  lustre  of  varnish  is  desired,  use 
Devoe  Marble  Floor  Finish  Varnish  on  the  floors,  Devoe  Pale 
Interior  Varnish  on  all  upright  work,  such  as  interior  doors, 
woodwork  and  casings,  and  Devoe  Aquaspar  on  exterior  work 
such  as  front  doors,  etc. 

Where  a  polished,  even  glow  is  desired  on  either  floors  or 
woodwork,  use  Devoe  Wax.  Its  use  will  give  the 
room  added  atmosphere  of  richness  and  good  taste. 

Devoe  Marble  Floor  Finish  Varnish  is  un¬ 
usually  elastic  and  durable.  It  will  not  turn  white 
when  subjected  to  the  most  severe  tests  and  will 
stand  hard  wear  for  a  great  length  of  time. 

Devoe  Pale  Interior  Varnish  possesses  an  un¬ 
usually  high  gloss,  is  heavy  bodied  and  has  a 
beautiful  color  which  will  accentuate  the  beauty  of 
the  stain  and  keep  the  surface  in  a  satisfactory  condition  even 
when  subjected  to  unusually  hard  use. 


Devoe  Aquaspar  will  resist  the  destructive  action  of  the 
elements  for  an  unusual  length  of  time,  and  consequently  affords 
the  greatest  possible  protection  to  the  finished  surface. 

Devoe  Wax  is  easy  to  apply,  polishes  readily  and  can  be 
used  with  perfect  satisfaction  on  either  floors,  furniture  or 
woodwork. 


COST 

',s  1/8S 


Mi 


Is 


SELLING  PRICE 

Ms  %s  Mes 


Ordinary  Shades . . 

Brown  Mahogany  and 
Mahogany  . . 


For  Best  Results  Lise  A  Devoe  Superkleen  Brush 


DEVOE  OIL  STAINS 


Dark 

Oak 


A 

V 


Unvarnished 


Unvarnished 


Light 

Oak 

~-'~y: 

Unvarnished 


Varnished 


Golden 

Oak 


Unvarnished 


Varnished 


Malachite 

Green 


Varnished 


Unvarnished 


Fumed 

Oak 


Unvarnished 


Varnished 


Walnut 


Unvarnished 


Varnished 


Weathered 

Oak 


Varnished 


Unvarnished 


Mahogany 


Varnished 


Unvarnished  Varnished  Unvarnished 

The  unvarnished,  half  of  the  chips  represents  wood  finished  with  one  coat  of  oil  stain. 
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A 

V 


Brown 

Mahogany 


Varnished 


Ebony 


Varnished 
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DEVOE  FLAT  BLACK 


Devoe  Flat 
minutes.  Used 


Black  is  manufactured  for  giving  either  ornamental  iron  or  woodwork  a  dense  flat  black  finish, 
advantageously  for  finishing  a  cozy  corner  or  smoking  room. 


Dries  in  a  few 


Is 


l/2s 


74S 


COST 

Vo 


78  S 


Vi  6  s 


y32s 


SELLING  PRICE 

Is  V2S  YiS  %S  YiGS  y32  s 


DEVOE  HARVARD  SLATE  SURFACE 


This  slating  dries  flat  and  is  a  perfect  slate  surface.  It  will  keep  hard,  smooth  and  free  from  cracks,  and  may  be  used  on  old 
or  new  (well  seasoned)  blackboards,  hard  finished  walls  or  paper.  When  not  in  use  keep  package  closed.  If  too  thick  thin  with 
turpentine. 

COST  SELLING  PRICE 

is  y4  s  y8s  Via  s  is  %s  yss  y16s 


DEVOE  GROUND  COLOR 

COST  SELLING  PRICE 

is  y2s  y4s  i/ss  is  y2s  y4s  i/ss 


DEVOE  POWDERED  FLOOR  WAX 


Devoe  Powdered  Floor  Wax  is  manufactured  particularly  for  use  on  ballroom  floors.  Put  up  in  cans  having  a  perforated 
top,  it  can  be  distributed  on  the  floor  before  dancing.  A  one  pound  can  will  finish  1000  square  feet. 


COST 

1  lb.  y2  lb. 


SELLING  PRICE 

1  lb.  y2  lb. 


For  Best  Results  Lse  A  Devoe  Superkleen  Brush 


DEVOE  WAX 


Of  the  many  different  methods  used  in  treating  hardwood 
floors,  Devoe  Wax  produces  one  of  the  most  satisfactory  finishes. 

The  soft  and  beautiful  effect  so  much  desired,  the  preserva¬ 
tion  of  the  natural  woods  both  in  beauty  of  grain  and  color, 
can  readily  be  obtained  with  the  use  of  this  material. 


J  devoe  wax 


The  best  results  will  be  obtained  on  unfinished  woods  by 
using  Devoe  Wax  over  a  first  coat  of  either  Shellac  or  Varnish. 

Covering  Capacity :  One  pound  of  Devoe  Wax  will  cover 
at  least  250  square  feet. 

Use  a  Devoe  Floor  Wax  Brush. 


DIRECTIONS  FOR  USE 


1.  New  Floors,  if  open  grain  wood,  should  be  filled  with  Devoe 
Paste  Wood  Filler  before  the  application  of  Devoe  Wax. 

2.  Floors  that  have  been  previously  finished  with  shellac  or  var¬ 
nish  should  be  rubbed  over  with  a  mixture  of  50%  good  raw  linseed 
oil,  40%  turpentine  and  10%  dryer.  Do  not  put  too  much  on.  Wipe 
off  and  allow  to  dry  before  applying  Devoe  Wax. 

3.  Apply  a  coat  of  Devoe  Wax  either  with  a  soft  rag  or  Devoe 
Floor  Wax  Brush.  Allow  it  to  dry  for  about  half  an  hour.  Then 
polish  with  a  soft  cloth,  or  a  Devoe  Floor  Wax  Brush  by  attaching  a 
piece  of  cloth,  felt  or  carpet  to  the  bottom  of  the  brush.  Go  over  the 
surface,  first  across  the  grain  and  then  with  the  grain  to  give  it  the 


4  lbs. 


COST 

lib. 


i/2  lb. 


finishing  gloss.  If  a  higher  gloss  is  required  a  second  coat  of  Devoe 
Wax  may  be  applied  in  the  same  manner. 

4.  After  the  floor  has  been  finished  do  not  use  it  for  at  least 
half  an  hour. 

5.  In  order  to  keep  the  floor  in  good  condition,  go  over  it  occasion¬ 
ally  with  the  Floor  Wax  Brush  covered  with  a  cloth.  Where  the  floor 
gets  the  greatest  amount  of  wear,  a  light  coat  of  wax  may  be  applied. 
When  sweeping  cover  the  broom  with  a  flannel  rag.  If  it  is  necessary 
to  wipe  the  floor,  use  a  dampened  cloth  with  warm  water.  Do  not 
use  soap. 

SELLING  PRICE 

4  lbs.  1  lb.  1/2  lb. 


DEVOE  LIQUID  WAX 


Devoe  Liquid  Wax  is  made  to  clean  and  renew  the  finish  on 
waxed  floors  as  such  surfaces  cannot  be  washed  with  soap  and 
water  without  destroying  the  finish. 

Devoe  Liquid  Wax  will  not  dissolve  the  wax  but  will  remove 


Is 


COST 


Vie* 


dust  and  dirt  and  at  the  same  time  cover  over  unsightly 
scratches  or  marred  places. 

It  is  easily  and  quickly  used,  and  is  less  work  to  apply 
than  to  wash  the  floor  with  water. 


Is 


SELLING  PRICE 

-/4s  %s  Yi  Bs 
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DEVOE  POLISH 


Devoe  Polish  has  many  unusual  qualities.  It  contains  no 
injurious  ingredients. 

Two  operations  take  place  while  you  rub  once.  Devoe 
Polish  removes  all  the  dirt,  and  its  rich  oil  penetrates  the  invisible 
pores  of  the  finish,  leaving  a  fine  glassy  brilliance. 

COST 

Is  y+s  12  oz.  8  oz.  4  oz. 
bottle  bottle  bottle  bottle 


The  work  of  Devoe  Polish  is  just  as  thorough  on  your 
automobile  as  on  your  furniture.  It  removes  grime,  dirt,  dust, 
grease — even  fresh  tar — and  leaves  the  same  lustrous  polish 
that  looks  so  brilliant  on  your  living  room  table. 


SELLING  PRICE 


Is  14 s  12  oz.  8  oz.  4  oz. 
bottle  bottle  bottle  bottle 


DEVOE  O.  D.  S.  CLEANER 


Devoe  0.  D.  S.  Cleaner  is  manufactured  for  cleaning  the  most  delicate  fabrics,  gloves,  millinery,  straw  goods,  etc.  It  does 
not  leave  a  ring  of  grease  on  the  fabric  as  does  benzine.  No  odor  remains  five  minutes  after  application. 

Absolutely  non-inflammable. 


V4S 


COST 

%s 


SELLING  PRICE 

V4s  i/ss  Kgs 


DEVOE  CLEAN  ALL 

Devoe  Clean-All  is  indispensable  for  cleaning  white  enameled  woodwork,  painted  walls,  and  a  thousand  other  uses  in  the  home. 


COST 

Is  l/4s 


SELLING  PRICE 

is  !4s 


For  Best  Results  Use  .4  Devoe  Superkleen  Brush 


[l'(l  tit  6 ()  ] 


DEVOE  PAINT  and  VARNISH  REMOVER 


Devoe  Paint  and  Varnish  Remover  is  manufactured  for 
the  purpose  of  removing  the  old  finish  where  the  paint,  enamel 
or  varnish  is  cracked  or  marred. 

The  best  results  will  be  obtained  by  applying  a  liberal  coat 
of  remover  with  an  ordinary  paint  brush. 

When  the  finish  becomes  soft  remove  it  with  a  putty  knife, 
scraper  or  blunt  instrument. 

AVasli  the  surface  clean  with  cotton  waste  or  cloth  soaked 
in  benzine  or  gasoline.  Be  careful  not  to  do  this  near  a  fire. 

COST 

is  y2s  y4s  i/8s  y.Gs 


DEVOE  PASTE 

Devoe  Paste  Wood  Filler  is  manufactured  for  use  on  open 
grained  woods  such  as  Oak,  Mahogany,  Walnut,  etc. 

Such  woods  should  first  be  sanded  thoroughly,  dusted  off 
clean,  then  coated  with  the  correct  color  of  Devoe  Paste  AA  ood 
Filler. 

This  Filler  is  available  in  Light  and  Dark  shades.  Properly 
applied,  it  results  in  a  level  surface  that  is  sure  to  be  of  great 
assistance  in  securing  a  smooth,  even  finish. 

Enough  of  this  Filler  for  immediate  use  should  be  reduced 

COST 

is  y4s  y16  s 
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If  the  first  coat  of  Remover  does  not  entirely  free  the  sur¬ 
face,  apply  a  second  coat  and  rub  with  cotton  waste  or  cloth 
soaked  in  the  Remover,  and  then  wash  thoroixghly  with  benzine. 

Beading,  mouldings,  and  ornamental  work  can  be  handled 
in  the  same  manner.  For  cleaning  crevices,  use  a  stiff  brush 
dipped  in  benzine. 

Caution — All  Remover  must  be  thoroughly  wiped  off  the 
surface  with  benzine  or  gasoline.  Otherwise  succeeding  coats  of 
paint  or  enamel  will  not  dry. 

SELLING  PRICE 

is  y2s  y4s  y8s  y16s 


WOOD  FILLER 

with  turpentine  to  the  consistency  of  a  heavy  liquid  and  applied 
to  the  wood  with  a  stiff  brush.  If  it  sets  too  quickly,  add  a  few 
drops  of  linseed  oil. 

Do  not  cover  moi'e  sui-face  at  a  time  than  can  be  cleaned  off 
before  the  Filler  hardens.  After  it  has  flattened  or  lost  its  gloss, 
rub  off  with  bui’lap  or  cloth,  l’ubbing  against  the  grain.  Clean 
out  crevices  about  mouldings,  etc.,  with  a  stick  and  cloth,  or  a 
stiff  brush. 

Covering  Capacity :  One  pound  will  fill  fi'om  40  to  50  sq.  ft. 

SELLING  PRICE 

Is  Us  Vies 
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^ONwlMPLEMENT- 

i  nt; 


&*,$  ••■  i _ c ween  i . 

T  in  varnish^* 


DEVOE 

Wagon  and  Implement  Pa  int 

EYOE  Wagon  and  Implement  Paint  is  manufactured  for  use  on  trucks,  tractors,  wagons, 
implements  and  all  kinds  of  farm  equipment. 

Statistics  prove  that  far  more  farm  equipment  is  destroyed  by  the  action  of  rust 
and  decay  than  by  the  hard  wear  of  actual  use. 

This  needless  waste  is  easily  prevented  by  applying  a  paint  coating  which  will  prevent  the  destruc¬ 
tive  elements  from  attacking  the  wood  and  metal. 


For  this  purpose  Devoe  Wagon  and  Implement  Paint  is 
highly  recommended  as  it  forms  a  non-porous,  durable  coating 
which  is  easily  renewed  by  another  application  of  the  same 
material. 

If  farm  equipment  is  protected  by  a  renewable  coating  of 
Devoe  Wagon  and  Implement  Paint,  the  elements  which  cause 
rust  and  decay  merely  wear  out  the  paint  which  can  be  replaced 
at  a  slight  cost.  This  entirely  prevents  the  destruction  of  the 
article  protected. 


Devoe  Wagon  and  Implement  Paint  is  manufactured  in 
standard  farm  equipment  colors,  is  easily  applied  and  is  very 
elastic.  It  contracts  and  expands  as  the  heat  and  color  affects 
the  surface,  thus  insuring  a  paint  coating  which  will  not  check 
or  peel  under  usual  conditions. 

Covering  Capacity.  One  gallon  of  Devoe  Wagon  and 
Implement  Paint  will  cover  500  square  feet  one  coat,  or  275 
square  feet  two  coats. 


DIRECTIONS  FOR  USE 

1.  Clean  off  all  grease,  wash  thoroughly  and  allow  to  dry. 


2.  Stir  Devoe  Wagon  and  Implement  Paint  well  before 
applying,  using  a  wide  paddle. 

3.  Apply  Devoe  Wagon  and  Implement  Paint  opposite  the 
direction  of  flow,  and  then  immediately  rebrush  in  the  direction 
of  flow. 


4.  If  a  better  finish  is  desired  allow  the  first  coat  of  Devoe 
Wagon  and  Implement  Paint  to  dry  for  thirty-six  hours,  then 
sandpaper  lightly  with  00  sandpaper  and  dust  off  clean. 

5.  Apply  the  second  coat  of  Devoe  Wagon  and  Implement 
Paint  and  allow  to  dry  thoroughly. 

6.  Before  using  the  wagon  or  implement  after  painting,  it 
is  advisable  to  rinse  thoroughly  with  cold  water. 


Is 


COST 


ya 


/8s 


SELLING  PRICE 

is  y±s  i/8s 


Black  . 

Green  . 

Vermilion. 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 


DEVOE  WAGON  and  IMPLEMENT  PAINT 


Vermilion  Green 


Black 


y4s 


DEVOE  MOTOR  CAR  FINISH 

( Gloss  Black) 

COST  SELLING  PRICE 

%s  Vies  YiS  %s  y16  s 
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DEVOE  LIQUID 

Devoe  Liquid  Wood  Filler  is  manufactured  for  securing  a 
good  foundation,  which  serves  to  hold  up  the  brilliancy  of  the 
following  coats  of  varnish.  It  is  especially  adapted  for  use  on 
soft  or  close  grained  wood  such  as  Pine,  Redwood,  Fir,  etc. 

Devoe  Liquid  Wood  Filler  is  easily  applied,  works  freely 
under  the  brush  and  insures  a  solid  surface. 

It  fills  and  seals  the  pores  without  discoloring  or  raising  the 
grain  of  the  wood. 

DIRECTIONS 

Apply  one  coat  of  Devoe  Liquid  Wood  Filler  direct  to  the 
wood.  Allow  to  dry  thoroughly  and  then  apply  the  following 

COST 

Is  i/4s  %s  i/16s 


DEVOE  CRACK  a 

The  shrinkage  of  wood  often  results  in  cracks  that  mar  the 
surface.  It  is  always  best  to  fill  such  openings  with  Devoe  Crack 
and  Seam  Filler  before  finishing. 

It  is  important  that  this  be  done  after  the  first  coat  has  been 
applied. 

Devoe  Crack  and  Seam  Filler  comes  in  paste  form.  Before 
using,  it  should  be  removed  from  the  can  and  thoroughly  mixed 


DIRECTIONS 

Remove  all  the  dirt  from  the  cracks  and  then  apply  the  first 
coat  of  varnish,  varnish  stain,  or  paint,  being  careful  to  work 
it  into  the  bottom  of  the  cracks. 

Allow  this  coat  to  become  hard.  Then  force  filler  to  the 
bottom  of  the  cracks  with  fingers  or  putty  knife.  Should  the 

COST 

121/2  lb.  51b.  lib. 

pail  can  can 


For  Best  Results  Use  A 


WOOD  FILLER 

Do  not  use  Devoe  Liquid  Wood  Filler  on  any  surface  which 
is  damp.  Be  sure  that  the  wood  is  thoroughly  dry. 

Covering  Capacity :  One  gallon  of  Devoe  Liquid  Wood 
Filler  will  cover  from  600  to  700  square  feet,  one  coat,  depending 
upon  the  surface. 

FOR  USE 

(‘oats  of  varnish.  Do  not  use  on  floors. 

SELLING  PRICE 

is  14s  y8s  y16s 


d  SEAM  FILLER 

by  working  in  the  hands  like  putty. 

It  should  then  be  tinted  with  the  same  color  selected  for  the 
finishing  coat.  This  will  prevent  the  cracks  from  appearing  like 
white  lines  after  the  finish  has  been  applied. 

Covering  Capacity :  One  pound  will  cover  from  20  to  30 
square  feet. 

FOR  USE 

filler  become  too  dry,  add  a  very  little  linseed  oil.  Rub  cross-wise 
of  cracks  to  smooth  the  filler  perfectly. 

Remove  all  loose  particles  and  wipe  off  carefully  with  burlap 
or  coarse  cloth.  See  that  the  surface  is  perfectly  free  from 
unused  filler.  Allow  filler  to  stand  24  hours  before  proceeding 
with  the  next  coat  of  Finish. 

SELLING  PRICE 

12V2  lb.  51b.  lib. 

pail  can  can 


Devoe  Su perkleen  Brush 
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DEVOE  AUTO  TOP  DRESSING 


No  part  of  the  ear  that  is  of  equal  importance  gets  as  little 
attention  as  the  top. 

And  yet  it  really  requires  care,  because  if  it  looks  shabby, 
the  whole  car  is  affected.  A  dingy  top  detracts  from  the  beauty 
of  a  handsome  car  just  as  a  battered  hat  would  spoil  the  looks 
of  a  beautifully  dressed  woman. 

The  top  is  exposed  to  rather  rough  treatment.  The  streaks 
of  rain  force  particles  of  dust  into  the  fabric,  forming  tiny 
pinholes  which  eventually  tear  with  the  bouncing  of  the  car. 

But  even  as  concerns  the  top,  you  can  “fool  Father  Time.” 
A  coat  of  Devoe  Top  Dressing,  applied  to  it  at  least  once  a 
year,  will  protect  the  fabric  from  wear  and  will  keep  the  top 
always  looking  fresh  and  new.  Devoe  Top  Dressing  does  not 
crack,  chip,  or  soften.  It  is  not  affected  by  the  rain  or  washing. 


Auto  Top  Dressing. 


How  to  Apply  Top  Dressing. 

Leave  the  top  on  the  car. 

Wash  the  top  thoroughly,  allowing  it  to  dry  over  night. 

Brush  dressing  on  as  though  it  were  paint.  Apply  enough 
to  provide  for  absorption  by  dry  fabric. 

Allow  the  top  to  dry. 

Wash  with  cold  water  before  taking  the  car  out. 

For  imitation  Leather,  Pantasote  or  Fahrikoid  Top,  use 
Devoe  Auto  Top  Dressing. 

Do  not  use  Auto  Top  Dressing  on  any  surface  that  comes 
in  contact  with  body  heat. 

Covering  capacity:  1  pint  for  a  touring  car  top.  x/2  pimt 
for  a  roadster. 


V4s 


COST 


Vies 


SELLING  PRICE 

%s  %s  Vl  6S 


RENULAC  AUTOMOBILE  POLISH 

An  excellent  polish  for  lacquered  and  varnished  surfaces. 


COST 

is  y8s 


SELLING  PRICE 

1  s  Vss 
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DEVOE 

Screen  Paint 


0  one  would  cut  holes  in  their  screens  and  actually  invite  insects  to  enter. 

Yet  a  similar  effect  is  often  allowed  to  occur  by  the  non-protection  of  door  and 
window  screens. 

Unless  the  wire  is  properly  protected  from  the  action  of  the  elements,  the  rust  destroys  at 
least  part  of  the  unprotected  wire  mesh,  thereby  creating  holes  and  allowing  the  house  to  be 
filled  with  flies,  mosquitoes  and  other  insect  pests. 

Look  over  all  the  screens  at  once!  Coat  them  with  Devoe  Screen  Paint  before  they  are 
put  in  place  in  the  Spring  or  before  they  are  put  away  in  the  Fall. 

Devoe  Screen  Paint  is  easily  applied,  durable  and  artistic. 


1.  Apply  just  as  it  comes  from  the  can,  finishing  the  wire 
mesh  on  the  screen  first  and  then  refinishing  the  woodwork. 

One  coat  is  sufficient  on  the  wire.  On  new  woodwork  or 
when  an  especially  fine  finish  is  desired,  two  coats  should  be 


DIRECTIONS  FOR  USE 

applied.  When  turn  coats  are  used  on  the  woodwork,  sand  the 
first  coat  lightly  with  00  sandpaper  after  24  hours,  then  apply 
the  second  coat. 

2.  Brush  out  well,  being  careful  not  to  fill  the  wire  mesh. 


Is 


y2s 


COST 

%s 


Vss  Vies 


Is 


SELLING  PRICE 

%s  y4s  y8s 


/16  s 


Black. 


Light  Green. 
Dark  Green... 


Light  Green 


Dark  Green 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 


Black 
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DEVOE  HOLLAND  ENAMEL 


Devoe  Holland  Enamel  is  practical,  durable  and  sanitary. 
It  produces  a  solid,  tile-like  surface  which  is  as  washable  as  a 
china  plate. 

Devoe  Holland  Enamel  is  manufactured  in  white  only  and 
retains  its  immaculate  whiteness  indefinitely.  It  may  be  very 
effectively  used  for  interior  decorating  on  walls,  ceilings,  metal, 
mouldings,  etc. 

DIRECTIONS  FOR  USE 

New  work  should  be  built  up  to  a  smooth  solid  surface  with 
one  or  two  coats  of  Devoe  Flat  White  Undercoat. 

COST 

%s 

Gloss  White . .  . . 


Is 


V2S 


Allow  each  coat  to  dry  for  24  hours,  sandpaper  lightly 
between  coats  with  00  sandpaper  and  dust  off  clean. 

Apply  Devoe  Holland  Enamel  and  allow  to  dry  for  48 
hours.  Sandpaper  lightly  with  00  sandpaper  if  more  than  one 
coat  is  necessary. 

If  it  is  desired  to  rub  Holland  Enamel,  allow  the  last 
coat  to  dry  for  four  days  before  rubbing. 

If  Devoe  Holland  Enamel  becomes  too  thick  to  work  freely, 
thin  with  a  very  little  turpentine.  Do  not  brush  out  as  when 
applying  paint,  but  rather  keep  the  brush  full  of  enamel  and 
flow  on  freely. 

SELLING  PRICE 

Vss  Vie,*  Is  y2  S  14  s  1/8S  yi6s 


DEVOE  ROMAN  ENAMEL 


Devoe  Roman  Enamel  is  manufactured  for  use  on  walls, 
furniture,  woodwork  and  metal  upright  surfaces. 

It  is  a  hard  and  durable  enamel  which  works  freely  under 
the  brush. 

COVERING  CAPACITY :  One  gallon  of  Devoe  Roman 
Enamel  will  cover  600  square  feet  one  coat  or  350  square  feet 
two  coats. 

DIRECTIONS  FOR  USE 

New  work  should  be  built  up  to  a  smooth,  solid  surface  with 

COST 

is  y>s  14  s 

Gloss  White .  . . 


one  or  two  coats  of  Devoe  Flat  White  undei’coat. 

Allow  each  coat  to  dry  for  24  hours.  Sand  lightly  between 
coats  with  00  sandpaper  and  dust  off  clean. 

Apply  Devoe  Roman  Enamel  and  allow  to  dry  for  48  hours. 
Sand  lightly  with  00  sandpaper  if  more  than  one  coat  is  neces¬ 
sary. 

Old  work  should  be  sanded  and  cleaned  thoroughly  then 
proceed  same  as  for  new  work. 

SELLING  PRICE 

%s  y16s  is  y2s  i4s  y8s  y16  s 


DEVOE  FLAT  WHITE  UNDERCOAT 


Successful  Enamel  jobs  depend  to  a  great  extent  on  the 
undercoat  used.  To  obtain  a  smooth  even  finish  one  or  two 
coats  of  Devoe  Flat  White  Undercoat  should  be  used. 

Of  course,  the  number  of  coats  must  be  regulated  by  the 
condition  of  the  surface  to  be  finished. 

Covering  Capacity :  One  gallon  of  Flat  White  Undercoat 
will  cover  600  square  feet  one  coat,  or  350  square  feet  two  coats. 

DIRECTIONS  FOR  USE 

If  new  wood  is  to  be  finished,  apply  the  first  coat  thinned 


slightly  with  pure  turpentine.  Allow  24  hours  to  dry.  Sand 
lightly  with  00  sandpaper  and  dust  off  clean. 

If  old  wood  is  to  be  refinished  use  Devoe  White  Undercoat 
as  it  comes  from  the  can,  brushing  on  in  an  even  coat.  Allow 
24  hours  to  dry  and  sand  lightly  with  00  sandpaper  and  dust 
off  clean. 

Apply  the  succeeding  coats  of  Devoe  White  Undercoat  as 
it  comes  from  the  can.  Allow  24  hours  for  each  coat  to  dry 
and  sand  lightly  with  00  sandpaper  and  dust  off  clean. 


Is 


COST 

1/2S  bis  y8s  Vies 


Is 


SELLING  PRICE 

y2s  y4s  y8S 


Vies 
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DEVOE  MIRROLAC  STOVE  ENAMEL 


Devoe  Mirrolac  Stove  Enamel  is  manufactured  for  use  on  of  the  kitchen.  It  will  also  make  the  work  of  the  housewife 

stoves,  grates,  fireplaces,  boilers,  and  all  iron  work  subject  to  heat.  easier  as  it  can  be  washed  with  soap  and  water  in  a  jiffy. 

In  fact,  on  any  place  where  a  durable  black  finish  is  required. 

Covering  Capacity :  One  gallon  of  Devoe  Mirrolac  Stove 
It  forms  a  hard,  jet  black  glossy  surface  to  which  grease  Enamel  will  cover  500  square  feet  one  coat, 
does  not  readily  adhere.  It  will  add  greatly  to  the  attractiveness 

DIRECTIONS  FOR  USE 

Before  applying  he  sure  that  the  surface  is  free  from  grease  and  dust  and  is  thoroughly  dry.  Then  apply  one  or  more  coats 

of  the  Enamel,  as  desired. 

COST  SELLING  PRICE 

is  y2s  %s  y8s  y16s  y32s  is  y2s  y4s  y8s  y16s  y32s 


DEVOE  FLORENTINE  FRESCO  COLORS 

Devoe  Florentine  Fresco  Colors  are  manufactured  for  the  purpose  of  securing  either  freehand  or  stencil  work  on  kalsomine 
walls  or  surfaces  of  a  similar  nature.  They  are  also  useful  for  tinting  kalsomine. 

Their  use  results  in  the  most  artistic  effects  as  the  tones  are  strong  and  pure,  thereby  resulting  in  true  color  effects. 

Devoe  Florentine  Fresco  Colors  are  ground  in  distilled  water  without  the  addition  of  glue  or  size.  They  cannot  be  shipped  in 
cold  weather  as  they  are  liable  to  freeze. 

COST  SELLING  PRICE 

Jars  Jars 

Antwerp  Blue . . . 

Antwerp  Green . . . . . . . 

Caledonian  Brown . . . . . . 

Carmine  Lake . . . . . . . . . . . 

Cohalt  Blue . . . . . . . . . 

Crimson  Lake . . . . . . . 

Chrome  Green,  Light . 

Chrome  Green,  Medium . 

Chrome  Green,  Deep . . . 

Chrome  Yellow,  Light . . 

Chrome  Yellow,  Medium . . . 


for  Best  Results  llse  A  Devoe  Superkleen  Brush 
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DEVOE  FLORENTINE  FRESCO  COLORS  —  Continued 

COST  SELLING  PRICE 

Jars  Jars 

Chrome  Yellow,  Deep . .  . . .  . 

Cremnitz  White . . . . .  .  . 

Drop  Black . . . . . . . .  . .  . 

Dutch  Pink . . . . . .  .  . . 

Emerald  Green . . . . .  . .  . 

English  Vermilion.  Pale . . . . .  . . .  . 

English  Vermilion,  Deep . . . . .  .  . 

French  Zinc . . . . . . .  .  . 

Geranium  Lake .  — - .  . 

Golden  Ochre .  . .  . 

Golden  Brown,  Deep.. . . . . .  .  . 

Indian  Red . . . . .  — - .  . 

Italian  Blue . - . - .  .  . 

Italian  Burnt  Sienna . . .  . . 

Italian  Raw  Sienna . . .  . - 

Italian  Vandyke  Brown . . . - . 

Ivory  Black .  . - 

Maroon  Lake . . . .  . - .  . 

Mauve  Lake . . . - . 

Milori  Green,  Light . - .  — - . 

Milori  Green,  Medium . 

Milori  Green,  Deep . . . - . - . 

Prussian  Blue . . .  . — . — .  .  . 

Rose  Pink . .  •— . — 

Turkey  Burnt  Umber . 

Turkey  Raw  Umber . - . . . . . 

Turkey  Red  Lake,  Light . - . - .  . — 

Turkey  Red  Lake,  Deep . . .  . 

Ultramarine  Blue . . . - . - .  . — 

Ultramarine  Green,  Deep... . - .  . 

Venetian  Red . - . 

Yellow  Ochre . - . - . 

Yellow  Lake . . . 
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DEVOE  COACH,  CAR  AND  AUTOMOBILE  COLORS 


DEVOE  Coach,  Car  and  Automobile  Colors  are  manufac¬ 
tured  to  fill  the  requirements  of  the  successful  Coach,  Car  and 
Automobile  Painter. 

They  possess  the  utmost  in  tone,  texture  and  durability 
owing  to  a  careful  selection  of  basic  materials,  which  are  in 
turn  scientifically  combined  by  proven  manufacturing  methods. 

BLACKS 

A.  G.  Drop  Black . . . . . 

Coach  or  Drop  Black. . . . . . . . . 

Ivory  Black,  Artist . ~ . . . 

Ivory  Black,  Fine . . . . . 

Lamp  Black.  .. . . . . . . . 

Sign  Writers’  Lamp  Black . . . . . 

Special  Black  C . 

BLUES 

Azure  Blue . . . . . 

Azure  Blue,  Medium . . . . . . 

Body  Blue,  Medium . . . . . 

Cobalt  Blue,  Super . . . . . . 

Prussian  Blue . . . . . . . 

Royal  Blue,  Light . 

Turquoise  Blue . . . 

Ultramarine  Blue . . . 


In  the  plants  of  this  Company  the  use  of  pure  raw  materials 
is  an  inviolate  tradition,  and  Devoe’s  experience  in  making 
quality  products  dates  back  to  1754. 

Consequently,  the  Coach,  Car  and  Automobile  Painter  using 
these  colors  can  at  all  times  take  for  granted  their  standardized 
excellence,  as  tliev  have  been  tested  and  proven  by  the  most 
severe  of  all  critics,  “FATHER  TIME.” 

COST  SELLING  PRICE 

25  lb.  5  lb.  1  lb.  25  lb.  5  lb.  1  lb. 

Pails  Cans  Cans  Tubes  Pails  Cans  Cans  Tubes 


( Continued  on  Page  77) 
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DEVOE  COACH,  CAR  and  AUTOMOBILE  COLORS  —  Continued 


COST  SELLING  PRICE 

25  lb.  5  lb.  lib.  25  lb.  5  lb.  lib. 

BROWNS  Pails  Cans  Cans  Tubes  Pails  Cans  Cans  Tubes 

Burnt  Sienna,  Italian .  .  . 

Raw  Sienna,  Italian .  .  . 

Burnt  Umber,  Turkey . - .  . .  . .  . 

Raw  Umber,  Turkey .  .  .  . .  . 

Vandyke  Brown . . . —  . . . .  . . . 

GREENS 

Chrome  Green,  L.  M.  &  D .  .  - . 

Coach  Painters’  Green,  Medium .  .  . . . 

Emerald  Green,  Light .  .  . 

Marshall  Field  Green . . .  . 

Milori  Green . . . - .  . 

Mitis  Green,  Light . 

REDS 

Coach  Painters’  Red . . . - . - . 

Devonian  Red .  . - .  . - . 

Eastern  Vermilion . . . - .  . - . 

English  Vermilion,  Pale  and  Deep . - . -  . * . . .  . 

Firepan  Red . - .  . 

( Continued  on  Page  78) 
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DEVOE  COACH,  CAR  and  AUTOMOBILE  COLORS  —  Continued 

REDS — Continued 

King’s  Red . . . . . 

Oriental  Red . 

Pei'inanent  Red,  No.  1995  L . . 

Permanent  Red,  No.  1997  D . 

Permanent  Vermilion,  No.  2239 

Road  Cart  Red . 

Roadster  Red . 

Sign  Writers’  Red.. . 

Tuscan  Red . . . 

Venetian  Red . 

Victory  Red . . . 

Western  Red . . . 

WHITES 

Flake  White . ~ . 

French  Zinc . 

Striping  White  No.  7 . 

YELLOWS 

Armour  Yellow . . 

Chrome  Yellow  Lemon,  C.  P . 

Chrome  Yellow,  L.  M.  &  I) . 

Special  shades  made  to  order  if  wanted  in  quantities 

For  Best  Results  Use  .4  Devoe  Superkleen  Brush 


COST  SELLING  PRICE 

25  lb.  5  lb.  1  lb.  25  lb.  5  lb.  1  lb. 

Pails  Cans  Cans  Tubes  Pails  Cans  Cans  Tubes 
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DEVOE  COLD  WATER  PAINT 


Devoe  Cold  Water  Paint  is  manufactured  for  use  on  any 
plastered,  wood,  brick,  or  stone  wall,  where  a  sanitary  fire- 
obstructing  coating  is  desired. 

It  is  lime-proof  and  can  be  used  on  sand-finished  walls 
without  sizing ;  the  white  does  not  turn  yellow  and  is  not  affected 
by  gases. 

Devoe  Cold  Water  Paint  is  more  economical  than  white¬ 
wash,  is  more  easily  prepared,  and  will  not  chip  or  rub  off. 


It  makes  a  solid,  even  surface  and  wears  three  times  as  long. 

Directions  for  Use :  Thin  to  brushing  consistency  with  cold 
water  (one  pint  to  the  pound  is  generally  enough).  Use  at 
least  two  coats  on  outside  work. 

Covering  Capacity:  One  pound  will  cover  25  to  40  square 
feet  on  rough  boards,  brick  or  stone,  and  50  to  100  square  feet 
on  smooth  boards  or  plaster.  For  two  coat  work,  figure  one 
and  a  half  pounds  for  above  surfaces. 


COST  SELLING  PRICE 

Bbls.  100  lbs.  50  lbs.  25  lbs.  Bbls.  100  lbs.  50  lbs.  25  lbs. 

White  Interior .  . .  . . 

White  Exterior .  .  .  . 


DEVOE  MILL  COATING 


Devoe  Mill  Coating  is  manufactured  for  use  on  the  inside  of 
factories,  warehouses,  mills,  or  any  interior  surface  where  it  is 

COST 

Bbls.  100  lbs. 


desirable  to  have  a  fire-retarding,  sanitary  coating. 
Prepared  for  use  by  mixing  with  cold  water. 

SELLING  PRICE 

Bbls.  100  lbs. 


DEVOE  COLD  WATER  CALCIMINE 


( Eastern  Div.  Only) 

COST 

Bbls.  100  lbs.  5  lbs. 


SELLING  PRICE 

Bbls.  100  lbs.  5  lbs. 


White 

Tints 
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DEVOE  ARCHITECTURAL  FINISHES 


OlTND  wood,  if  properly  protected,  will  last  for 
_y  generations.  Some  of  the  magnificent  panellings  and 
wainscotings  of  English  Manorial  homes,  cathedrals 
and  libraries  are  today  in  perfect  condition  in  spite  of  two  or 
three  centuries  of  use. 

The  cost  and  trouble  of  replacing  worn  woods  in  our  homes, 
or  the  annoyance  of  tolerating  their  ugliness,  is  not  the  result 
of  the  inevitable  ravages  of  time,  but  rather  of  our  own  care¬ 
lessness  in  not  keeping  the  surface  well  finished  with  good 
varnish. 

Varnish  puts  a  protective  film  between  wood  and  its  two 
great  enemies — wear  and  moisture.  The  hard,  durable  film  of 
varnish  takes  upon  itself  the  dents,  scratches  and  cuts  that 
would  otherwise  destroy  the  fibre  of  the  wood,  and  at  the  same 
time  it  seals  the  wood  from  moisture,  preventing  swelling  and 
warping  and  shrinking. 

The  economy  of  varnishing  lies  in  this:  The  wear  and 
deterioration  fall  on  the  varnish  rather  than  on  the  wood  itself. 
When  the  varnish  begins  to  wear  away,  it  can  be  replaced  for 
less  than  a  twentieth — sometimes  less  than  a  hundredth  part  of 
the  cost  of  replacing  the  wood. 

THE  SECRET  OF  VARNISH  MAKING 

Varnishes  differ,  of  course,  according  to  the  general  char¬ 
acter  of  the  ingredients  used.  But  every  painter,  every  archi¬ 
tect,  every  varnish  expert  knows  that  the  important  factors 
in  making  the  best  varnishes  are  the  ideals  of  the  Company,  the 
experience  of  the  Company,  and  the  selection  of  raw  materials. 

Ideals  of  the  Company — Certainly  the  ideals  of  the  Com¬ 
pany  producing  the  goods  is  the  first  factor  governing  the 
quality  of  the  merchandise  manufactured.  And  it  is  only 
reasonable  to  assume  that  if  the  ideals  of  the  Company,  which 
is  in  reality  the  soul  of  the  Company,  are  of  the  highest,  and 
if  strict  adherence  to  these  ideals  is  maintained,  the  highest 
excellence  in  all  things  is  on  a  fair  way  to  be  developed. 

This  phase  of  manufacture  is  something  which  forms  a  big 
part  of  the  house  of  Devoe.  The  Products  sold  by  this  Com¬ 
pany  in  1754,  twenty-two  years  before  the  Revolutionary  War, 
were  the  best  that  could  be  obtained  from  materials  and  manu¬ 
facturing  methods  in  vogue  at  that  time. 

During  the  ensuing  period,  which  is  nearing  two  centuries, 
every  can  of  Devoe  Paint  or  Varnish  is  a  result,  or  has  been 
a  result  of  the  same  ideals,  which  are  to  manufacture  the  very 
best  material  for  each  specific  use. 


The  ideals  of  this  Company  which  are  the  vital  part  of  its 
very  life  have  been  the  main  factor  which  made  this  house 
known  as  a  “Quality”  house  when  George  Washington  was  a 
youth,  and  has  allowed  it  to  remain  known  as  a  “Quality” 
house  during  every  year  since  its  inception. 

Experience  Acquired — The  next  factor  which  accounts  for 
variations  in  the  quality  in  Varnish  is  experience  which  is  some¬ 
thing  easily  compounded.  In  other  words,  in  1754,  we  naturally 
gained  some  experience;  in  the  year  1755  we  gained  additional 
experience,  and  so  on  throughout  the  years,  with  the  results 
that  this  Company  has  at  its  command  a  wealth  of  experience 
which  is  unequalled  by  any  other  paint  or  varnish  Company 
in  the  United  States. 

Every  can  of  Devoe  Varnish  is  made  with  the  inimitable 
skill,  the  unequalled  knowledge  that  can  come  from  one  source 
only — generation  after  generation  of  men  doing  one  thing 
supremely  well. 

The  Ingredients  Used — The  traditional  ideals,  skill  and 
experience  of  Devoe  is  applied ■  only  to  raw  materials  that  are 
worthy  of  them.  Each  basic  material  is  thoroughly  tested  for 
standard  qualities  recognized  by  Devoe  as  essential  in  the 
manufacture  of  perfect  varnishes  before  being  accepted  in  the 
factory  or  used. 

There  is  no  skimping  of  quality  or  quantity  anywhere; 
no  adulteration,  no  hastening  of  a  single  process  to  save  time 
or  labor.  No  Devoe  Varnish  is  ever  put  into  a  can  until  it  is 
filtered  free  of  all  sediment,  until  it  is  fully  aged  and  tested 
chemically  and  on  sample  panels  to  insure  its  excellence  beyond 
question. 

No  single  varnish  can  suit  all  purposes  equally  well  no 
more  than  the  same  clothes  can  suit  all  seasons, .  or  the  same 
medicine  can  cure  all  ills. 

Consequently  each  Devoe  Varnish  is  specifically  compound¬ 
ed  to  meet  exactly  the  requirements  of  its  particular  use.  This 
method  eliminates  the  necessity  of  sacrificing  one  quality  for 
the  sake  of  another. 

By  keeping  abreast  with  recent  discoveries  in  the  field  of 
chemistry,  Devoe  is  able  to  offer  many  quick-drying  varnishes 
which  are  more  elastic  and  more  durable  than  any  varnishes 
ever  produced  heretofore. 

Covering  Capacity-.  The  average  varnish  will  cover  400 
square  feet  per  gallon,  two  coats,  and  600  square  feet,  one  coat. 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  AQUASPAR  VARNISH 

Devoe  Aquaspar  Varnish  is  manufactured  for  marine  use,  for  laundries,  bathrooms,  kitchens, 
or  other  places  where  protection  from  water  is  essential. 

Devoe  Aquaspar  Varnish  is  waterproof.  It  will  not  turn  white  under  hot  water,  cold  water, 
or  salt  water.  Rain,  snow  or  sleet  will  not  cause  it  to  blister,  check  or  crack.  It  resists  extremes 
of  heat  or  cold  and  exposure  to  steam,  fumes,  or  rapid  changes  in  temperature.  Aquaspar  is 
not  only  weatherproof,  but  wearproof  as  well.  It  is  lustrous  and  brilliant;  it  keeps  its  gloss  even 
after  repeated  washing  with  soap  and  water.  It  dries  dust  free  in  two  hours  and  hard  over  night. 

DIRECTIONS  FOR  USE 


Apply  a  first  coat  of  Devoe  Aquaspar  Varnish  as  it  comes 
from  the  can,  and  allow  to  dry  thoroughly.  Sandpaper  lightly 
with  00  sandpaper  and  dust  off  clean. 

Apply  the  second  coat  of  Aquaspar  Varnish  as  it  comes 


from  the  can,  and  allow  to  dry  thoroughly.  Rub  lightly  with 
00  sandpaper  or  fine  steel  wool  and  dust  off  clean. 

Apply  the  third  coat  of  Devoe  Aquaspar  Varnish  and 
allow  to  dry  thoroughly. 


Is 
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SELLING  PRICE 

y2s  y±$  y8s 
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DEVOE  PALE  INTERIOR 

(T  Hour) 


Devoe  Pale  Interior  Varnish  is  manufactured  for  interior 
upright  surfaces  such  as  doors,  walls,  wainscoting,  trim,  mold¬ 
ings,  window  ledges,  etc. 

This  varnish  is  exceptionally  clear  and  translucent,  reveal¬ 
ing  the  beauty  of  the  wood  in  all  its  natural  perfection.  It 
dries  with  a  soft  lustre,  bright  enough  to  reflect  the  light  with 
a  sparkle  and  glow,  yet  gentle  and  mellow  enough  to  give  the 
effect  of  the  rich  full  “tone”  which  gives  long-aged  wood 
its  charm. 

Devoe  Pale  Interior  Varnish  gives  a  depth  of  finish  that  is 


extraordinary.  The  light  strikes  down  through  the  varnish 
film  as  though  it  were  of  clearest  polished  glass.  The  wood  takes 
on  the  character  not  only  of  a  surface  but  of  a  body.  Its  color 
and  pattern  seem  to  have  depth  behind  them ;  the  wood  seems 
more  solid,  more  enduring,  and  more  beautiful. 

The  varnish  is  hard  drying.  It  can  be  given  an  extremely 
high  gloss  by  polishing  or  rubbed  to  a  dull,  satin  sheen. 

It  is  very  durable,  flows  easily,  and  the  varnish  dries  with 
a  glass-like  smoothness. 


DIRECTIONS  FOR  USE 


Apply  the  first  coat  of  Devoe  Pale  Interior  Varnish  as  it 
comes  from  the  can,  and  allow  to  dry  thoroughly.  Sandpaper 
lightly  with  00  sandpaper  and  dust  off  clean. 

Apply  the  second  coat  of  Devoe  Pale  Interior  Varnish  as 


it  comes  from  the  can  and  allow  to  dry  thoroughly.  Sandpaper 
lightly  with  00  sandpaper  or  fine  steel  wool  and  dust  off  clean. 

Apply  the  third  coat  of  Devoe  Pale  Interior  Varnish  and 
allow  to  dry  thoroughly. 
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DEVOE  MARBLE  FLOOR  FINISH 

(4  Hour) 

Devoe  Marble  Floor  Finish  Varnish  is  made  primarily  for  floors  and  linoleums.  It  is  made  to 
resist  the  hardest  kind  of  wear,  while  at  the  same  time  preserving  the  natural  beauty  of  the  wood. 

Devoe  Marble  Floor  Finish  Varnish  is  extremely  elastic.  Instead  of  chipping  off  or  cracking 
when  it  is  banged  or  pounded,  because  of  its  elasticity  it  yields  without  breaking  the  protective 
film.  It  is  tough  and  hard  enough  to  withstand  the  pounding  of  heels  and  the  scraping  of  furni¬ 
ture  for  a  great  length  of  time.  It  keeps  the  wear  from  the  wood,  preserving  the  fibres  from 
being  cut  or  ground  away,  sealing  the  pores  and  cracks  against  moisture,  germs  and  dirt ;  pre¬ 
venting  warping  and  shrinkage. 

Devoe  Marble  Floor  Finish  is  pale,  clear  and  translucent.  It  dries  with  a  glass-like  smooth¬ 
ness  and  brilliance,  reflecting  the  light,  and  mirroring  the  furniture.  It  is  waterproof  and  will 
not  scratch  white,  or  spot  under  hot  or  cold  liquids. 


DIRECTIONS  FOR  USE 


Apply  a  first  coat  of  Devoe  Marble  Floor  Finish  Varnish 
as  it  comes  from  the  can,  and  allow  to  dry  thoroughly.  Sand¬ 
paper  lightly  with  00  sandpaper  and  dust  off  clean. 

Apply  a  second  coat  of  Devoe  Marble  Floor  Finish  Varnish 


as  it  comes  from  the  cau,  and  allow  to  dry  thoroughly.  Rub 
lightly  with  00  sandpaper  or  fine  steel  wool  and  dust  off  clean. 

Apply  a  third  coat  of  Devoe  Marble  Floor  Finish  Varnish 
and  allow  to  dry  thoroughly. 
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DEVOE  ALUMINUM  PAINTS 


Spar  Varnish  and  Powdered  Aluminum  in  Separate  Con¬ 
tainers  :  This  product  can  be  used  on  interior  or  exterior 
surfaces.  It  is  recommended  for  storage  tanks,  gas  tanks  and 
for  general  use  around  industrial  plants. 

Spar  Varnish  and  Paste  Aluminum  in  Separate  Containers : 
Similar  to  the  Aluminum  Paint  mentioned  above  except  that 

COST 

5s  Is 


the  aluminum  in  this  case  is  in  paste  form.  Aluminum  paste 
disperses  more  easily  and  quickly  when  added  to  the  vehicle 
and,  of  course,  the  waste  caused  by  dry  powder  flying  about 
is  eliminated. 

The  Aluminum  paste  produces  an  Aluminum  Paint  just  as 
brilliant  as  when  dry  aluminum  is  employed. 

SELLING  PRICE 

5s  Is 


For  Best  Results  IJse  A  Devoe  Superkleen  Brush 


DEVOE  RUBBED  EFFECT  VARNISH 


Devoe  Rubbed  Effect  Varnish  produces  a  hand- rubbed 
effect  without  hand-rubbing. 

The  soft,  dull  finish  so  characteristic  of  fine  old  antique 
furniture  and  of  panelling  and  wainscoting  done  years  ago,  is 
the  result  of  hand-rubbing. 

In  the  present  day  of  high  labor  cost,  the  slow,  long  process 
of  rubbing  by  hand  is  almost  prohibitive. 

But  it  is  possible  to  get  the  hand-rubbed  effect  inexpensively 
by  the  use  of  this  varnish. 


It  dries  with  a  dull,  velvety  finish ;  giving  the  same  low,  even 
sheen  as  hand-rubbing. 

Devoe  Rubbed  Effect  Varnish  reflects  the  light  gently,  dif¬ 
fuses  and  softens  it  and  gives  the  wood  a  mellowness  and 
restraint  that  suggests  the  splendid  woodwork  of  French 
chateaux  or  English  manor  houses. 

Devoe  Rubbed  Effect  Varnish  will  not  scratch  or  mar  white. 
It  is  hard  drying,  durable  and  waterproof. 

Dries  dust  free  in  two  hours  and  hard  over  night. 


DIRECTIONS  FOR  USE 


Apply  a  first  coat  of  Devoe  Pale  Interior  Varnish  or  any 
other  good  varnish  which  will  dry  with  a  gloss.  Allow  to  dry 
thoroughly.  Then  sandpaper  lightly  with  00  sandpaper  or  fine 
steel  wool,  and  dust  off  clean. 


Apply  a  second  coat,  using  the  same  varnish  and  allow  to 
dry  thoroughly.  Sandpaper  lightly  with  00  sandpaper  or  fine 
steel  wool  and  dust  off  clean. 

Apply  a  third  coat,  using  Devoe  Rubbed  Effect  Varnish, 
and  allow  to  dry  thoroughly. 
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DEVOE  LINOLEUM  VARNISH 


A  quick  drying  varnish  made  especially  for  use 
on  linoleums.  It  is  exceptionally  light  in  color  and 
gives  added  beauty  to  the  linoleum.  Very  tough 
and  exceptionally  elastic.  It  will  not  chip  or 
crack,  scratch  or  mar  white.  It  stands  hot  and 
cold  water  and  such  solutions  as  are  used  for 
cleaning  up  linoleum.  Devoe  Linoleum  Varnish 
brushes  easily,  flows  out  smoothly  and  dries  with  a  soft,  rich 
lustre.  Dries  dust  free  in  one  hour  and  hard  enough  to  walk 
on  in  3 1/2  hours. 

One  coat  of  Devoe  Linoleum  Varnish  well  brushed  out,  offers 


sufficient  protection  in  most  cases.  Frequent  appli¬ 
cations  are  better  than  successive  coating.  Do  not 
use  Devoe  Linoleum  Varnish  on  any  surface  which 
is  damp  or  greasy.  If  greasy,  wash  thoroughly 
with  soap  and  water,  then  rinse  with  clean  water 
and  allow  to  dry.  For  best  results  use  a  Devoe 
soft  bristle  varnish  brush. 

Caution :  Brush  out  well  to  a  uniform  thin  coat.  Do  not 
thin.  Tins  varnish  is  to  be  used  as  it  comes  from  the  can. 

Spreading  Capacity :  600  square  feet  per  gallon,  one  coat. 


COST 

is  y2S  y4s  y8s  y16s 


SELLING  PRICE 

is  Los  y4s  y8s 


DEVOE  EXTRA  HEAVY  WHITE  DAMAR 


A  perfectly  transparent  colorless  varnish,  superior  in  quali¬ 
ty.  Used  in  making  white  enamel,  paint,  etc.  Very  heavy 
bodied.  Not  suited  for  use  on  floors  or  furniture  as  it  is  soft 
and  will  get  tacky  from  the  heat  of  the  body.  Often  used  for 
varnishing  light  colored  wallpaper  in  bathrooms,  dining  rooms, 

COST 

is  y2s  y4s  y8s  y16s 


etc.  When  the  paper  is  absorbent,  it  should  be  given  a  first 
coat  of  Brilliantine  Bronzing  Liquid.  Damar  is  also  used  on 
light  colored  art  novelties  and  has  a  wide  use  in  varnishing 
over  oil  color  decorations  on  lamp  shades.  Dries  dust  free  in 
one  hour  and  hard  over  night. 

SELLING  PRICE 

is  y2s  y4s  i/8s  y16s 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  No.  I  COACH 

For  general  use  inside  or  out.  Heavy  bodied.  High  gloss.  Can  be  rubbed.  Dries  dust  free  iu  four  hours  and  hard  over  night. 

Suitable  for  farm  wagons  and  implements. 


Is  y2  s 


COST 

14s  y8s  %6s 


SELLING  PRICE 

is  y2s  y  s  y8s  y6s 


DEVOE  ONE  COAT  COACH 

A  heavy  bodied  light  colored  varnish.  Works  easily  and  gives  a  brilliant  finish.  Dries  dust  free  in  4  to  6  hours  and  hard  in  24. 
A  very  satisfactory  varnish  for  general  use  where  a  hard  finish  is  required. 


is  y2  s 


COST 

y4s  y8s  x/ 


16s 


SELLING  PRICE 

is  y2s  ys  y8s  y16s 


DEVOE  SIZING  VARNISH 

For  plastered  walls,  wall  board,  etc.,  as  an  undercoat  for  paint.  Will  stop  suction.  It  will  mix  with  paint  and  colors. 


Is 


COST 

y2s  y  s  y8s  y16s 


Is 


SELLING  PRICE 

y2s  ys  y8s  yi6s 
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DERAYCO  INTERIOR  VARNISH 

A  quick  drying,  full  bodied,  durable  and  pale  interior  varnish  at  a  low  price.  Dries  dust  free  in  two  hours  and  hard  over  night. 


COST 

Is  1/2S  X/4s  %S  yi6  s 


SELLING  PRICE 

is  %s  y4s  %s  y16s 


DERAYCO  QUICK  DRYING  FLOOR  VARNISH 

A  quick  drying,  full  body,  durable  varnish  at  a  low  price.  Apply  in  the  same  manner  as  Devoe  Marble  Floor  Finish  Varnish. 

Dries  dust  free  in  two  hours  and  hard  over  night. 


COST 

Is  1/2S  1/4  s  y8s  Vies 


SELLING  PRICE 

Is  1/2S  14s  1/8S  Vies 


DERAYCO  HARD  OIL 

For  all  interior  woodwork,  except  floors.  Dries  dust  free  in  two  hours  and  hard  in  four  to  six. 


COST 

Is  1/2  s  14  s  y8s  Vies 


SELLING  PRICE 

Is  y2s  %s  i/8s  Vies 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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BLACK  VARNISHES 

DEVOE  BLACK  ASPHALTUM 


Is  Y2,  s 


Heavy  body ;  air-drying  on  metal  or  wood.  Dries  very  quickly. 

COST  SELLING  PRICE 

X/4S  X/8S  %6S  IS  V2S  X/4S  1/8S 


VlOs 


DERAYCO  BLACK  ASPHALTUM 


Air-dries  with  good  gloss. 


Is  %s 


COST 

i/4s 


VsS  Vies 


Is 


SELLING  PRICE 

V2S  V4S  y8s 


x/igS 


PAINTERS’  JAPANS  OR  LIQUID  DRYERS 

DEVOE  JAPAN  GOLD  SIZE 

A  very  pale  dryer,  double  the  strength  of  ordinary  Japan.  Especially  valuable  for  mixing  light  colors  or  as  a  size  for 
laying  gold  leaf  on  wood  or  metal.  The  tack  is  right  for  laying  leaf  in  %  to  IV2  hours. 


Is 


COST 

y2s  y4s  y8s  y16s 


SELLING  PRICE 

is  y>s  14s  y8s  y16s 


DEVOE  WHITE  JAPAN 


Indispensable  to  the  carriage,  car  and  house  painter  for  use  in  light  colors.  Good  body  and  light  color. 

COST  SELLING  PRICE 

is  y2s  14s  y8s  yes  is  y2s  y4s  i/8s  yi6s 
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DEVOE  JAPAN  DRYER 


A  good  strong  dryer  for  painters’  general  use;  not  too  dark. 


%s 


COST 

%s  yss 


:  1C* 


SELLING  PRICE 

Is  1/os  %s  Vs  S 


DERAYCO  JAPAN  DRYER 


4  practical  house  painters’  dryer.  A  quick  dryer  for  oil  paint. 


oS 


COST 

%s  i/8s 


McS 


SELLING  PRICE 

is  '  y2 s  14s  yss 


DEVOE  "B"  JAPAN  DRYER 


4s 


It  is  a  quick  dryer,  and  mixes  well  with  oil. 

COST  SELLING  PRICE 

%s  y8s  y16s  is  i/2s  y4s  y8s 


For  Best  Results  L'se  A  Devoe  Superkleen  Brush 


SHELLAC 


DEVOE  PURE  WHITE  SHELLAC 

Devoe  Shellac  is  cut  in  Specially  Denatured  Alcohol,  which  is  pure  Grain  Alcohol  with  4%  per  cent  of  Refined  Wood  Alcohol. 

Guaranteed  free  from  Rosin,  Benzine  or  any  other  adulteration. 


Bbls. 


Cans 


Is 

Cans 


COST 

y2s  14s 
Cans  Jars 


y8s 

Jars 


M.6s 

Jars 


Vs  2S 

Jars 


Bbls. 


Cans 


SELLING  PRICE 

Is  1/2S  VlS  VsS 

Cans  Cans  Jars  Jars 


Hes 

Jars 


%2S 

Jars 


DEVOE  PURE  ORANGE  SHELLAC 


COST  SELLING  PRICE 

Bbls.  5s  Is  V2S  14s  %s  Yie  s  %2s  Bbls.  5s  Is  V2s  M  s  %s 

Cans  Cans  Cans  Jars  Jars  Jars  Jars  Cans  Cans  Cans  Jars  Jars 


yies 

Jars 


X/3  2S 

Jars 


Bbls. 


5s 

Cans 


Is 

Cans 


DERAYCO  ORANGE  SHELLAC 


COST 

i/2s  Ms 
Cans  Jars 


( Denatured  Alcohol) 


%s  y16s  y32s  Bbls.  5s  Is 
Jars  Jars  Jars  Cans  Cans 


SELLING  PRICE 


y2s 

Cans 


y4s 

Jars 


y8s 

Jars 


Kgs  y2s 

Jars  Jars 


Bbls. 


5s 

Cans 


Is 

Cans 


COST 

%s  ^s 
Cans  Jars 


DERAYCO  WHITE  SHELLAC 

( Denatured  Alcohol) 


y8s 

Jars 


Vies 

Jars 


y32s 

Jars 


Bbls. 


5s 

Cans 


Is 

Cans 


SELLING  PRICE 

y2s  Ms  v8s 

Cans  Jars  Jars 


y6s 

Jars 


M2S 

Jars 
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DEVOE  BRILLIANTINE 

Brilliantine  Bronzing  Liquid  is  a  very  pale  and  very  fast 
drying  medium  for  mixing  with  bronze  powder  of  any  shade  or 
quality.  It  is  of  special  value  for  use  on  metal  or  any  hard  sur¬ 
face,  but  should  not  be  used  over  painted  or  varnished  surfaces. 

When  gilding  absorbent  surfaces  such  as  wood  or  paper 
be  sure  that  the  suction  is  first  stopped  with  a  coat  of  shellac. 

COST 

Is  y2 s  V4S  y8s  Vi6s  2  oz. 

Bottles 


BRONZING  LIQUID 

A  gallon  of  bronzing  liquid  takes  up  to  four  pounds  of 
gold  bronze  or  an  ounce  of  gold  to  two  ounces  of  liquid.  Half 
that  weight  of  aluminum  bronze  is  sufficient. 

Brushes  used  in  Brilliantine  Bronzing  Liquid  can  be  cleaned 
with  alcohol. 

SELLING  PRICE 

Is  y2 s  1/4S  %S  %6S  2  oz. 

Bottles 


DEVOE  SUPERIOR  LIQUID  for  BRONZE 


Devoe  Superior 

Bronze 

Liquid  can 

be  mixed 

with  any 

tion  and  the  safest 

liquid  to  use  for  bronzing  over  painted 

hade  or  quality  of 

bronze 

powder;  is  a 

turpentine 

prepara - 

varnished  surfaces. 

It  dries  more  slowly 

than  Brilliantine. 

COST 

SELLING  PRICE 

Is 

V2S 

XU  s  Vss 

K«s 

2  oz. 

is  y2  s 

i/ss  Vies 

2  oz. 

Bottles 

Bottles 

For  Best  Results  Use  A  Uevoe  Superkleeri  Brush 
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DERAYCO 

DERAYCO  is  a  trademark  name  which  we  are  using  to  designate 
a  quality  of  material  which  though  it  is  by  no  means  of  DEVOE 
Quality  is  sufficiently  good  to  carry  our  name  as  manufacturers. 
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DERAYCO 

Ho  use  Pa  ini 


ERAYCO  House  Paint  is  manufactured  for  both  interior  and  exterior  use,  and 
possesses  unusual  wearing  qualities. 

Derayco  House  Paint  is  composed  of  the  best  basic  materials,  each  ingredient 
being  thoroughly  tested  to  insure  a  strict  compliance  of  the  standard  of  quality  demand¬ 
ed  in  all  raw  materials  used  by  Devoe  &  Raynolds  Co.,  Inc. 

The  tested  materials  entering  into  the  manufacture  of  Derayco  House  Paint,  are  then 


thoroughly  combined  by  heavy  machinery  and  proven  manufacturing  processes  which 
sure  a  paint  of  uniform  quality,  durability  and  economy. 

EXAMPLE 

Derayco  House  Paint  is  reasonably  heavy  bodied  and  should  Add — Width  of  front .  40  ft. 

be  thinned  for  the  first  coat  with  a  sufficient  amount  of  linseed  Width  of  back . . . . .  40  ft. 

oil  or  turpentine  to  meet  the  various  conditions  existing  in  Length  of  one  side . . .  50  ft. 

different  localities,  lumber  and  buildings.  Length  of  other  side .  50  ft. 

Derayco  House  Paint  will  cover  500  square  feet  one  coat  Total, 

or  275  square  feet  two  coats.  It  should  never  be  flowed  on  a 
surface  but  should  be  thoroughly  brushed  out.  Total  . - . 4500  sq.  ft. 


m- 


. . .  180  sq.  ft. 

Multiply  by  height... . . . .  25  ft. 


The  following  is  the  correct  way  to  ascertain  the  number  of 
gallons  required  to  paint  the  average  house : 


For  one  coat  divide  the  total  by  500  square  feet,  and  for  two 
coat  work  divide  by  275  square  feet. 


DIRECTIONS  FOR  USE 


1.  Do  not  use  Derayco  House  Paint  on  any  surface  which  is 
damp.  Be  sure  that  the  wood  is  thoroughly  dry  and  if  it  is  a  new 
house,  that  the  plaster  is  likewise  thoroughly  dry. 

2.  Pour  all  liquid  found  in  the  container  into  a  separate  pail. 

3.  Thoroughly  mix  the  remaining  pigment  with  a  very  little 
of  the  liquid  using  a  wide  paddle. 


4.  Add  the  balance  of  the  liquid  in  small  amounts  stirring 
and  completely  mixing  each  time  the  liquid  is  added. 

5.  Pour  the  entire  contents  of  the  package  from  one  can  into 
another,  duplicating  this  procedure  several  times. 

6.  Before  painting  new  wood  cover  all  knots  and  sappy  places 
with  a  thin  coat  of  shellac. 

( Continued  on  Page  94) 


For  Best  Restilts  Use  A  Devoe  Superkleen  Brush 
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DERAYCO  HOUSE  PAINT 


No.  107  165  Light  Cream 


No.  1 18 


131  Ivory 


No.  181  195  Bright  Yellow 


No.  118  |98  Cream  Tint 


No.  165 


I  1 6  Manila 


No.  194  179  Light  Gray 


No.  106 


I  1 8  Fawn 


No.  179  194  Light  Lead 


No.  116  133  Light  Brown 


No.  178  132  Pure  Gray 


No.  181  178  Greenish  Gray 


No.  181  I  10  Green  Tint 


No.  198  107  Sea  Green 


No.  118  *181  Blind  Green 


No.  107  *  101  Bottle  Green 
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DERAYCO  HOUSE  PAINT  —  Continued 


( Continued  from  Page  92) 


7.  For  three  coat  work  reduce  the  priming  coat  with  the 
linseed  oil  in  the  proportion  of  a  cpiart  of  oil  to  a  gallon  of 
Derayco  House  Paint.  However,  when  the  wood  is  extremely 
pitchy  reduce  the  priming  coat  with  turpentine  instead  of  linseed 
oil,  using  one  pint  of  turpentine  to  a  gallon  of  Derayco  House 
Paint.  For  poor  lumber  use  Lumilead  Primer.  See  Page  9. 


Bbls. 


os 


Is 


COST 

i/2s 


All  Colors  and  White... 


8.  Putty  all  seams  and  nail  holes  after  the  priming  coat. 

9.  Apply  the  second  and  third  coats  of  Derayco  House  Paint 
as  it  comes  from  the  can. 

10.  Be  sure  to  allow  plenty  of  time  for  each  coat  to  dry  before 
applying  the  succeeding  coat. 


Vss  Vies 


Bbls. 


os 


SELLING  PRICE 

Is  ^s  ^s 


Vss  Vies 


For  lies t  Results  Use  A  Devoe  Superkleen  Brush 
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For  Porch 
Ceilings  Only 


DERAYCO  HOUSE  PAINT  —  Continued 


No.  118  106  Dark  Brown  *184  Dark  Blue  No.  165  1 66  Pompeian  Red 


“ Employ  a  Repulaltle  Painter — Specify  Devoe ” 


[ Page  95] 


DERAYCO 

Va  mis  h  Stain 

lERAYCO  Varnish  Stain  is  manufactured  for  use  on  interior  woodwork,  bric-a- 
1  brae  and  furniture.  It  develops  a  stained  and  varnished  effect  with  one  application. 

Derayco  Varnish  Stain  is  a  combination  of  a  durable  varnish  and  tested  colors. 

Applied  to  new  or  old  surfaces  it  will  develop  a  pleasing  imitation  of  the  more  costly 
woods,  such  as  Oak,  AValnut  and  Mahogany. 


It  can  be  used  with  perfect  satisfaction  on  furniture,  base¬ 
boards,  doors  and  woodwork.  These  surfaces  frequently  become 
scratched,  marred  and  worn,  and  unless  renewed  their  appear¬ 
ance  vitally  affects  the  beauty  of  the  entire  home. 

Derayco  Varnish  Stain  will  retain  its  effective  lustre  and 
color  for  an  unusual  length  of  time,  and  will  add  considerably 
to  the  durability  of  the  article  or  surface  to  which  it  is  applied. 

Derayco  Varnish  Stain  works  freely  under  the  brush,  dries 


rapidly  and  when  properly  applied  will  not  show  laps  or  brush 
marks. 

Always  remember  that  the  strength  of  any  of  the  Derayco 
Varnish  Stain  colors  can  be  modified  by  the  addition  of  Derayco 
Varnish  Stain  Clear,  thereby  securing  a  shade  suitable  for  any 
particular  use. 

One  gallon  of  Derayco  Varnish  Stain  will  cover  500  square 
feet  one  coat,  or  275  square  feet  two  coats. 


DIRECTIONS  FOR  USE 


On  new,  open  grained  or  hard  wood,  such  as  Oak,  Ash, 
Walnut,  Chestnut,  Mahogany,  etc.,  first  apply  a  coat  of  Devoe 
Paste  Wood  Filler,  then  apply  Derayco  Varnish  Stain,  one  or 
more  coats  as  desired. 

On  new,  close  grained  or  soft  wood,  such  as  Pine,  Maple 
White  Wood,  etc.,  apply  Derayco  Varnish  Stain  direct  to  the 
wood,  one  or  more  coats  as  desired.  The  first  coat  should  be 
thoroughly  dry,  and  hard  before  a  second  coat  is  applied. 


For  Refinishing  Surfaces :  Clean  thoroughly  with  soap  and 
water,  and  when  dry  apply  Derayco  Varnish  Stain.  If  surface 
is  not  in  good  condition  remove  the  old  finish  with  Devoe  Paint 
and  Varnish  Remover,  or  if  the  surface  is  dark  in  color  and  you 
want  to  produce  an  Oak  or  some  other  light  wood  finish,  first 
sandpaper  the  old  surface  and  apply  a  coat  of  Derayco  Ground 
Color.  Then  finish  with  the  desired  shade  of  Derayco  Varnish 
Stain.  Derayco  Varnish  Stain  under  favorable  conditions  will 
dry  hard  over  night. 


Is 


COST 

Mss  i/4s 


Is 


SELLING  PRICE 

y2s  y4  s 


Ordinary  Shades.. 
Dark  Mahogany. 
Ground  Color . 


For  Rest  Results  Use  A  Devoe  Superhleen  Brush 
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DERAYCO  VARNISH  STAIN 


No.  10  Light  Oak 


No.  I  I  Golden  Oak 


No.  12  Dark  Oak 


No.  15  Walnut 


No.  13  Mahogany 


No.  14  Dark  Mahogany 
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DERAYCO  ENAMEL  (White  Only) 


COST 

is  y2s  y±s,  y8s  Me® 


SELLING  PRICE 

is  y2s  %s  y8s  y16s 


DERAYCO  FLAT  WHITE  UNDERCOAT  FOR  ENAMEL 


COST 

is  y2s  14s  y8s  y16s 


SELLING  PRICE 

is  y2s  y4s  i/8s  y16s 


DERAYCO  FLAT  WALL  PAINT  (White  Only) 


COST 

Bbls.  y>  Bbls.  5s  Is  ^s  "!4S 


SELLING  PRICE 

Bbls.  y>  Bbls.  5s  Is  y^s 


DERAYCO  ENGLISH  RED  OXIDE 

A  heavy  bodied,  easy  working,  bright  red  paint  for  all  wood  and  metal  outbuildings. 


COST 

is  y4  s 


SELLING  PRICE 

is  y^s 


DERAYCO  LIQUID  WOOD  FILLER 


COST 

is  y4s 


SELLING  PRICE 

is  y4s 


For  Best  Results  Lise  A  Devoe  Superkleen  Brush 


DEVOE  POSTER  and  SHOW  CARD  COLORS 

{For  making  artistic  Cards,  Signs,  Posters,  Price  Tickets,  Etc.) 


In  such  institutions  where  show  card  writing 
is  practiced  as  an  art,  the  merits  of  Devoe  Poster 
and  Show  Card  Colors  are  fully  appreciated. 

The  Master  Show  Card  Writer  knows  that  these 
colors  are  time-tested  and  proven.  They  know  that 
in  consistency,  in  covering  and  flowing  qualities,  in 
brilliancy  and  variety  of  colors,  in  convenience  of  use, 
Devoe  Poster  and  Show  Card  Colors  have  obtained 
the  highest  point  of  development. 


Devoe  Poster  and  Show  Card  Colors  are  manu¬ 
factured  in  the  following  Opaque  Flat  Finish  Colors : 

Black,  White,  Light  Red,  Dark  Red,  Vermilion, 
Light  Magenta,  Magenta,  Light  Blue,  Blue  Green, 
Medium  Blue,  Dark  Blue,  Emerald  Green,  Light 
Green,  Medium  Green,  Dark  Green,  Gray,  Extra 
Light  Yellow,  Light  Yellow,  Dark  Yellow,  Orange, 
Red  Orange,  Mauve,  Blue  Violet,  Lavender,  Burnt 
Sienna  and  Brown,  also  made  in  Gloss  Black. 


OPAQUE  FLAT  FINISH 
COLORS 

AND  GLOSS  BLACK 

Gold  . 

Silver  . 


COST 

Gals.  Qts.  Pts.  V2  pts.  2  oz. 


SELLING  PRICE 

Gals.  Qts.  Pts.  V2  Pts.  2  oz. 


DEVOE  TEMPERA  COLORS 


Devoe  Tempera  Colors  differ  greatly  from  show 
card  colors.  They  give  greater  intensity  and  vivid¬ 
ness.  This  is  due  to  the  fact  that  the  pigments  used 
in  Devoe  Tempera  Colors  are  ground  finer  than  those 
used  in  regular  show  card  colors.  And  this  means 
faster,  better  workmanship  with  greater  evenness 
of  the  finished  surface,  too ! 

Devoe  Tempera  Colors  can  be  thinned  with  water. 
Hence  they  are  splendid  for  air  brush  work,  and  you 
can  let  your  mixed  tones  stand  over  night  without 
fear  of  fading  or  drying. 


One  color  can  be  applied  over  another  without 
any  fear  of  bleeding. 

They  are  made  in  the  twelve  true  spectrum 
colors:  Red,  Red  Orange,  Orange,  Yellow  Orange, 
Yellow,  Yellow  Green,  Green,  Blue  Green,  Blue, 
Blue  Violet,  Violet,  Red  Violet,  and  in  the  standard 
neutral  shades;  Black,  White,  Gray,  Brown — a  range 
that  insures  remarkable  blending  accuracy  and  en¬ 
ables  you  to  produce  the  most  subtle  distinctions  of 
shades  and  tone. 


COST 

Gals.  Qts.  Pts.  y2  pts.  2  oz.  1  oz. 


SELLING  PRICE 

Gals.  Qts.  Pts.  1/2  Pts.  2  oz.  1  oz. 
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Enameli? 


i!*>«ID.°R'ES  1N  FOUR  HOUBS  ;!■■ 

^SStSSSr2^ 


Air  Drying 


DEVOE 

Enamelit 

An  Art  Enamel  Paint  Ready  for  Use 
DRIES  IN  4  HOURS 

No  Firing  or  Baking  Required 


Waterproof 


AS  sufficient  strength  of  color  and  body  to  finish  perfectly  in  one  coat,  and  thereby  result  in  the 
beauty  of  tone  and  gloss  generally  desired. 

It  works  with  entire  satisfaction  on  toys,  furniture  and  other  wooden  objects,  as  well  as  on 
china,  celluloid,  earthenware,  glass  bottles,  wooden  beads,  oil  cloth  luncheon  sets,  papier  mache,  etc. 

18  COLORS 

Cream,  Ivory,  Tan,  Oriental  Yellow,  Apricot,  Orange,  Yellow  Green,  Jade,  Dark  Green,  Italian 
Pink,  Wisteria,  Gray,  Light  Blue,  Turquoise  Blue,  Dark  Blue,  Oriental  Red,  Crimson  and  Brown. 


Qts. 


COST 

Pts.  ho  Pts. 


y4  Pts. 


Qts. 


SELLING  PRICE 

Pts.  %  Pts.  14  Pts. 


Colors  . 

Gold  . 

Aluminum 


^  For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  PREPARED  OIL  COLORS 

The  artist  who  paints  with  Devoe  Colors  can  at  all  times  take  for  granted  their  excellence  in  tone  and  texture 


Cla 

'•ss  Color 

Class  Color 

Class  Color 

Clt 

iss  Color 

B 

Alizarin  Crimson 

A 

Chrome  Green  3-D 

A 

Ivory  Black 

A 

Purple  Lake 

B 

American  Vermilion 

A 

Chrome  Orange 

A 

King’s  Yellow 

A 

Raw  Sienna 

A 

Antwerp  Blue 

A 

Chrome  Yellow  1-L 

A 

Lamp  Black 

A 

Raw  Umber 

A 

Asphaltum 

A 

Chrome  Yellow  2-M 

C 

Lemon  Yellow 

C 

Rose  Madder 

D 

Aureolin 

A 

Chrome  Yellow  3-D 

A 

Light  Red 

A 

Sap  Green 

A 

Blanc  de  Laque 

C 

Cobalt  Blue 

C 

Madder  Lake 

A 

Scarlet  Lake 

A 

Brilliant  Yellow 

c 

Cobalt  Green 

A 

Magenta 

C 

Scarlet  Vermilion 

B 

Brown  Madder 

c 

Cobalt  Violet 

A 

Mauve 

B 

Sepia 

A 

Brown  Pink 

A 

Cremnitz  White 

A 

Megilp 

A 

Terre  Verte 

A 

Burnt  Sienna 

A 

Crimson  Lake 

A 

Naples  Yellow  1-L 

A 

Transp.  Gold  Ochre 

A 

Burnt  Umber 

A 

Emerald  Green 

A 

Naples  Yellow  2-M 

C 

Ultramarine 

D 

Cadmium  Deep 

C 

Emeraude  Green 

A 

Naples  Yellow  3-D 

A 

Vandyke  Brown 

D 

Cadmium  Lemon 

c 

English  Vermilion 

A 

New  Blue 

A 

Venetian  Red 

D 

Cadmium  Orange 

A 

Flake  White 

C 

Orange  Vermilion 

A 

Verdigris 

D 

Cadmium  Pale 

A 

Flesh  Ochre 

c 

Oxide  of  Chromium 

r< 

Y  iridian 

D 

Cadmium  Red 

E 

French  Carmine 

A 

Payne’s  Gray 

D 

Cadmium  Yellow 

C 

French  Vermilion 

A 

Permanent  Blue 

A 

Yellow  Lake 

C 

Carmine  No.  2 

A 

Gamboge 

A 

Permanent  Green,  L. 

A 

Yellow  Ochre 

C 

Cerulean  Blue 

B 

Geranium  Lake 

A 

Permanent  Green,  M. 

A 

Zinc  White 

A 

Chinese  Blue 

B 

Harrison  Red 

A 

Permanent  Green,  D. 

A 

Zinc  Yellow 

C 

Chinese  Vermilion 

A 

Indian  Red 

A 

Phillips’  White 

A 

Zinnober  Green,  L. 

A 

Chrome  Green  1-L 

C 

Indian  Yellow 

C 

Pink  Madder 

A 

Zinnober  Green,  M. 

A 

Chrome  Green  2-M 

A 

Italian  Pink 

A 

Prussian  Blue 

A 

Zinnober  Green,  D. 

Single  Tubes... 
Double  Tubes. 


COST 

Class  A  Class  B  Class  C  Class  D  Class  E 


SELLING  PRICE 

Class  A  Class  B  Class  C  Class  D  Class  E 


Cremnitz,  Flake,  Silver,  Zinc, 
Phillips’  White 


Single  Double  Treble  Quad’le  No.  8 
Tubes  Tubes  Tubes  Tubes  Tubes 


Single  Double  Treble  Quad’le  No.  8 
Tubes  Tubes  Tubes  Tubes  Tubes 


‘‘Employ  a  Reputable  Painter — Specify  Devoe ’ 
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SELLING  PRICE 


SERIES  A 


Burnt  Sienna 
Burnt  Umber 
Cremnitz  White- 
Chrome  Green,  No.  1 
Chrome  Green,  No.  2 
Chrome  Green,  No.  3 
Chrome  Yellow,  No.  1 
Chrome  Yellow,  No.  2 
Chrome  Yellow,  No.  3 
Emerald  Green 
Flake  White 
Indian  Bed 
Ivory  Black 


SERIES  B 


Alizarin  Crimson 
Cadmium  Lemon 
Cadmium  Orange 
Cadmium  Yellow 
Cerulean  Blue 
Cobalt  Blue 
Emeraude  Green 


No.  8  TUBES 

Flake  White 


DEVOE  FULTON  OIL  COLORS 

( For  Decorators  and  Students) 


COST 


Lamp  Black 
Light  Bed 
Permanent  Blue 
Prussian  Blue 
Baw  Sienna 
Baw  Umber 
Ultramarine  Blue 
Vandyke  Brown 
Venetian  Bed 
Yellow  Ochre 
Zinc  White 
Zinc  Yellow 


COST 


SELLING  PRICE 


Geranium  Lake 

Harrison  Bed 

Madder  Lake 

Purple 

Bose  Madder 

Vermilion 

Violet 


COST 


SELLING  PRICE 


Zinc  AVhite 


= 
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For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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YACHT  AND  BOAT  SPECIALTIES  IN  PAINT  AND  VARNISH 


DEVOE  YACHT  BLACK 

Dries  with  a  high  varnish  gloss.  Possesses  great  durability,  and  will  not  turn  gray  with  age  or  under  the  action  of  salt  water. 

COST  SELLING  PRICE 

Is  Y2  S  14s  Is  %  S  %  S 


DEVOE  YACHT  WHITE 

Whitest  of  Yacht  Whites.  Dries  with  a  semi-gloss  finish,  can  he  scrubbed  and  washed,  retaining  a  good  surface  at  the  end  of  the 

season ;  is  heavy  bodied,  covers  well  and  works  freely  under  the  brush. 

COST  SELLING  PRICE 

Is  V2S  14s  Is  X/2S  ^S 


DEVOE  CANVAS  DECK  PAINT 

(Gray) 

Manufactured  for  use  on  canvas  decks;  positively  will  not  crack  or  check;  dries  with  a  hard,  elastic  surface. 

COST  SELLING  PRICE 

Bbls.  5s  Is  i/os  Y4S  Bbls.  5s  Is  y2s  %s 


“ Employ  a  Reputable  Painter — Specify  Devoe ” 


DEVOE  BATTLESHIP  GRAY 


Bbls. 


os 


COST 

Is 


SELLING  PRICE 


i/os  14s 


Bbls. 


Os 


Is 


y2s 


%S 


DEVOE  MARINE  WHITE 

{Flat) 

A  pure  white,  drying  with  a  flat  finish.  For  general  use  on  pleasure  and  working  boats. 

COST  SELLING  PRICE 

is  y2s  y4s  is  y2s  y4s 


DEVOE  MARINE  WHITE 

(Gloss) 

Same  quality  as  Devoe  Marine  Flat  White,  only  drying  with  a  full  oil  gloss. 

COST  SELLING  PRICE 

is  y^s  is  y4  s 


DEVOE  MARINE  BLACK 

A  full  gloss  black  for  use  on  cargo  and  fishing  boats. 

COST  SELLING  PRICE 

Is  1/2S  1/4  s  Is  1/2S  1 


For  Host  Results  Use  A  Devoe  Superkleen  Brush 


DEVOE  SMOKE  STACK  BLACK 

A  high  gloss  jet  black  paint ;  will  stand  450  degrees  of  heat. 


COST  SELLING  PRICE 

is  y%s  y±s  is  V2S  %  s 


DEVOE  SMOKE  STACK  BUFF 

A  heat-resisting  weatherproof  paint  for  use  on  all  stacks. 

COST  SELLING  PRICE 

Is  !/2S  %s  Is  a/2S  14  S 


DEVOE  No.  10  READY  MIXED  RED  LEAD 

A  Red  Lead  composition  for  first  coat  work  on  all  metal  surfaces. 

COST  SELLING  PRICE 

5s  Is  V^s  5s  Is  14s 


<> 


“ Employ  a  Reputable  Painter — Specify  Devoe" 
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DEVOE 

Triton  Metallic  Copper  Paint 

( For  use  on  bottom  of  wooden  vessels.) 


N  absolute  preventative  on  wooden  bottoms  against 
the  destructive  action  of  worms  and  prevents  ac¬ 
cumulation  of  sea  grass,  barnacles  and  other  marine 
growths.  These  paints  carry  a  large  percentage  of  copper  and 
are  very  finely  ground. 

SUGGESTIONS  FOR  USE 


about  10  minutes,  adding  gradually  the  liquid  previously  poured 
off.  When  thoroughly  mixed  the  composition  should  be  applied 
with  a  stiff  bristle  brush  and  the  paint  carefully  rubbed  in  and 
not  flowed  on. 

Fourth — The  paint  should  be  stirred  constantly  w'hile  being 
applied. 


First — If  the  bottom  is  foul,  or  if  it  has  old  or  loosely 
attached  paint,  it  should  be  cleaned  as  thoroughly  as  possible 
by  scraping. 

Second — It  is  desirable  that  the  bottom  should  be  dry 
before  applying  the  paint,  however,  this  is  not  imperative,  and 
if  time  and  place  make  it  impracticable,  wipe  off  as  dry  as 
possible. 

Third — When  the  pail  has  been  opened  pour  out  part  of 
the  liquid  into  another  pail  and  stir  the  remainder  well  for 

COST 

Is  %s 


Fifth — Two  coats  give  better  results  than  one.  The  paint 
dries  very  quickly,  and  the  second  coat  can  be  applied  shortly 
after  the  first. 

Sixth — Should  the  composition  become  too  thick  in  the  pail 
while  using,  add  a  little  benzine  or  turpentine. 

Seventh — The  vessel  may  be  launched  at  once  after  paint¬ 
ing.  However,  we  consider  it  advisable  to  give  the  paint  sufficient 
time  to  set  well  before  coming  in  contact  with  the  water. 

SELLING  PRICE 

i/4s  Is  i/2s  i/4s 


Brown  . 

Yacht  Red ... 
Yacht  Green 


For  Best  R  esults  Use  A  Devoe  Superhleen  Brush 


MARINE  VARNISHES 


AQUASPAR 

A  quick  drying  spar  varnish  for  marine  work.  Will  not  turn  white  under  action  of  salt  or  fresh  water. 

COST  SELLING  PRICE 

Is  i/2s  14s  y8s  Me  s  Is  V2S  Ms  %s  Mgs 


HYDROSPAR 


For  use  on  houses,  boats,  etc.  Dries  hard  over  night. 

COST  SELLING  PRICE 

Is  y2s  Ms  y8s  MgS  Is  y2s  Ms  y8s  Mgs 


CABINITE 


A  very  pale,  hard  drying  varnish  for  all  upright  work  below  deck.  Can  be  left  with  natural  gloss, 

rubbed  to  an  eggshell  finish  or  polished. 


COST 

is  y2s  Ms  %s  Mgs 


SELLING  PRICE 

is  y2s  Ms  y8s  Mgs 


“ Employ  a  Reputable  Painter — Specify  Devoe ” 


DEVOE  DRY  COLORS 


Color 

COST 

SELLING  PRICE 

BLACKS 

Bbls. 

50-100 

Lbs. 

Less  than 

50  Lbs. 

50-100  Less  than 
Bbls.  Lbs.  50  Lbs. 

Drop  Black- 
Ivory  Black 
Bone  Black.  . 


12-12i/2s  12y2s  Less  12-12i/2s  12y2s  Less 

Carbon  Black . . . . .  . . .  . . 

Graphite  . . .  .  . 

Cartons  Less  than  Cartons  Less  than 

GERMANTOWN  LAMP  BLACK  50  Lbs.  Cartons  50  Lbs.  Cartons 

1  lb.  packages . . . . . . . . .  .  . .  .  . 

x/z  lb.  packages . - . — . .  . .  .  . . .  . 

XA  lb.  packages . . .  . . . .  . .  . . .  . - . 

ORDINARY  LAMP  BLACK 

1  11).  packages . . . —  . .  .  . .  . . 

i/2  lb.  packages . . . . .  . . .  . . .  . .  — . 

!/4  lb.  packages . . . . .  . . .  .  . . .  . — - 

50-100  Less  than  50-100  Less  than 

BLUES  Bbls.  Lbs.  50  Lbs.  Bbls.  Lbs.  50  Lbs. 

C.  P.  Prussian  Blue .  . . .  . . . . 

C.  P.  Milori  Blue . . . . .  . . . .  . . . . 

C.  P.  Potash  Chinese  Blue .  .  . — 

Soluble  Blue . . . . .  . .  . 

Cobalt  Blue . . .  . . .  . . . 

Super  Ultramarine  Blue . .  . . .  . — . 

Fine  Ultramarine  Blue.... . . .  ~ .  . - . 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 
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DEVOE  DRY  C  O  L  O  R  S  -  Continued 


Color 

BROWNS 

Raw  Umber,  Turkey . . . . 

Burnt  Umber,  Turkey.—- . . . . 

Raw  Sienna,  Italian _ _ _ 

Burnt  Sienna,  Italian . 

Van  Dyke  Brown.  - . 

Metallic  . . . 

GREENS 

C.  P.  Chrome  Green,  Light - - 

C.  P.  Chrome  Green,  Medium . 

C.  P.  Chrome  Green,  Deep . 

Best  Chrome  Green,  Light. . 

Best  Chrome  Green,  Medium . 

Best  Chrome  Green,  Deep... . 

Oxide  of  Chromium . . . — . - 

VERMILIONS 

English  Vermilion,  Light . - 

English  Vermilion,  Deep..— . 

American  V ermilion . 

East  India  Vermilion. . . 

LAKES 

Rose  Lake . - . 

Rose  Pink.  .  . ----- 


COST  SELLING  PRICE 

50-100  Less  than  50-100  Less  than 

Bbls.  Lbs.  50  Lbs.  Bbls.  Lbs.  50  Lbs. 


“ Employ  a  Reputable  Painter — Specify  Devoe” 
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DEVOE  DRY  C  O  L  O  R  S  -  Continued 


Color 

REDS 

Permanent  Red . 

Permanent  Red,  Light . . 

Permanent  Red,  Deep _ 

Tuscan  Red . 

Indian  Red . . . 

Extra  Strong  Venetian  Red 

Derayco  Venetian  Red . 

Orange  Mineral .  . 

Red  Lead . . . . 

Litharge  . , . 


YELLOWS 

C.  P.  Chrome  Yellow,  Light . 

C.  P.  Chrome  Yellow,  Medium. 

C.  P.  Chrome  Yellow,  Deep _ 

Pest  Chrome  Yellow,  Light . 

Best  Chrome  Yellow,  Medium. 

Best  Chrome  Yellow,  Dee]) _ 

Dutch  Pink . 

French  Yellow  Ochre . 

Derayco  Yellow  Ochre . 


Bbls. 


COST 

50-100  Less  than 
Lbs.  50  Lbs. 


SELLING  PRICE 

50-100  Less  than 
Bbls.  Lbs.  50  Lbs. 


For  Best  Results  Use  A  Devoe  Superkleen  Brush 


GILDING  MATERIALS 


COST 

Pack  Book 


SELLING  PRICE 

Pack  Book 


GOLD  LEAF . 

XX  Gold  (or  Deep,  Orange,  Loose)  22*4  Karat . . . 

Patent  Gold,  22(4  Karat . . . . . 

Medium  or  Usual  Gold  (or  Lemon,  Light,  Green)  18  Karat- 

Pale  Gold,  16  Karat . . . 

Composition  Gold  (or  Dutch  Metal) . .  . . 


SILVER  LEAF 
ALUMINUM  LEAF 

The  above  brands  are  packed  in  books  of  25  leaves  each, 
twenty  books  or  500  leaves  in  each  pack. 

The  XX  shade  is  the  one  most  in  use.  Patent  Gold  and 
Composition  Gold  are  the  same  shade  as  XX  Gold. 

Composition  Gold  and  Silver  Leaf  are  used  principally  on 
glass  as  they  will  tarnish  if  exposed. 

Aluminum  Leaf  is  suitable  for  either  exterior  or  interior 
use ;  seldom  used  on  glass. 


Patent  Gold  is  XX  Gold  adhered  to  tissue;  for  gilding  in  wind. 

Gold  Leaf  is  in  leaves  3%  x  3%  inches.  A  book  will  cover 
1(4  square  feet — a  pack  30  square  feet,  with  leaves  overlapped 
(4  inch. 

Composition  Gold  and  Aluminum  Leaf  are  in  leaves  5(4x514 
inches.  A  book  covers  5  square  feet — a  pack  100  square  feet. 

Silver  Leaf  is  3%  x  3%  inches.  A  book  covers  2(4  square 
feet — a  pack  48  square  feet. 


QUICK  DRYING  GOLD  SIZE 

Has  correct  tack  for  gilding  in  20  to  45  minutes  after  application.  Can  be  slowed  up  by  the  addition  of  Oil  Gold  Size. 

Contains  yellow  pigment.  Used  for  all  small  gilding  .jobs,  except  on  glass. 

COST  SELLING  PRICE 


Is 


y2s 


1/c 


'/ss 


Mes 


Is 


Us 


1/ 


4s  (4gs 


OIL  GOLD  SIZE 

A  yellow  pigmented  size  which  gives  the  correct  tack  for  laying  leaf  ten  hours  after  application  and  retains  its  tack  for  forty- 
eight  hours.  Can  be  hastened  by  the  addition  of  Quick  Drying  Gold  Size  or  Coach  Painters’  Japan. 

Used  for  all  large  gilding  jobs,  but  not  on  glass. 

COST  SELLING  PRICE 

lib.  (41b.  Quad’le  Double  11b.  (41b.  Quad’le  Double 

Cans  Cans  Tubes  Tubes  Cans  Cans  Tubes  Tubes 


“ Employ  a  Repulal>le  Rainier — Specify  Devoe ” 


[Page  111 ] 


DEVOE  BRONZE  POWDERS 

COST  SELLING  PRICE 

1  lb. in  1  lb. in 

1  lb.  ounces  1  oz.  1  lb.  ounces  1  oz. 

Gold  Metallics . . . .  . .  . . .  . .  .  .  . 

Silver  Metallics . . .  . .  . .  . .  .  .  . . 

Pale  Gold  Metal  Leaf . .  .  . _... 

Rich  Gold  Metal  Leaf .  .  .  .  . .  .  .  . . 

Deep  Gold  Metal  Leaf .  .  .  .  .  .  . . 

French  Leaf . . . .  .  .  . .  . .  .  . 

Vernis  Martin  . . . . . . .  .  . .  .  .  .  . . 

White  Gold . . . . .  .  .  . .  .  .  . 

Ex.  Brilliant  Green  Gold . . . .  .  . .  .  .  . . 

Ex.  Brilliant  Lemon . . 

Ex.  Brilliant  Orange . . . . .  . . .  .  .  .  .  . 

Ex.  Brilliant  Crimson . . . . .  .  . . - 

Ex.  Brilliant  Fire . . . . . . 

Ex.  Brilliant  Light  Copper . . .  .  .  . .  . . 

Pale  Gold  Striping .  .  . . 

Coach  Striping . . . .  .  . .  . .  .  . . 

Mat  Green . . . . . . .  .  .  . . 

Antique  Copper . . . . . . . . . 

Chocolate  Bronze . . . . . . . . .  . ... 

Patent  Olive  Green . . . . . .  .  . .  . .  . . . .  . 

Patent  Dark  Green . . . . . . . .  . . 

Patent  Light  Blue .  .  .  .  .  . . . 

Patent  Dark  Blue . . . . .  .  .  . _... 

Patent  Purple . . . . . . . . . . . 

Radiator  Pale  Gold . . . . .  . .  .  .  . .  . . 

Trajanine  . . .  . .  .  .  .  . . 

1  lb. in  1  lb. in 

1  lb.  i/o  lb.  14  lb.  ounces  1  oz.  1/4  oz.  1  lb.  14  lb.  1/4  lb.  ounces  1  oz.  1/4  oz. 

C.  P.  Aluminum  Bronze .  - . - . . . . . 

C.  P.  Aluminum  Striping . . .  .  . . 

Flora  No.  1 .  .  .  . 

Flora  No.  2 . 

Flora  No.  4 .  .  . . 

No.  1000 . 


For  lies I  Results  Use  A  Devoe  Superkleen  Brush 
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■BRILLIANTINE"  ENAMEL  GOLD  and  SILVER  PAINT 


Brilliant  and  permanent — gives  an  enamel  finish  and  can  he— jvashed  with  soap  and  water. 
Put  up  in  packages  containing  one  hot  tie«  <  >1 V* 1 V  1/r  and  liquid. 

SELLING  PRICE 

fVl ^VjjiOTr  Large  Small  Large 

Gold  . . . .  . 

Silver  .  .  . 

"COLUMBUS"  LIOU^^S®  PAINT 

—  with  brush 

COST  SELLING  PRICE 


DEVOE  QUICK  DRYING  ZONE  PAINT 

For  designating  parking  spaces,  etc.  Dry  for  traffic  in  thirty  to  forty-five  minutes.  If  thinning  is  necessary, 
use  alcohol.  Asphalt  will  not  bleed  through  this  paint.  For  use  on  any  type  of  highway  surface. 


White  \ 

Y  ellow  ) 

COST 

SELLING  PRICE 

Black  J  Bbls. 

5s 

Is 

Bbls.  5s 

Red  [ 

Orange  / 

“ Employ  a  Reputable  Painter — Specify  Devoe'’ 


DEVOE  ZONE  LACQUER 


Devoe  Zone  Lacquer  is  ideal  for  marking  concrete,  asphalt 
and  brick.  It  is  extremely  durable  and  highly  resistant  to 
traffic  wear. 

Dries  free  from  pick-up  immediately  and  hard  in  fifteen 
minutes. 


COST 

Bbls.  5s 


Is 


Has  excellent  hiding  powers  and  dries  with  a  slight  sheen. 

For  brush  or  spray  application  reduce  two  parts  lacquer 
to  one  part  No.  4902  Thinner.  Use  same  reduction  when  lacquer 
is  used  in  road  marking  machines. 


SELLING  PRICE 

Bbls.  5s  Is 


(TS 


tor  Best  Results  Use  A  Devoe  Superkleen  Brush 
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INSURE  YOUR  JOB  V 

N  =  'min* 

!  •  • 

Ittjr  - ttp -  - - 

Be  Sure  You  Have  the  Proper  B 

'rush! 

FOR  OUTSIDE  PAINTING 

SIDING 

Nos.  5010—1935—5075—5101 . . . 

Nos . . . . . 

Brush  Out  Well 

SCREENS,  SASH,  SHUTTERS,  TRELLIS 

Nos.  5305—5315.  Nos . 

Paint  the  Sash — Not  the  Glass 

PORCH  FLOORS 

Nos.  5401—5075—1935 . 

Nos . . . . . . . 

New  Type  Porch  Finishes  Should  Be  Brushed  Well 

ROOFS 

Shingle  Stain  No.  5060 . . . . . 

Black  Finishes  No.  5625 . . . . . . . 

Metal  Roofs  and  Spouting  Nos.  1935 — 5075 . . . . 

Nos . '. . 

We  Manufacture  a  Special  Brush  for  Applying  “Hot  Stuff” 

ROUGH  BUILDINGS 

Farm — Industrial — Concrete  Nos.  5001 — 5101 — 5075.... 
A  Heavy  Duty  Triple  Thick  Brush  is  Preferable 

AUTOMOBILES 

Chassis  No.  5315 . . . - . 

Top  Nos.  5305—5315 . - . - . 

Body  Nos.  5401 — 5424 . 

Motor  No.  5475 . . . : . 

Wire  Wheels  No.  5360 . . . 

For  Applying  the  New  Synthetic  Finishes  Be  Sure  to  Use 
Nos.  5507  and  5505 


FOR  INSIDE  PAINTING 

WALLS  AND  CEILINGS— Flat  Wall  Paints 

Nos.  5151 — 5025 . 

Gloss  Interior — Semi-Gloss  Nos.  5025 — 5010 — 1935 _ 

Frescoe  No.  5730. 

Less  Dips  per  Gallon 

RADIATORS 

Ornamental  Iron  Work  No.  5360 . 

“  Spatterproof” 

FLOORS  OR  LINOLEUMS 

Enamel  Finishes  Nos.  5401 — 5424 — 1935 — 5425 . 

Varnish  Nos.  5425—5424—5401—1935 . 

Superkleen  Applicator 

FURNITURE 

Nos.  5401—5410—5465—5315—5470—5475—5424 . 

Chisel  Edge  Brushes 

WOODWORK  AND  TRIM 

Nos.  5425—1935—5470—5301—5475—5424—5401 . 

The  Size  of  the  Surface  Determines  the  Width  of 
Brush. 

For  Floors  and  Walls  Maximum  Width  is  Preferable. 

A  Narrow  Brush  should  be  used  for  most  furniture 
and  trim. 


INSIST  ON  Superkleen  BRUSHES 
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INDEX 


A 

B 

Aluminum  Bronze 

112 

Browns,  Dry 

109 

Aluminum  Enamel 

41  and  43 

Brown  Metallic  Paint 

55 

Aluminum  Leaf _ _  _ 

111 

Brushes 

115 

Aluminum  Paints  ..  . 

82  and  100 

Anti-Corrosive  Black 

3  / 

C 

Aquaspar _ _ 

81  and  107 

( 'abinite 

107 

Architectural  Finishes— _ _ 

80  to  86 

( 'alcimine 

48  to  51,  79 

Artists’  Oil  Colors,  Tubes 

101 

( 'anoe  Enamel 

44  to  47 

Art  lac  Enamel 

32  to  35 

( ’anvas  Deck  Paint 

12  to  15,  103 

Artlac  Flat  White  Undercoat 

35 

Carriage  Top  Dressing 

71 

Asbestos  Roof  Coating.. 

37 

( lelotex  Primer 

30 

Asphaltum  . . 

87 

( Ament.  Coating 

16-17 

Atrament  Paint  No.  444 

61 

Cement  Floor  Paint 

12  to  15 

Automobile  and  Carriage  Varnishes 

85 

Chrome  Green,  Dry 

109 

Automobile  Colors  in  Japan 

76  to  78 

Chrome  Yellow,  Dry 

1 10 

Automobile  Enamel 

41  to  47 

Clean  All 

66 

Automobile  Polish 

71 

Cleaner,  O.D.S. 

66 

Auto  Top  Dressing 

71 

Coach,  Car  and  Automobile 

( 'olors 

76  to  78 

Coach  Varnish,  One  Coat 

.85 

B 

( loach  Varnish,  No.  1 

85 

“B"  Japan  Drier 

88 

Cold  Water  Calcimine 

79 

Barn  Paint . 

31 

Cold  Water  Paint 

.79 

Battleship  Grav _  _ _ 

104 

( 'olors  in  Japan 

76  to  78 

Bay  State  Brick  and  Cement  Coating 

16-17 

( 'olors  in  ( )ii,  Best 

53-54 

Bay  State  Brick  and  Cement  Coating  Reducer _ 

16 

Columbus  Gold  Paint 

1 1 3 

Best  Colors  in  ( )il 

53-54 

Combination  Paste  White 

5(> 

Black  Asphaltum 

87 

Composition  Gold  Leaf 

ii  i 

Black,  Dry.  .. 

108 

Concrete  Floor  Paint 

12  to  15 

Black  Enamel 

43 

Copper  Paint 

106 

Black  Roof  Paint 

37 

Crack  and  Seam  Filler 

70 

Black  Screen  Enamel 

43 

n 

Black  Varnishes  ..  . 

87 

u 

Blues.  Dry 

108 

Damar  Varnish 

84 

Boat  Specialties 

103 

Dancing  Floor  Wax 

64 

Brick  ( 'oating 

16-17 

Deck  Paint 

12  to  15 

Brick  Red,  Flat 

.55 

Deck  Paint,  Canvas 

12  to  15,  103 

Bridge  Paint.. 

31 

Decorative  ( 'olorguide 

1 

Brilliantine  Bronze  Liquid 

90 

Derayco  Black  Asphaltum 

87 

Brilliantine  Enamel  Paint 

1 13 

Deravco  Enamel  (White  Only). 

98 

Bronze  Liquids 

90 

Derayco  English  Red  Oxide 

98 

Bronze  Powders 

1 12 

Derayco  Flat  Wall  Paint  (W 

Lite  Only) 

98 

For  Rest  Results  Use  A  Devoe  Superkleen  Rrush 


INDEX 


D 

Derayco  Flat  White  Undercoat  for  Enamel _  _ 98 

Derayco  Hard  Oil _  86 

Derayco  House  Paint _  _  92  to  95 

Derayco  Interior  Varnish.  86 

Derayco  Japan  Drier.  88 

Derayco  Liquid  Wood  Filler .  98 

Derayco  Products .  . 91  to  98 

Derayco  Quick  Drying-  Floor  Varnish  86 

Derayco  Varnish  Stain  96-97 

Double  Daylite _  52 

Dry  Colors .  108  to  110 

Dulteen . . .  . . 48  to  51 

Dutch  Pink,  Dry. .  110 

E 

Eighty-Twenty  Paste  White  56 

Elastic  Steel  Coating  36-37 

Enamels .  32  to  35,  43  to  47,  73-74,  98  and  100 

Enamelit .  100 

English  Red  Oxide,  Derayco .  98 

Extra  Heavy  White  Damar  Varnish .  84 

F 

Fillers,  Paste  and  Liquid  .  67.  70.  68 

First  Coater  for  Fibre  Insulation  Board  30 

First  Coater  for  Walls _ _ _ 24 

Flat  Black _  _  _ 43  and  64 

Flat  Brick  Red  55 

Flat  Wall  Paint  18  to  23,  25,  98 

Flat  White  Undercoat  for  Enamel  35,  43,  73,  98 

Flatting  Oil _  56 

Floor  and  Deck  Enamel.  12  to  15 

Floor  Paint . .  12  to  15 

Floor  Varnishes  82,  84,  86 

Floor  Wax _  64-65 

Florentine  Fresco  Colors  74-75 

French  Ochre,  Dry  110 

French  Yellow  Ochre  in  Oil  54 

French  Zinc  (Green  Seal).  56 

Fresco  Colors _  74-75 

Fulton  Oil  Colors..  102 

Furniture  Polish  66 


Galvanized  Iron  Preparer . . 

.  . 61 

Gilding  Material.  _ _ 

111  to  113 

(  hiding  Sizes  .  .  . 

_ _ _  X7 

Glazing  Liquid 

...24 

Gloss  Velour _ _ _ _ _ 

..  26  to  29 

Gold  Bronze _ _  _ 

. 112 

( lold  Enamel 

41,  43,  100,  113 

Gold  Leaf,  Packs _ _ _ 

_  111 

( lold  Paint 

41,  43,  100,  113 

Gold  Sizes 

.  .Ill 

Grainers 

. . 43 

Graining  Color  Liquid.  _ 

. . . . . 55 

Graining  Compound... 

...  41  and  43 

Graphite,  Dry 

. 108 

Graphite  in  Oil . . . . 

. . . . . .  .  .  55 

Graphite  Paint,  No.  555 

. . . . . . .  60 

Greens,  Dry 

.  109 

Green  Screen  Enamel 

_ _ 41  and  43 

Ground  Color,  Devoe . 

...  41.  43,  64 

H 

Hard  Oil  Derayco _ 

. . . . .86 

Hard  Wax 

_ 65 

Harvard  Slate  Surfacer  . . 

. 64 

Holland  Enamel . . . 

. . . . . 73 

Hot  Water  Wall  Finish 

_ _ _ _ 48  to  51 

House  Paint,  Devoe _ _ 

.  3  to  9 

House  Paint,  Derayco  . 

92  to  95 

Hydrospar  Varnish .  . 

. 107 

Implement  Paint.... 

68-69 

J 

Japan  Colors _ _ 

. 76  to  78 

Japan  Driers 

. . . .....88 

Japan  Gold  Size 

. .....87 

K 

Kalsomine.. 

. 48  to  51,  79 

“Employ  a  Reputable  Painter — Specify  Devoe ” 
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109 

(Ail  Gold  Size  _ _ _ 

_ 111 

3  to  9 

Oil  Stain 

. 62-63 

Leads  in  Oil _ _ _ - . 

_ 56 

One  Coat  Coach  Varnish 

_ _ 85 

Lime  Resisting  Undercoating  6C’.... . .. 

24 

Orange  Mineral,  Dry 

. 110 

Linoleum  Paint _ _ _ 

12  to  15 

Orange  Shellac. 

_ _ 89 

Linoleum  Varnish _ _ _ _ 

_ _ .......84 

P 

Liquid  Drier . . . 

_ 87-88 

Liquid  Filler . . . 

_ 70  and  98 

Paint  and  \  arnish  Remover. 

. .67 

Liquid  for  Bronze... _ _ _ _ 

...90 

Painters’  Japans. _ _ 

. . . 87 

Liquid  Graining  Color 

....55 

Pale  Interior  Varnish  . 

_ _ _ .81 

Liquid  Wax _ _ _ 

65 

Paste  White,  80-20  . .. 

_ 56 

Lumilead  Primer _ _ _ 

. .  8-9 

Paste  Whites,  Combinations... 

_ 56 

L  A 

Paste  Wood  Filler _ 

. . . 67 

M 

Patch-It-All _ 

_ 37 

Marble  Floor  Finish  Varnish 

. . 82 

Penetrating  Stain 

_ _ ...58-59 

Marine  Black . . . . . . . 

_ _ _  104 

Pigmented  First  Coater,  300. 

24 

Marine  White 

. . . 104 

Polish 

. 66  and  71 

Marine  Varnishes 

.  107 

Porch  Paint 

.  .12  to  15 

Metallic  Copper  Paint _ 

106 

Poster  and  Show  Card  Colors 

_ _ 99 

Metallic  Paint  No.  888  Liquid _ 

. .......36 

Powdered  Floor  Wax 

. . ...64 

Metallic  Paint  Paste,  (Brown) . . 

_ _ _ _ _ 55 

Premium  Snow  White  Zinc 

_ 57 

Meta!  Primer . . . 

_ _ ...60 

Prepared  Artists’  Oil  Colors 

_ 101 

Mill  Coating,  Dry _ _ 

.  79 

Preparer  (For  Galvanized  Iron) _ 

. . . 61 

Mirrolac  Aluminum  Enamel  ....  _ 

41  and  43 

Primer  for  C'elotex .... 

_ _  30 

Mirrolac  Enamels 

43  to  47 

Primer  (Lumilead) 

.8-9 

Mirrolac  Gold  Enamel . 

41  and  43 

Puttv  .  . _ 

...52 

Mirrolac  Rubber  drainers _ 

43 

o 

Mirrolac  Semi-Gloss  Enamel _ 

43 

V 

Mirrolac  Stains-in- Varnish _ 

. 40  to  43 

Quick  Drying  Gold  Size  . 

_ 111 

Mirrolac  Stove  Enamel . . . . 

_ 74 

Quick  Drying  Zone  Lacquer... 

114 

Mirrolac  Varnish _ 

. .  43 

Quick  Drying  Zone  Paint 

. 113 

Mission  Stains . . . . . . 

_ 58-59 

R 

Mitis  Green. . . . . 

. 10-11 

Mitis  Green  Undercoat  . . 

.  10-11 

Ready  Mixed  Red  Lead,  No. 

10... 

105 

Motor  Car  Finish _ 

_ _ 69 

Reds,  Dry  . . 

110 

Red  Lead  Paint 

105 

U 

Remover,  Paint  and  Varnish. 

_ _ _ 67 

0.  D.  S.  Cleaner 

66 

Renulac  Auto  Polish . 

. . 71 

Ochres,  Dry 

110 

Roman  Enamel... 

. . 73 

Ochres  in  Oil 

54 

Roman  Green 

. . . .55 

(  )il  Colors.  Artists' 

101-102 

Roof,  Barn  and  Bridge  Paint 

. . ...31 

Oil  Colors,  Best _ _ _ _ _ 

_ _ 53-54 

Roof  Paint  . . . . 

. . 31  and  36-37 

For  Best  Results  Use  A  Devoe  Superkleen  Brush 


INDEX 


T 


R 

Rubbed  Effect  Varnish 

Rubber  (trainers _ 

Rust  Inhibitive  Primer 

s 

Screen  Enamel 

Screen  Paint _ 

Semi-Gloss  Enamels 
Semi-Gloss  Velour. 

Semi-Paste  Paint. 

Semi-Paste  White  1754 

Shellacs . . 

Shingle  Stain 
Show  Card  Colors... 

Sign  Writers’  Colors.  . 

Silver  Leaf . . 

Silver  Paints 

Six  C  Lime  Resisting  Undercoat 
Sizing  Varnish 
Slate  Surfacer. 

Smoke  Stack  Black 
Smoke  Stack  Butt' 

Southern  White 
Spar  Varnishes... 

Spot  Remover.  O.D.S — 
Stains-in- Varnish 

Stains,  Oil . 

Stains,  Penetrating 
Steel  Paints: 

Atrament  444 
Elastic  Steel  Coating — 
Graphite  No.  555 
Metallic  Paint  No.  888 
Steel  Primer 
Store  Front  Black 
Stove  Enamel 
Stove  Pipe  Enamel 
Superior  Liquid  for  Bronze 

T 

Tempera  Colors . 

Three  Hundred  Pigmented  First 
Top  Dressing . . 


.83 

43 

60 


41  and  43 

. ..72 

43 

26  to  29 

. . 57 

.57 

...89 

38-39 

.99 

99 

111 

41.  43,  100,  113 
24 
...85 
64 
.105 
105 

....  .  . . 57 

81  and  107 

. 66 

40  to  43,  96-97 
62-63 
...58-59 

. 61 

36-37 

. 60 

. 36 

...60 

. . 8 

. 74 

.43 

. 90 


. 99 

Coater -  - -  '-4 

. 71 


Tractor  Paint 
Traffic  Paint 

Triton  Metallic  Copper  Paint 


Undercoat,  6C . 

Undercoat  for  Enamel. 
Undercoat  for  Mitis  Green 
Undercoat  for  Stain 
Lhidercoat  for  Velour 


Varnishes... 

Varnish  Remover. 

Varnish  Stain 
Varnish  Size 
Velour  Finish  Flat ... 

Velour  Gloss  and  Semi-Gloss 
Velour  Undercoating. 

Venetian  Reds,  Dry _ 

Venetian  Reds  in  Oil 
Vermilions. 


Wagon  and  Implement  Paint 

Wax . 

White  Damar  Varnish. 

White  Japan . 

White  Lead  in  Oil . 

White  Shellac . 

Wood  Filler,  Paste  and  Liquid 


Yacht  Black _ 

Yacht  Specialties 
Yacht  White 
Yellows,  Dry _ 


Zinc  in  Oil 
Zone  Lacquer 
Zone  Paint 


.68-69 
1 13-114 
106 

U 

_ 24 

43,  73,  98 
10-11 
41-42 
.  24 

V 

43,  81  to  87,  107 

_ _ 67 

40,  43,  96-97 

_ 85 

18  to  23,  25 
26  to  29 

. 24 

110 

. 54 

.109 

w 

. . 68-69 

64-65 
_ 84 

. . 87 

. 56 

. . 89 

. 67,  70,  98 

Y 

. 103 

_ _ _ 103  to  107 

_ _ 103 

.  110 

Z 

. . 56-57 

. .....114 

_ 113 


“ Employ  a  Reputable  Painter — Specify  Devoe' 


